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OME one has said that the world 
knows least of its greatest men. If 
this be so with reference to individu- 
als who shape, for weal or for woe, 
the destinies of their kind, with how 
much more truth may it be asserted of 
the great material products, that min- 
ister so vastly to man's comfort and 
enjoyment ! Few have any adequate idea of the 
importance in our arts and manufactures of the 
corrosive liquid, known in commerce as the oil 
of vitriol. So important is the subject of our 
article, and so various and numberless the products, necessa- 
ry almost to our daily existence, depending upon its manu- 
facture, that it has been said that the material prosperity of 
a coantry may be judged of very accurately by the amount 
of oil of vitriol it produces. 

The chemist knows oil of vitriol as sulphuric acid, and 
writes it, in characters rather cabalistic to the uninitiated, as 
Hr, SO,. The characters, however, are easily understood. 
The capitals are merely the initials of the elements com- 
posing the compound, and the figures under them (1 being 
understood when no figure is written) denote the number of 
times each element enters into combination. 

And here comes in 
one of those great and 
comprehensive laws 
which it is the glory 
of science to discover 
and apply. We have 
written sulphuric acid 
H 2 SO,, and we have 
not done so at hap- 
hazard. Our hydro- 
gen, oxygen, and sul- 
phur behave, contrary 
often to our experi- 
ence in - the case of 
individuals, with un- 
varying decision and 
consistency. For the 
sake of simplicity we 
may write our com- 
pound S0 3 , H 2 0, bear- 
ing in mind that the 
second half of the 
symbol, H i O, indicates 
1 part of water, H 2 
always meaning water 
in chemical language. 
The elements in the 
first part of the fom- 
pound, S0 3 , are sul- 
phur and oxygen, and 
S0 3 means 1 part of 
sulphur and 3 pnrts of 
oxygen. Now we can- 
not change these rela- 
tive proportions of 
sulphur and oxygen 
and retain the s-ame 
compound. The in- 
stant we do so, a new 
chemical compound 
springs into existence. 
If we make, for in- 
stance, two parts of 
oxygen combine with 
one of sulphur, we 

have no longer sulphuric acid, but the pungent suffocating 
odor of a burning sulphur match, due to sulphurous acid gas, 
a definite compound that cannot be formed with any other 
different proportions of the combining elements. 

By investigation, chemists have discovered that the dif- 
,erent elements have certain and unfailing combining weights. 
For instance, the combining weight of sulphur is 32, that of 
oxygen 16, that is, in the case of sulphurous acid, 32 grains, 
ounces, or pounds, etc. , of sulphur, have combined with 
twice 16 grains, ounces, pounds, etc. (not twice any other 
number of grains, ounces, pounds, etc.) of oxygen to form 
32 + (16 X 2) = 64 grains, ounces, or pounds of sulphurous 
acid. So that, in any number of grains, ounces, or pounds of 
sulphurous acid, we know that f-f =£ is sulphur and|f = 
£ is oxygen; in the same way S0 3 denote that 32 grains, 
ounces, or pounds of sulphur, have combined with three 
times 16 grains, ounces, or pounds of oxygen, making up 
32 + (3 x 16)=80 grains, ounces, or pounds, of anhydrous 
sulphuric acid. In any number of equal payte, by weight, then, 
,pf S0 3 , we know that $$=£ parts are sulphur and $$•=$■ 



parts are oxygen. In the case of S0 3 , we have a striking ex- 
ample of the change a new entering element or compound 
can effect in a give a substance. S0 3 , without its equivalent 
of water, which we have called anhydrous sulphuric acid, is 
a white, solid substance, and may be molded in the fingers 
like wax, without danger if not pressed too hard. It has 
neither acid nor corrosive properties. Drop a quantity, how- 
ever, into a little water, and there is a hissing noise, and an 
evolution of steam, as when you quench a red hot iron. So 
strong is the affinity of this inert harmless wax for the equal- 
ly bland water, and so violently do they combine, that no 
amount of heat will serve afterwards to separate, without 
decomposition, the two, which make up the intensely acid 
liquid, oil of vitriol. 

Although sulphur was well known to the ancients, they 
were not acquainted with its compound with oxygen, the sub- 
ject of our article. Paracelsus, who died in 1541, seems to 
have been the first who understood its composition. That 
sulphur, or brimstone, should have been known, centuries 
before its compound,, sulphuric acid, was recognized or ap- 
plied to any use, is due not only to the limited knowledge 
possessed by the old alchemists, but to the fact that the acid 
rarely occurs in the free state. The affinities of sulphuric 
acid are so strong that, not content to exist alone, it must, as 
it were, have some intimate chemical companion with which 
to form a chemical alliance. And how different the com- 
pound from the elements and compounds composing it! 




MANUFACTURE OF OIL OF VITRIOL.-THE GLASS CONCENTRATING RETORTS 

Glauber's end Epsom salts are familiar in our mouth as house- 
hold words ; but who would recognize sulphuric acid and 
soda in the one, or oil of vitriol and magnesia in the other? 
Plaster of Paris is a familiar substance, inert and harmless, 
with no trace of our corrosive acid and the caustic lime com- 
posing it. But notwithstanding this strong tendency to com 
bine with other bodies, sulphuric acid has been found in the 
free state. It is sometimes discovered free in the water 
which drains from coal mines, evidently produced by the 
decomposition of thu iron pyrites contained in the coal, as 
will be seen further on. Boussingault found it in a moun- 
tain stream, called the Bio Vinagre, in the Andes, and cal- 
culated that the waters of this torrent annually carried down 
to the sea 15,000 tuns of sulphuric, acid. In the island of 
Java, it exists in the waters of a stream wljjcli has its source 
in the crater of an extinct volcano. In all oj| these instances, 
it has evidently been produced in the wayjbi which we shall 
presently see that it is now raajjufacttire4*n the large scale, 
namely, from the oxidation of sulphur. 
Sulphuric acid was first prepared by sfldmitting, to an in- 



tense heat, the salt known as green vitriol or copperas. The 
substance does not, as the term copperas would seem to im- 
ply, contain any copper, but is simply a sulphate of iroD, 
known to the chemist as ferrous sulp'iate. For some cen- 
turies, this was the only known mode of making the acid, 
and its manufacture in this way is still carried on in Nord- 
hausen, in Saxony, whence the name of the product, Nord- 
hausen acid or fuming oil of vitriol. 

The distillation of the ferrous sulphate is made in earth- 
enware vessels, called, from their shape, long necks. These 
are set in a reverberatory furnace, with an earthenware re- 
ceiver luted to each with clay. The product is a very strong 
fuming acid. From its oily appearance, and the fact of its 
being first derived from green vitriol, we have the ordinary 
commercial term oil of vitriol. This mode of manufacture 
wa3 lound to be too expensive, and inadequate to supply the 
increasing demand. To 1he French is due the next impor- 
tant step in the manufacture of sulphuric acid, namely, by 
the oxidation of sulphurous acid, which, as has been already 
remarked, contains one atom less of oxygen than sulphuric 
acid. 

Now the production of sulphurous acid is a very cheap 
and easy matter. All we have to do is to burn sulphur in the 
air; and there are few of us in the habit of u-ing the ordi- 
nary sulphur match who are not fairly acquainted with its 
production on a small scale, and also with one of its proper- 
ties when it has reached the nostrils. 

The cheap produc 
\ 1 ; ' tion of sulphurous 

r . acid, then, being taken 

for granted, means 
must be found, at once 
easy and economical, to 
oxydize it into sulphu- 
ric. The French endea. 
vored first to effect 
this by burning sul- 
phur in glass globes, 
the interior surfaces of 
which were kept mois- 
tened with water ; but 
the product of sulphu- 
ric acid was found to 
be very small. Sul- 
phur, when burning 
eren in pure oxygen, 
will not oxydize to sul- 
phuric acid, except to 
a very limited extent, 
neither will free sul- 
phurous acid take up 
a ay more oxygen from 
the air, although there 
may be plenty around 
it and to spare. 

.We are indebted to 
the English, though 
ihe suggestion is said 
to have been first made 
by two French chem- 
ists, Lefevre and Le- 
mery, for the next 
great improvements on 
which the present ma- 
nufacture of sulphuric 
acid is founded. Dr. 
Ward, of England, 
found that, by intro- 
ducing niter or potas- 
sium nitrate into the 
burning sulphur, the 
product of acid was 
largely increased. His apparatus consisted of large glass 
vessels holding from forty to Tifty gallons. These were 
placed in two rows in beds of sand, and a few pounds of 
water poured into each. Stoneware pots were first intro- 
duced into the necks of these glass vessels, and afterwards a 
red hot ladle, into which was thro wn a mixture of sulphur and 
niter, placed in each pot. The necks were then closed with 
wooden stoppers. The sulphurous acid from the burning sul- 
phur was found tobeoxydized by the nitrous fumes from the 
ignited saltpeter, and the resultant, sulphuric acid, was ab- 
sorbed by the contained water at the bottom of each glass 
vessel. Sulphuric acid made in this way sold for from 30 to 
50 cents per pound in our currency. Its price is now about 
one penny per pound in England, and with us ranges from 
2{ to 2 cents. The great cost of the acid made by Ward's 
process, aseompared with the price at the present time, was 
'owing to the necessarily limited size of the apparatus, being 
mads of glass, an4 the high price of the niter need. 
It was not until Dr. Eoebuck, of Birmingham, England, 

(Continued on page 114.) 
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THAT "DASTAEDLY OUTRAGE" AGAIN. 

We have been recently favored with a lengthy epistle from 
Mr. John Fehrenbatch, the author of a letter lately com- 
mented upon by us, relating to alleged grievances of work- 
men in the works of Messrs. Stearns, Hill, and Co., of Brie, 
Pa. The present document is little more than a repetition 
of the personal difficulties between the above named employ- 
ers and their men, which, as we before remarked, is a sub- 
ject interesting solely to the parties in the controversy and 
in no wise to the public. The circumstances have little or 
no bearing on the main question of the' right of employers to 
hire or exclude exactly such persons as they please without 
resorting to outside dictation or advice. 

Our correspondent mistakes the position we assume in re- 
gard to troubles of this nature, and evidently infers that we 
desire to champion the side of the employers as against the 
men in all cases and even in purely personal misunderstand- 
ings. We deal with these questions with reference to their 
effect upon one or the other of the great classes, employers 
or employed, impartially, and not with regard to any partic- 
ular set of men or any especial establishment. If a concern 
treats its workmen in a manner calculated to give a basis for 
the generally unfounded assertions of trades' union dema- 
gogues, we endeavor by well meant advice to point out the 
fallacy and inexpediency of such a course ; and similarly, on 
the other hand, we do not hesitate to condemn any body of 
workmen who, by attempts at intimidation or dictation, cause 
employers generally to adopt stringent measures calculated 
to restrict their privileges or injure their interests. 

The letter before us includes an extract from a speech of 
the President of the International Union, in which the em- 
ployers in question are stigmatized as " pirates and robbers 
of the rights of labor." This is not the way to bring about 
the amicable adjustment of any trouble. In our opinion, a 
wiser course would be to counsel moderation and proper re- 
spect for the rights of others. 

m « +»-— — — ; ; —— 

SPONTANEOUS GENERATION. 

All experiments thus far made with infusions of different 
substances, for the purpose of producing infusorial animal- 
cules, appeared to prove that the access of air was necessary 
for their formation. Pasteur, who has extensively occupied 
himself with these investigations, found at last that th,e 
germs of these animalculse could, under certain circumstances, 
resist a temperature of 212° Fahr., as he obtained baceeria 
from solutions which had been previously boiled and after- 
ward came only in contact with air which had been dried and 
purified by passing it through red hot pumice stone. 

However, in 1839, Dr. H. Charlton Bastian took the mat- 
ter up, and commenced trying if he could not produce ani- 
mal life in a vacuum. H&,experimented with various fluids, 
especially infusions of hay and turnips ; he placed them in 
one ounce flasks, having narrow drawn out necks, and heat- 
ed the solutions in them rapidly till they commenced to boil 
over, so as to be sure that all air was expelled ; then he 
kept them boiling for from a quarter to half an hour, while 
the steam was escaping with some force ; then the neck was 
sealed up by melting the glass with a blowpipe flame, while 
at the same time the heat was withdrawn. In this way he 
produced after some practics a perfect vacuum, that is to say, 
one where air was excluded, and only watery vapor present. 
The proof of this was that the water hammer effect was 
quite obvious ; this means that the water could be made to 
fall with a shock from one end of the tube to the other, with- 
out passing an atmospheric bubble, as is the case when air 
is p resent. When the little flasks were thus prepared, they 
showed the development of bacteria and other minute 
moving organisms just as well as if they had not been eub- 
mitted to great heat, and air had access. The time required 



for this phenomenon varied from a few hours to several 
days. Even when the flasks, after being closed, were sub- 
mitted for several hours to boiling water, the organisms ap- 
peared ; and Dr. Bastian went even so far as to submit them 
for four hours to a temperature of 300°, and about 6' in excess, 
without preventing the subsequent development of the ani- 
malculse. He reasoned then as follows : As the germs can- 
not come from the air and pass through the glass, only one of 
two conclusions is admissible. 1. That the invisible germs of 
the animalculse are able to stand a heat of 306° without being 
killed ; or (2) that living things can be evolved from non- 
living matter. 

The first conclusion is that of Pasteur, and is based on the 
assumption of the old maxim omne vivum ex ovo (all life 
comes from an egg), deduced from the fact that it is known 
to be true for all the higher animals and plants, and that its 
extension to the lower forms of life, which are intermediate 
between animal and vegetable, is supposed to be a legiti- 
mate deduction on the ground of natural law. 

The second conclusion is that defended by Dr. Bastian ; he 
maintains that the doctrine of evolution, now established by 
an overwhelming weight of evidence, absolutely requires 
that living matter must at some time have arisen from that 
which was not living, and that, in absence of any reason to 
the contrary, the uniformity of natural law should lead us 
to believe that the process continues to take place. He says 
that all analogy is against the possibility of the assumed 
germs retaining their life after being subjected to a heat of 
over 300°. No living being that we know of can endure 
the heat of boiling water, 212', except a few seeds of the 
higher plants, which are protected by a very hard and non- 
conducting coat. Most animals and plants, indeed, perish at 
a much lower temperature. With regard to the bacteria 
themselves, they are mere specks of naked protoplasm ; they 
are utterly destroyed at 140°, as sufficiently proved by the 
numerous experiments made by Pasteur, Bastian, and others. 
It is unlikely, therefore, that they should have germs capa- 
ble of enduring 806°. 

Experiments were also made by Dr. Bastian with fluids 
capable, after being boiled, of nourishing bacteria when any 
were put into them, and of supporting their copious repro- 
duction, though not evolving them anew when enclosed in 
hermetically sealed vessels. The uniform result was that 
140° not only kills all living bacteria, but also prevents the 
further development or reproduction of any germ which 
might be supposed to exist. The natural conclusion is that 
they do not exist, and therefore these experiments exploded 
the germ theory. 

We hope that these investigations win continue so as to ob- 
tain uniform results; as only then can a full discussion of 
the possible explanations ensue. In the meantime, Dr. Bas- 
tian's experiments are drawing the attention of the most 
eminent philosophical naturalists. For instance, Alfred R. 
Wallace ranks Bastian's book as equal in value to Darwin's 
" Origin of Species," or Spencer's " Principles of Biology," 
especially in regard to " curious and novel facts," " new and 
astounding views of the origin of life," " excellent reason- 
ing," and "acute criticisms." 

There is, however, one point to which we wish to draw 
attention ; it is the assumption that these living organisms 
are evolved entirely from inorganic matter. This, we be- 
lieve, is not strictly correct ; the infusions all have oiganic 
origin ; they are organic compounds, and it is well known 
that the organic compounds are not decomposed into their 
inorganic elements, except by actual combustion. Starch, 
sugar, gelatin, etc., are not destroyed, as such, by a temper- 
ature of 300°, therefore, if we attempt to generate living or- 
ganisms from inorganic matter, we must not commence by 
using organic substances, but must confine ourselves to ele- 
ments, or their simple inorganic chemical combinations. 



RECENT GEOLOGICAL INVESTIGATIONS. 

M. Jules Marcou communicates some interesting geolog- 
ical notes to the French Geographical Society, gathered from 
various eminent sources, while preparing a new geological 
map of the globe, recently forwarded to the Vienna Exposi- 
tion. In Spitzbergen, M. Nordenskjold has found (independ- 
ent of the ciystaline rocks) palaeozoic, carboniferous, triassic 
and tertiary formations. An important fact, from its bear- 
ing on the history of the earth, is the discovery of terres- 
trial flora dating from the tertiary miocene epoch, which 
show that the entire arctic polar region must have been 
covered with vast forests similar to those which now exist 
in the northern hemisphere as far north as the borders of 
the tropic of Cancer. In Norway, peat deposits have been 
found in Andae Island, one of the Loffoden group, which, 
like similar beds in Yorkshire, England, are of the Jurassic 
epoch. The existence, in Russia, of an enormous triassic 
formation has been determined ; this had, heretofore, by Sir 
Roderick Murchison and others, been attributed to the Per- 
mian system. In Syria and Egypt, continuous and extensive 
deposits of red sandstoneindicate the homogeneous nature of 
the rocks of Asia and Africa. On the other hand, the most 
recent geological studies, made in New Zealand, Australia, 
and some of the Pacific islands, prove that Madagascar, in 
spite of its proximity to the African continent, appears to 
belong to a totally distinct formation which closely resembles 
that of New Zealand and Wsatern Australia. In South 
America, MM. Musters and Pourtalfis have found a group 
of extinct volcanoes between the Gallegos river, Cape Virgin 
and the eastern entrance of the Straits of Magellan. 

M. Marcou considers the classification of stratified rocks, 
as generally laid down in modern geological treatises, as very 
imperfect and not justified except in a portion of the north- 
ern temperate zone. In the West Indies and California, and on 
the Missouri river, he Btates that the difficulties of classifica- 



twn.jMtgme#,t in proportion as new discoveries are made. In 
the first mentioned part of the globe, for example, Dr. Waa- 
gen has found, in beds of limestone a foot and a half thick, 
forms of fossils which are generally distributed in very dif- 
ferent deposits, and Which are supposed to belong to carbon- 
iferous, triassic and Jurassic rocks. These evidences are not 
accidental, but are multiplied in Nebraska, Illinois, Califor- 
nia, Australia, and even in New Zealand. 



THE BASE LINE OF ASTRONOMY. 

When a land surveyorwishes to find the distance between 
two points, separated by an obstacle to direct measurement, 
say an impassable swamp or a sheet of water, he resorts to 
triangulation. To the right or left of the line to be deter- 
mined, he lays off another line, from the extremities of which 
he takes the compass bearings of the points whose distance 
from each other he wants to learn. The angles thus found, 
together with the Jength of the measured line, are all the 
data needed for calculating the length of the required line. 
In extensive surveys, this principle of triangulation is used 
almost exclusively. A single base line is measured with 
great accuracy, and all the other distances in the survey are 
calculated by means of a series of triangles erected on it. 
The correctness of the entire work depetds, consequently, on 
the exact determination of the length of the piimary line. 
If there be an error in this, the utmost care in all subsequent 
observations and calculations cannot prevent the survey 
from going wrong. Hence the minute precautions always 
taken in choosing the site and deteimining the exact posi- 
tion of the base line, in reducing it to a perfect level and in 
finding its length to the minutest fraction, precautions in- 
volving the utmost niceness or instrumental construction, 
the utmost care and patience in observation and calculation, 
and repeated measurement, occupying months of time. 

If the exact survey of a State or a strip of coast line is 
worthy of so much preliminary care and cost, how much 
more so is the survey of the universe ! In surveying the 
earth, it is possible at any time to test the correctness of the 
work by measuring a new line and comparing its length thus 
found with the length obtained by calculation. In the sur- 
vey of our Atlantic coast, for example, such a test line was 
measured on an island in Chesapeake Bay, the original base 
line lying on Mount Desert Island off the coast of Maine ; the 
result proved the substantial accuracy of the entire work of 
triangulation covering the larger part of seven or eight Slates. 
In astronomy, there is no such ever present means of testing 
results and ensuring correctness. Everything hinges on the 
determination of the primary base line, so that any error in 
it inevitably vitiates the estimate made of every other astro- 
nomical distance. And still more, the dimensions and 
weights of all the heavenly bodies beyond the moon, not less 
than their distances from the earth and from each other, are 
determined by calculations which involve the astronomical 
base line as a known element. It is the foundation, in fact, 
of all mathematical astronomy. Hence the importance of its 
determination with the utmost possible accuracy. 

The base line in question is the sun's distance from the 
earth. The measurement of this distance with all attainable 
exactness, and the determination of the maximum limit of 
unavoidable error, constitute the most important problem 
now engaging the attention of the astronomical world. The 
rare opportunity which will be afforded by the approaching 
transits of Venus for attacking this fundamental problem, 
under the most favorable conditions and with all the improve- 
ments in means and methods attained by modem science and 
mechanical skill, very naturally raises those phenomena to 
the highest rank among the astronomical occurrences of the 
century. They cannot pass without furnishing data for 
greatly reducing the known inaccuracy of the current esti- 
mate of th« sun's distance, and consequently for a more cor- 
rect determination of all other astronomical magnitudes. 
" Known inaccuracy!" some may exclaim, especially those 
whose ideas of heavenly bodies and spaces have been gained 
from ordinary text books, with their positive statements and 
professed precision. "Is not astronomy an exact science? 
And are not the magnitudes it deals with known with math- 
ematical exactness ? " If they were, the coming transits of 
Venus, instead of being scientifically the most momentous 
events of the age. would be matters of comparatively small 
account. A few astronomers might make a note of them, 
but they would hardly engage the attention of all the gov- 
ernments of the civilized world, or give occasion for costly 
expeditions to the remotest parts of the globe. The figures 
of astronomy are, and must ever be, approximations to the 
truth. The question is how small can the margin of error 
be made. 

At present the limits of error, in the measurement of the 
line on which all other astronomical measures depend, are so 
far apart that sixty worlds like ours, standing side by side, 
would not be sufficient to fill the gap. As a consequence, 
there is an uncertainty of at least four thousand miles in the 
exactest estimate of the sun's diameter, or some hundreds of 
millions of cubic miles in his calculated volume; and every 
other magnitude beyond the moon is proportionately inde- 
terminate. 

Ten years ago the accepted figures were very much farther 
from the truth. For forty years, Encke's estimate of the 
sun's mee.n distance, deduced from the observations of the 
transit of Venus in 1761 and 1779, that is, in round numbers 
95,000,000 miles, had held its ground ; but so many lines of 
evidence converged to prove those figures too great that 
astronomers could not refrain from making the enormous 
reduction which took the general public so much by surprise 
about a decade ago. Noticing this astronomical change of 
base, Sir John Herschel wrote: "The superficial reader 
(one of a class too numerous) may think it strange and dis- 
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creditable to science to have erred by nearly four millions of 
miles in estimating the sun's distaace. But such may be re- 
minded that the error of 033" (thirty-two hundredths of a 
second) in the sun's parallax, on which the correction turns, 
corresponds to the apparent breadth of a human hair at 125 
feet, or of a sovereign at 8 miles off." 

It is on such minute measurements that the approximate 
exactness of astronomy depends. The limit of probable 
error in the latest and most satisfactory determination of 
the sun's distance is somewhere about half a million miles, 
say one eighth part of the last correction. We may leave it 
to the reader to calculate how extremely delicate the obser- 
vations of the coming transits must be to effect any consid- 
er ible reduction in this apparently great but relatively 
minute inexactness. 



EFFLUX OF STEAM. 

If a fluid issues through an opening, without friction, the 
velocity of its flow will be the same as it would acquire in 
falling through a hight due to its pressure. For instance, 
suppose that steam at atmospheric pressure flows into a vacu- 
um. Steam at atmospheric pressure, or 14'7 pounds per 
square inch, will have a pressure of 14'7X 144 = 2116 8 
pounds on the square foot. A cubic foot of steam, at this 
pressure, weighs about 0364 pounds, so that the hight of a 
column of steam, necessary to produce this pressure per 
square foot, would be 2116-3-4-0-0364 = 58153 feet. The ve- 
locity acquired by a body in falling through this space is 
found by extracting the square root of 64 32 X 58153. This 
gives 1934 as the velocity in feet per second with which 
steam at atmospheric pressure will flow into a vacuum, if 
there be no frictional resistance. In practice, it is found that 
when a fluid is discharged through an orifice or tube, the 
actual velocity is less than the theoretical, so that a cotffieient 
of correction is ne :essary in using the theoretical formula. 
Numerous experiments have been made upon the velocity of 
discharge of water, air and steam, those upon water being the 
most extended and reliable. It is difficult, when experi- 
menting with steam, to maintain a constant pressure, and 
the velocity is so great that it is not easv to make an exact 
measurement. For these reasons, the results of different ex- 
perimenters vary greatly. In this article, we shall endeavor 
to give the most accurate results that have been obtained. 

There is one case, in the flow of water, in which the actual 
velocity of discharge varies but little from the theoretical. 
We refer to that in which the water flows through a mouth 
piece shaped to the form of the contracted vein. This 
mouthpiece has a length about equal to the diameter, and is 
constructed with a bell shaped mouth, its diameter being de 
creased at the middle of its length to about eight tenths of 
its original size. Experiments with this kind of mouth 
piece ia the case of steam, however, show varying coefficients 
of velocity for discharges under different pressures. The 
table given below will illustrate this. 

TABLE OF COEFFICIENTS OF THE VELOCITY OF DISCHARGE OF 
STEAM INTO THE ATMOSPHERE, THROUGH A MOUTHPIECE 
HAVING THE FORM OF THE CONTRACTED VEIN. 



Pressure la pounds 


per square 


"Weight per cubic 


Coefficient. 


inch above atmosphere. 


foot. 




1 




0396 


0-93 


5 




00510 


85 


10 




0598 


0-78 


20 




0815 


71 


30 




0-1025 


09 


40 




0-1232 


0-68 


50 




01436 


0-67 


60 




01636 


0-66 


70 




01833 


0-65 


80 




0-2030 


0-64 


90 




0-2224 


0-63 


100 




0-2410 


62 



These coefficients have been determined experimentally 
for orifices varying from four tenths of an inch in diameter 
np to one and a half inches. We will now explain how to 
use them, illustrating by an example. 

The expression for the theoretical velocity is v=-V%gh, or 
the velocity of discharge in feet per second is equal to the 
squaie root of twice the acceleration due to gravity multi 
plied by the hight due to the effective pressure. The actual 
velocity is equal to the theoretical velocity multiplied by the 
proper coefficient. 

Example : With what velocity will steam at a pressure of 
50 pounds by steam gage issue into the atmosphere through 
a mouthpiece having the form of the contracted vein ? An- 
swer: 50 X 144 = 7200 pounds pressure per square foot. 7200 

-7-0 1436 =50139 feet = hight d u« to pressure. t / 64 ; 32 X 50139 
X 0-67 x 1203 = velocity of efflux in feet per second. Cor 
rections can be applied to the coefficients given in the pre- 
ceding table, to adapt them to other casos than that in which 
the steam issues through a mouthpiece having the form of 
the contracted vein. 

For a tube having rounded edges, and a length equal to 
once and a half the diameter, deduct 03 from tbe coeffic- 
ient for any given pressure. For a tube with square edges, 
and a length from once and a quarter to twice and a half 
the diameter, deduct 013 from the coefficient. For a plain 
tube whose length is 12 times the diameter, deduct '24 from 
the coefficient. When tbe length of the tube is 24 times the 
diameter, deduct - 28 from the coefficient. 

To find the velocity of efflux through an orifice in a thin 
plate, the thickness of the plate being not more than one 
tenth the diameter of the orifice, correct the coefficients given 
in the table as follows: Deduct 0'36, when the pressure does 
not exceed half a pound per square inch. Deduct 0'21 when 
the pressure is equal to one atmosphere. 

We will give an example in one of these eases, as it will 
illustrate the method of proceeding for all : Suppose steam 
of 40 pounds pressure per gage issues through a pipe one 



inch in diameter and twenty-four inches long, what is its 
velocity? Answer: 40x144=5760 pounds pressure per 
square foot, and 5760-r-01232 = 46753 feet, hight due to 
pressure. 

V62 32 x 46753 x (0 -68 — 28) = 694, velocity of efflux in 
feet per second. The preceding constants were determined 
experimentally by Mr. George Wilson, of England. It will 
be observed that they apply to orifices from four tenths if 
an inch to oie and a half inches in diameter, and having 
lengths from oue tenth to twenty-four times the diameter, 
the experiments having been jnade on the efflux of steam 
through orifices varying within these limits. Approximate 
formulas, for general use, have been established by the late 
Professor Rankine, and we will give these, illustrating them 
by examples. 

Cjse 1 : When the pressure of the medium into which the 
steam flows is less than three fifths of the pressure in the 
reservoir, the number of pounds of steam discharged through 
a pipe or orifice is found by multiplying tbe area of the 
pipe (in square inches) by the pressure of steam in the res- 
ervoir, and dividing tbe product by 70. Example: How 
much steam will be discharged from a boiler into the atmos- 
phere, through a 3 inch pipe, the pressure per gage being 15 
pounds? Answer: Here the absolute pressure in the boiki 
is 15 +- 14-7 = 29-7 pounds per square inch, and the area of 
the pipe is 7 07 square inches. Hence the quantity of steam 
discharged per second will be (29 7 X 7 07)-f-70 = 299 pounds. 
The volume of this steam will be 299-r-O 0707 = 424 cubic 
feet, and the velocity of discharge in feet per second will be 
found by dividing the volume by the area of the pipe in 
square feet. This gives the velocity : 42-4-r-00492 = 864 feet 
per second. 

Case 2. When the pressure of the medium into which the 
steam is discharged is more than three fifths of the pressure 
in the reservoir, the number of pounds of steam discharged 
per second is found as follows: Multiply the area of the 
pipe (in square inches) by the product of the external pres- 
sure divided by 42 and tbe square root of the difference of 
the internal and external pressures divided by two thirds of 
the external pressure. Example : Steam of 5 pounds press- 
ure, per gage, is discharged through a 2 inch pipe into the 
atmosphere. 'Absolute pressure of steam in boiler = 5 4- 14 7 
= 19'7 pounds (absolute external pressure= 14'7 pounds). 
Area of pipe = 3-1416 square inches. ' Applying the rule, we 
find the quantity of steam discharged per aecond=3'1416 X 

(14-7 -t-42) x ^(19-7— 14 7)-t-(| x 14-7) = 0-785 pounds. The 
volume of this steam is 0-785-7-00487 = 16-1 cubic feet, and 
the velocity of discharge is 16-1 -JO 0218 = 739 feet per sec- 
ond, 0218 being the area of the pipe in square feet. 

With the formulas given p.bove, our readers will be able 
to solve nearly any question that may arise regarding the 
efflux of steam, with sufficient accuracy for most practical 

purposes. 

. -.<«^. 

EZEKIEL PAGE. 

We regret to hear of the demise of Ezekiel Page, formerly 
of Boston, Mass., inventor of the machine for turning oars. 
Mr. Page's name has been associated with this particular 
branch of industry for more than a generation ; and at one 
time he possessed the only factory in the world wherein oars 
were made by machinery. Indeed at the present day the 
chief business connected with the oar trade in this country 
remains in the hands of the Page family. The manufacture 
has been so perfected that little chance remains for improve- 
ment. It is difficult to obtain a poor article from any con- 
cern where the Page machine^ is used, because the mech- 
anism never slights its work, but imparts true and exact pro 
portions to every piei e of lumber. Clumsy ill-shaped oars 
must be lonked for in shops where the labor is done by hand. 

Ezekiel Page's first improvement in this line was patented 
in 1842, for a new method of sawing out the oar lumber, 
The old method was to saw the logs into square sticks equal 
in size to the width of the oar blade, on* oar being cut from 
one stick. By giving a peculiar movement to the carriage of 
the saw machinery, Page was enabled to get two oars out of 
the same block. He produced two blades where only one 
before was made. This gave him the oar monopoly and 
entitled him to rank as a benefactor of the race. His name 
will be for ever honored by every loyal boatman. 

Page's next improvement, patented in 1845, was a mech- 
anism for producing the swell on the oar handle. This he 
accomplished by means of a contrivance for moving the 
slide rest of the lathe, in such a manner as to compel the 
cutters to shape the wood to the exact foim required. 

Ezekiel Page, at the age of 62 years, res*s from his labors. 
He never made much noise in the world, ai>d yet he contrib- 
uted, for the use of his fel'ow men, a discovery of immense 
economical importance. Think of the millions of oars now 
used in all parts of tbe world, and then remember that he 
taught us how to double the number out of the same piece 
of wood. 

There is one other legacy thatlie has left us, more precious 
even than his useful inventions. It is the record of a gen- 
erous, upright, amiable and well-spent life. Ezekiel Page 
was an honest man. 



Friction of Water in Pipes.. 

In our article on this subject, on page 48 of the current 
volume, the formulas should have been printed as follows: 

1. Prony's formula: 

h = 00040085 x (L -f- d) x [(v + 15412) 2 — 0-02375]. 

2. Brooklyn Water Comm'ssioners' formula: 

h = 00046749 x (L -f-d) x (v + -39T) 2 . 
8. Lane's formula: 

h = 0-000625 x (L+d) x v 2 . 
We republish them, as, separated from the verbal expia- 
tions given in the article, they might be misunderstood. 



SCIENTIFIC AND PRACTICAL INFORMATION. 



BLACK VARNISH FOR ZINC. 

Pnfessor BSttgf r prepares a black coating for zinc by dis- 
solving 2 parts nitrate of copper and 3 parts crystallized 
chloride of copper in 64 parts of water, and adding 8 parts 
of nitric acid of specific gravity. This, however, is quite 
expensive; and in some places, the copper salts are difficult 
to obtain. On this account Puscher prepares black pait t or 
varnish with the following simple ingredients: Equal parts 
of chlorate of potash and blue vitriol are dissolved in 36 
times as much warm water, and the solution lef 1 to cool. If 
the sulphate of copper used contains iron, it is precipitated 
as a hydrated oxide and can be removed by drcantation or 
filtration. The zinc castings are then immersed for a few 
seconds in the solution until quite black, rinsed off with wa- 
ter, and dried. Even before it is dry, the black eoiting ad. 
heres to the object so that it may ba wiped diy with a cloth. 
A more economical method, since a much smaller quantity 
of the salt solution is required, is to apply it repeatedjy with 
a sponge. If copper colored spots appear during the opera- 
tion, the solution is applied tothem a second time, and after 
a while they turn black. As soon as the object becomes 
equally black a 1 over, it is washed with water and dried.. 
On rubbing, the coating acquires a glittering appearance like 
indigo, which disappears on applying a few drops of linseed 
oil varnish or " wax milk," and the zinc then has a deep 
black color and gloss. The wax milk just mentioned is pre- 
pared by boiling 1 part of yellow soap and 3 parts Japanese 
wax in 21 parts of water, until the soap dissolves. When 
cold, it has the consistency of salve, and will k;ep in 
closed vessels as long as desired. It can be used for polish- 
ing carved wood work and for waxing ballroom floors, as it 
is cheaper than the solution of wax in turpentine, and does 
not stick or smell so disagieeable as the latter. A permanent 
black ink for zinc labels is prepared by dissolving equal 
parts of chlorate of potash and sulphate of copper in 18 parts 
of water, and adding some gum arabic solution. The black 
polish above described is recommended as permanent and ca- 
pable of resisting quite a high temperature. 

MANUFACTURE OF CHLORATE OF POTASH. 

To manufacture chlorate of potash on a large scale, it hag 
been recommended by W. Hunt to adopt the following 
method: Milk of lime is made to trickle down over bricks, 
placed in a tower where it comes in contact with a continuous 
current of chlorine gas. Chlorate of lime is the chief pro- 
duct, and, by trtating this with chloride of potassium, ch'o- 
rate of potash is formed, wfiich can be purified by crystalli- 
zation. 

YELLOW GLASS FOR PHOTOGRAPHIC PURPOSES. 

. The following simple method of testing the actinic proper- 
ties of yellow glass for dark rooms is by Le Neve Foster, 
and the only apparatus required is a cheap glass prism. 
When a strip of white paper is placed on a dull black sur- 
face and looked at, through the prism, by daylight, it has 
the appearance of the rainbow, showing a complete spec- 
trum. On bringing the yellow glass in question betwe> n 
the prism and the strip of white paper, those colors which 
are absorbed by the colored glass disappear. If on look- 
ing through the prism any blue or violet rays are seen, it is 
certain that the glass transmits the chemical rays and hence 
is unfit for photographer's use. If only red and yellow be 
seen, it is non actinic. 

TESTING SULPHATE OF ALUMINA. 

Sulphate of alumina frequently contains an excess of acid 
which injures it for use in dyeing. Whether the sulphuric 
acid bi present in excess is easily ascertained by stirring the 
pulverized salt into alcohol, which dissolves the free acid 
but not the salt. It 1b then only necessary to filter the solu- 
tion and test for acid with litmus. The amount of sulphuric 
acid can a'so be obtained voiumetrically. Pure sulphate of 
alumina produces with a decoction of campeacby woid a 
dark violet or purple color. If free acid be present, the 
color is browner. 



Progress of the Hoosac Tunnel during the Month of 
July, 1873. — East end section: Heading completed Decem- 
ber 12, 1872. Centra] section: Heading advanced westward, 
151 feet. West end section: Head : ng advanced eastward, 
137 feet. Total advance of headings during month, 288 
feet. Length opened from east end westward, 14,285 feet ; 
length opened from west end eastward, 9,677 feet. Total 
'engths opened to August 1, 1878, 23,912 feet. Length re- 
maining to be opened August 1, 1,119 feet. 



Albumen Extracted from Milk — Si-hwalbe has found 
that if oil of mustard be added to cow's milk in the propor- 
tion of one drop to l'l drams, the milk does not coagulate 
even after being kept for a considerable period: but that 
the caseine is transformed into albumen. If this discovery, 
says Leg Mondea, ia confirmed, it will be of considerable im- 
portance inthe printed fabric industry. 



Squeaking Boots and Shoes. — To prevent the soles of 
boots or shoes from squeaking, says the Shoe and Leather 
Chronicle, rasp, with a coarse rasp, the outsole and insole, 
and every other piece of leather that comes in contact in 
friction by the action of the foot. Then apply freely good 
wheat or rye paste. If this is well attended to from heel to 
toe, the boot or shoe will not squeak. 

_«_ 

Colt's FrKEABMS Company has just received an order for 
30,000 pistols. Smith & Wesson have commenced work upon 
20,000 Russian pistols, and will make about 150 daily. 
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[Continued from first page.] 
in 1786, substituted large chambers of lead for the glass 
vessels used by Ward, that the manufacture of sulphur- 
ic acid on the large scale, and at a greatly reduced 
price, became an established fact. It was found that, in 
working these chambers, a comparatively small quantity 
of niter could convert a very large amount of sulphurous 
acid into sulphuric, and chemists consequently set them- 
selves to study the reactions that took place. 




THE SULPHITE BUENEES. 

There is a compound of nitrogen, known as nitrogen tri- 
oxide, N 2 3 , that is, 2 atoms of nitrogen combined with 3 
atoms of oxygen, which will yield up at once, to sulphurous 
acid, one atom or equivalent of oxygen, just sufficient to oxi- 
dize the sulphurous into sulphuric acid. This nitrogen tri- 
oxide, having lost one atom or equivalent of 
oxygen, will take up its lost oxygen from 
the air, if mingled with it, and again deliver 
up its oxygen to another t. ortion of sulphu- 
rous acid, and so on ad infinitum, acting as a 
carrier of oxygen from the air to the sulphu- 
rous acid. All that we haye to do, then, is to 
mix sulphurous acid gas, air, and nitrogen 
tii- oxide with some steam, the water of which 
is an essential ingredient in sulphuric acid, 
in a suitable vessel, to obtain all the oil of 
vitriol needed. On the large scale this is one 
of the most complete and interesting opera- 
tions of practical chemistry. 

On entering chemical works, where oil of 
vitriol is made, our attention is first directed 
to the 

SULPHUR BURNERS. 

These consist of small furnaces built of brick, 
a section of one of which is shown in the il- 
lustration above. Their sizes and number are 
regulated by the amount of sulphur proposed 
to be burned in a given time. The bed of 
each burner consists of an iron plate, termed 
a burner plate, on which the combustion of 
the sulphur takes place, and underneath 
which there is a flue (as seen in the illustra- 
tion, connected in the rear with the chimney or shaft). 
Through this flue and underneath the burner plate, a con- 
stant current of air circulates. Its object is to regulate the 
heat of the plate, which might otherwise become so hot as 
to volatilize the sulphur. Each furnace is provided with a 
door, closed with an iron shutter but sufficiently loose to al- 
low enough air to enter to completely oxidize the sulphur 
which burns into sulphurous acid. Into each burner the 
workman throws at intervals a shovelful of brimstone, as 
the crude material is sometimes termed. The moment this 
is done, he takes up an iron receptacle about a foot long, and 

4 or 5 inches wide and 
deep, termed a niter pot. 
This is rapidly filled about 
half full of nit ate of soda, 
and covered to the depth 
of an inch or two with oil 
of vitriol from an earthen- 
ware pitcher at his side. 
The niter potbeingcharged 
at the mouth of the bur- 
ner, the workman pushes 
it with a two pronged iron 
fork into the now glowing 
sulphur to about the mid- 
dle of the furnace. The 
door is closed, and the same 
operation repeated with 
each burner until all are 
charged. 

We have seen how neces- 
sary nitrogen tri-oxide is 
in the oxidation of sulphu- 
rous into sulphuric acid. 
This nitrogen tri-oxide, 
however, is not at once pro- 
duced. The fumes from the niter pot, from the action of 
the oil of vitriol upon the nitrate of soda, consist of nitric 
acid, N0 5 . But in the chamber this nitric acid yields up 
nearly all its oxygen to the sulphurous acid, becoming re- 
duced to NO, or nitric oxide. This nitric oxide, meeting 
with the air in the chamber, abstracts oxygen, becoming 
nitrogen tri-oxide, N 2 3 , which we have considered as the 
carrier of oxygen from the air to the sulphurous acid. 

Although sulphur is almost exclusively employed in this 
eountry as the source of sulphurous acid, in England very- 



large quantities of iron bisulphide, known as iron pyrites, 
are used. The mineral being often a bright, brassy looking 
ore, is sometimes termed fool's gold, from the fact that many 
inexperienced persons are deceived by its appearance. Where 
it occurs in large beds or veins, and especially when it con- 
tains a small percentage of copper, it may be economically 
utilized as a source of sulphurous acid. Tbis is the case at 
Anthony's Nose, on the Hudson river, where chemical works 
were erected a few years ago by Mr. G. W. Gesner, a manu- 
facturing chemist of New York, for the purpose of utilizing 
an extensive bed of pyrites that occurs in the hills close by. 
This deposit of ore was originally developed in the hopes of 
finding copper, but the great mass of the ore is hard, com- 
pact iron pyrites. In the production of sulphurous acid, it 
is burned in high, narrow furnaces. When once kindled, 
the mineral contains sufficient sulphur to support its own 
combustion. The workman has only to keep the ore well 
stirred up or " tickled " at intervals, the ore being supplied 
to the furnace by a door at the top, and the residue, when 
the burning is completed, carefully raked out from the bot- 
tom. From the sulphur burners, then, or from the pyrites 
kiln, let us follow the mixed sulphurous and nitrous fumes, 
through a flue, seen on the left in the illustration, to the 

LEADEN CHAMBERS. 

Here we have an immense room or series of rooms, whose 
top, bottom, and sides, are constructed of 5 lbs. sheet lead, 
or lead that weighs 5 lbs. per square foot. The walls and 
top are sustained by a framework of wood, to which they 
are fastened at intervals by leaden straps, fixed to the cham- 
ber, and overlapping the wooden frame, while heavy col- 
umns of wood or iron beneath serve to support the great 
weight of the structure above. The room under the cham- 
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MANUFACTURE OF OIL OF VITEIOL. THE LEADEN CHAMBEE8. 

bers contains the bins for the storage of the sulphur and 
niter used. Lead is used in the construction of the chambers, 
because sulphuric acid has but little oxydizing effect on it 
except at a high temperature, but no solder can be employed 
in joining the sheets, because this soon gives way. The 
heavy sheets of lead must be cemented at their edges in some 
way that will make a tight, strong joint, and one that the 
acid cannot eat through. This is done by melting the edges 
of the sheets together by msans of a blowpipe, done by 
men technically called lead burners. The lead burner is sup- 
plied, through long flexible tubes, with a current of hydro- 
gen gas and one of atmospheric air. The hydrogen is gen- 
erated in the usual manner, by the action of dilute sulphur- 
ic acid on metallic zinc, and the air is supplied from a pair 
of bellows, operated by an attendant. To avoid any risk of 
explosion, the gases are mixed just before combustion in 
the blowpipe itself. The combustion of the mixed hydro- 
gen and atmospheric air gives rise to a very hot flame, by 
means of which the lead burner melts the clean edges of 
the soft metal together, making a joint that will last as long, 
of course, as the lead itself. Considerable practice and skill 
are required in the operation, and a horizontal joint is made 
more easily than a vertical one. 

Steam is admitted into the chamber, by a small pipe, fit- 
ted with a stopcock, as seen with the attendant in the illus- 
tration. Finally, we have a vast space inclosed on all sides 
with lead, and filled with dense suffocating fumes of sulphu- 
rous acid and nitrogen tri-oxide, mingled with the more 
harmless vapor of water and atmospheric air. Here take 
place the chemical transformations previously shown, and 
here the production of sulphuric acid goes on uninterrupted, 
ly night and day, to the extent, in the largest works, of 
thousands of gallons daily. 

The capacity of some of these chambers, the largest of 
which are found in England, is worth noting. Mr. Schole- 
field, of Bradford, near Manchester, has a chamber 70 feet 
long, 35 feet wide, and 35 feet high, with a capacity of 85,750 
cubic feet. At Spence's chemical works, Newton Heath, 
England, there is a chamber 75 feet long, 40 feet high, 50 
feet wide, containing, consequently, 120,000 cubic feet, or 
room enough to inclose two orthree good sized houses. Mus- 
pratt Brothers and Huntley, at Flint, North Wales, have a 
chamber 140 feet long, 24J feet wide, and 19J feet high. 

Fixed to the side of the chamber, and shown in detail in 
the illustration, we have a drip for testing gravity. This 
consists of a leaden receptacle, into which the acid formed 



in the chamber trickles or drips, through a pipe perforating 
it. The acid is caught by means of a trough or spout run- 
ning along the interior side of the chamber, and is tested, 
when received, as to its speci- 
fic gravity by a hydrometer. 
The acid formed in the cham- 
bers falls with the condensed 
steam, and collects on the bot- 
tom or floor. This liquid. has a 
specific gravity of 1'55, stands 
at 45° Baume's hydrometer, and 
is known as 45 or chamber acid. 
Containing 50 per cent real acid, 
it is frequently used for various 
purposes, as the manufacture of 
superphosphate of lime. Its 
concentration, however, as we 
shall presently see, is generally 
carried much further. 

We have seen how the nitrous 
fumes, or nitrogen tri-oxide, act 
the part, simply, of a carrier of 
oxygen from the air to the sul- 
phurous acid. Theoretically, 
then, when once the chambers 
contained the requisite amount 
of nitrogen tri-oxide, this should ' 
suffice for the oxidation of an unlimited amount of sul- 
phurous acid. Practically, however, from 6 to 10 per cent 
of niter, in proportion to the sulphur, is ordinarily required. 
This is owing to the fact of so much nitrogen tri-oxide be- 
ing carried up the chimney, or stack, with which the cham- 
bers are necessarily connected to maintain a draft through 
them. To save these fumes we have what 
are called 

COKE COLUMNS. 

or " Gay Lussac's Towers," from the name 
of the illustrious chemist and inventor. 
These consist of high narrow chambers lined 
with lead, and filled with pieces of coke, 
down through which oil of vitriol is caused 
to drip from the top. The towers are con- 
nected, as seen in the illustration, the first at 
the top with the end of the chamber, the 
second joined to the first at the bottom by a 
leaden flue, and finally the top of the second 
tower connected with the stack. The waste 
gases of the chamber, containing the nitrous 
fumes, are thus compelled to pass down the 
first tower and up the second, before escap- 
ing. In their passage, the oil of vitriol, 
trickling through the coke, largely absorbs 
the nitrous fumes, so that by„this method 
the amount of niter used is reduced 50 per 
sent ; the acid containing the nitrous com- 
pounds is then returned to the front of the 
chamber, where the heat is sufficient to libe- 
rate the nitrous fumes again. 

To effect the first concentration of the 
chamber acid, it is run off into 

LEADEN CONCENTRATING PANS. 

These are shallow leaden vessels, made of very stout sheet 
lead, and set in a furnace upon wrought iron plates, which 
receive the direct Bame of the fuc. Three, four, or more 
pans are generally used, and connected together by siphons. 
In the lead pans, the concentration is carried up to 60° Bau- 
me and specific gravity 1' 75, at which point, at the heat 
necessary for evaporation, the acid begins to attack the lead. 
This is termed 60 acid or pan acid, and is sometimes sold 
and used for various purposes. Neither the manufacturer 
nor the trader, however, is satisfied with this degree of con- 
centration. From the lead pans, the acid is usually run off 
into platinum stills, where it is concentrated until it attains 
the specific gravity of 1'842 and stands at 66 Baum6, when 




THE COKE COLUMNS. 

it is called 66 acid or oil of vitriol. These beautiful white- 
platinum stjlls are very expensive. A still capable of making 
100 carboys, or 16,000 pounds, a day will weigh only 200i 
pounds, yet cost $20,000, or at the rate of $100 per pound. 
And yet platinum is the only available metal which will 
withstand the action of sulphuric acid, at the high degree of 
heat, 600° Fah., necessary for the manufacture of oil of vi- 
triol, or 66 acid. Even this metal, in the course of time, be- 
comes so thin at the bottom of the still that it must be. 
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patched or renewed. When a break occurs, it is sometimes 
soldered with gold. To avoid the large outlay of capital 
for a platinum still, various suggestions have been made as 
to the use of other materials, and various forms of appara- 
tus have been devised for the final concentration of sulphu- 
ric acid. 




LEADEN CONCENTRATING PANS. 

Although glass has been tried, and used in England, we 
know of no apparatus more ingenious and effective than the 

PATENT GLASS CONCENTRATING RETORTS 

shown in the large illustration (front page), and now in suc- 
cessful use at the Phoenix Chemical Works, South Brooklyn, 
N. Y. Here we have eight glass retorts, each holding about 
five gallons, and each set in a separate sand bath, in furnaces 
charged from the side. The acid from the leaden pans enters 
by a siphon, the upper retorts of each set or series, and flows 
out, after attaining a certain hight, by a glass tube, into the 
next lower vessel. By the time the acid has reached the lower 
retort.it is concentrated up to strength, that is, 66° Baume. It 
then flows out into a leaden pipe set in a trough of running wa- 
ter, where it is cooled to some extent, and whence it flows into 
shallow leaden pans to undergo a further reduction of tem- 
perature before it is packed for the trade. The goose neck of 
each retort is connected with a leaden pipe, seen in the illus- 
tration between the two series. This pipe joins a flue (seen 
on the left, rising from the lower end of the furnace) which 
conveys the mixed vapors of acid and water, evolved during 
the concentration, to a condensing chamber, also of lead, 
where the acid, which would be otherwise lost, is recovered. 

Although of so fragile a nature, the inventor informs us 
that, with care and attention, it is not very often a retort 
breaks ; he had not lost one during the last six months. 
When this does happen, however, means are provided in the 
shape of a channel, which runs under and communicates with 
each sand bath containing the retorts for the purpose of re 
covering all the acid possible and delivering it into a recep- 
tacle in front of the furnaces. 

This apparatus of concentrating retorts is far cheaper than 
a platinum stilL The glass retorts, with their furnaces and 
connections, capable of concentrating 100 carboys daily, will 
cost about $2,000, while a platinum still, capable of doing 
the same work, will cost $20,000. 

We now follow the acid from the concentrating retorts to 
the cooling cisterns, where our illustration shows the work- 
man 

FILLING THE CARBOYS. 

This is done by means of a leaden siphon, provided with a 
stop cock. Care is taken not to fill it quite full, otherwise 
the absorption of water from the air by the acid, in the 




FILLING THE CARBOYS. 

course of time, will cause an overflow. A carboy is a large 
blown glass bottle containing eight or ten gallons, packed in 
hay or straw and set in a square wooden box. The mouth is 
closed when full, to prevent spilling and access of air, as 
far as practicable, by a stopper of clay, which is covered 
with a common canvas rag, and the whole smeared outside 
with tar. This makes a primitive rough-looking package, 
and one extremely liable to accident and breakage ; but the 
trade seems to be satisfied with it. An opportunity is here 
afforded for some ingenious inventor to make an improve- 
ment. 

When once the glass is cracked or broken at the bottom, 
there is a sudden end of the carboy, as both straw and wood 
soon become converted into soft charcoal. These carboys 
are transported all over the country, and, when emptied, re- 
turned to the manufacturer, if not too distant, to be replen- 
ished. 

The quantity of oil of vitriol annually manufactured in 



Great Britain amounts to about 200,000 tuns, that made in 
the South Lancashire district alone exceeding 8,000 tuns per 
week. 

We are indebted to Messrs. Gridley & Coffin, proprietors 
of the Phoenix Chemical Works, and to Mr. Saunders, the 
superintendent, for facilities afforded in making the illustra- 
tions connected with our article. 



NOBWAY AND SWEDEN. 

An esteemed correspondent, now traveling in Northern 
Europe, remarks as follows : 

" Never could more dissimilar nations be united under 
one government than Norway and Sweden. Norway clings 
with the most absurd tenacity to old things and old ways of 
doing them, while Sweden is ready to advance with the rest 
of the world. The difference appears strikingly on the line 
of railroad between Christiania and Stockholm. The road 
is about 400 miles long, of which, say, 100 are in Nor /.ay 
and 300 in Sweden. The tiaie for express trains is about 20 
hours. Of this, something like 8 hours is taken for the 
Norwegian 100 miles, leaving 12 hours — really, only 11 
hours — for the Swedish 300 miles, or 12 miles against 25 
miles per hour. But most of the travel in Norway is by the 
very old fashion of carrioles and post horses, the principal 
roads — under government care — being in good order and the 
speed averaging, with push, six or seven miles per hour. 

The American Consul in Christiania — which is the only 
live part of Norway — is trying hard to get our mowers and 
reapers into use there, though thus far with indifferent suc- 
cess. In Sweden, these things are being taken hold of with 
something like freedom. The Swedes are, evidently, a con- 
triving and mechanical people, and in such things very 
much in advance of their neighbors. They are just the 
kind of people to be at home in America, and the very best 
kind of people America could have. In both countries, as 
well as in Great Britain, I heard the loudest kind of lament- 
ation over the great emigration to America. Lack of labor- 
ers causes strikes and high prices, they say, and reduces the 
means of the old countries and the values at the same time. 
Land, generally, seems to have touched its highest point 
everywhere on this side the ocean, and to be falling with no 
little rapidity, and with an ever diminishing number of 
purchasers. Of course, I speak generally and not particu- 
larly. What shall we do about it ? seems to be an absorbing 
question, in each of the countries through which I have 
passed. The story of success in America flows back from 
every pen ; and those who remain, having friends who have 
gone before, are in nearly every case anxious only to get 
away themselves." 



HAKBIS & HEWITT'S PATENT SASH COED FASTENEB- 
The object of the invention represented in the accompa- 
nying engravings is to dispense with the knot commonly 
used to fasten window cords to sashes. Any one, who has 
ever attempted to re-adjust the old fashioned though simple 
arrangement, will not fail to appreciate the utility of the 
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Orisln of Plagues. 

Dr. Tholozan, physician in chief to the Shah of Persia re- 
cently read a paper before the French Academy of Sciences 
on the origin of pestilence. It has been generally believed, 
he said, that the plague or eruptive fever was exclusively 
engendered in low, warm, and marshy regions, especially in 
the north of Africa and in Asia Minor. This opinion is, 
however, without foundation, and a large number of facts 
as well as the evidence of past inflictions, prove that the 
disease may originate, in any latitude, under all climates and 
in all countries, however elevated. It is not a consequence of 
climate or meteorologic influence.nor even the necessary con- 
comitant of unhygienic causes, however energetic. Famine, 
for instance, breeds typhus fever rather than the plague. 
This exclusion of all physical origin leads to the con- 
viction that the malady is due to some animal ferment ; the 
pest, in short, is an organic fermentation. 

M. Tholozan added that he considered the deadly forms of 
pestilence so common in Kurdistan to be principally due to 
the intimate contact of the inhabitants with their eheep in 
unhealthy and badly aired cabins. 




Shocking Accident. 

J. E. E., of Pa., says that Miss Craft, a young lady from 
Beaver Falls, Pa., while in a flouring mill, was standing near 
two upright shafts that were revolving at the rate of fifty 
revolutions per minute, one of the shafts being covered 
with sticky corroded oil. Her drese.being of light material, 
touched and adhered to it ; and instantly winding around the 
shaft, she was drawn between the two (they are only a few 
inches apart) which caught her flowing hair, then tearing the 
entire scalp from her head, to the eyebrows. One leg was 
badly fractured and she was much lacerated and bruised. 
She lies in a critical condition and her physicians have no 
hopes of her recovery. 

Upright running shafts are always dangerous, and owners 
should have them encased with wood boxing 



new device. An old knot is very commonly drawn up into 
the hole through which the cord passes, and requires no 
small exercise of time and patience to force it out. This ODly 
begins the trouble, for the rope has become hard and jammed, 
and persistently refuses to untie. After breaking off his fin- 
ger nails and working himself into an uncomfortable perspi- 
ration, the operator, probably with a few forcible interjec- 
tions, settles the difficulty by hacking the obdurate knot off 
with his knife. Then he pokes the rope carefully through 
the hole again, triumphantly ties a new knot, and pulls down 
the sash with a sigh of relief/ The window descends nicely 
until within two inches of the bottom, and declines to move 
any further. He pulls, and pitches his whole weight on it, 
and gets mad, and screams short texts not taught iu Sunday 
schools, and finally tries to push it down with his foot, and 
in doing so breaks a pane of glass. Then he retires for a 
short distance, and sits down on a toolbox and glares. Event- 
ually he discovers that the cord, by cutting off the knot, has 
become too short, and the weight is jammed against the pul- 
ley: and consequently, after briefly communing with the 
weight and the cord and everything in any wise connected 
with the window, he puts on his coat, and goes down the 
street for a new rope, which, after considerable tribulation, 
be manages to adjust. 

All this trouble is obviated by the little fixtmre herewith 
illustrated, the cost of which is only nominal, being, at re- 
tail, less than six cents to a window. -It consists of a short 
cylindrical casting with a taper hole through it, through 
which the cord is passed after being threaded through the 
opening in the edge of the sash in the usual manner. There 
is also a serrated wedge, which is pressed into the hole in 
the fixture beside the cord, as shown in the illustration, fast- 
ening it very securely. This wedge is so proportioned that 
it is impossible to draw it through the casting, and no mat- 
ter how hard it may be dragged up, a slight pull at the short 
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Hew Plioto-Proccss. 
A recent improvement, announced by Mr. Burgess, a pho- 
tographic artist of Peckham, England, consists in sensitiz- 
ing gelatin by means of bromide of silver. The mixture is 
applied warm to the glass plate, and the picture may be 
taken with the plate either wet or dry. The time of ex- 
posure is the same as for the ordinary wet collodion plates. 
The alkaline-pyro developer is used, the picture making 
its appearance rapidly, with any required degree of intensi- 
ty. The new process promises to compete sharply with 
the ordinary collodion process. 

m «♦»'-»- — 

The reason why common salt sometimes becomes moist 
when exposed to the atmosphere is because it is not pure 
Chloride of calcium and chloride of magnesium are impuri- 
ties generally present in salt, and they absofb KOisture 
from the air. 



(tnd of the cord will instantly release it for renewal or re-ad- 
jhistmemt. No special preparation of the sash, different from 
1lhat ordinarily made for the knotted cord, is necessary. 

The 'expense of this fixture, it is claimed, in first hanging, 
5s more than saved in time and cord. It has been tested or 
examined, and is approved, by the leading builders and ar- 
chitects of Newark, N. J. 

Patented July 22, 1873, by Horace Harris and Frederick 
Hewitt, 788 Broad street, Newark, N. J., from whom fur- 
I ther particulars may be obtained. 

.»-«»»-•. 

Approaching Exhibition at. Montreal. — An agricu- 
tural and industrial exhibition will be held at Montreal on 
September 16, 17, 18, and 19, 1873. In all departments, the 
competition is open to exhibitors from any part of the 
world. The whole fields of agriculture and manufactures, 
commercial and domestic, are covered by the long list of 
premiums. Mr. Georges I.eclere is the secretary, who will 
furnish full partisulars if addressed at Montreal, P. Q 
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Vienna Wblt-Ausstellung, July, 1873. 

The work of the juries has, at last, been nearly completed, 
and the numbers of the international jury are leaving Vi- 
enna for their widVly separated homes. 

In Group XIII, which embraces machinery and means of 
transport, the work is all done, even including the awards 
of iho gr<-at Ehren Diplom, unless, as is almost invaria- 
bly the case at such exhibitions, a few tardy or careless ex- 
hibitors have been overlooked. 

The publication of the awards will not be officially made 
for some wseks; but it seems well understood that the dis- 
tribution has been made with unusual discrimination; al- 
though the usual error of too great liberality will, very 
probably, be noted here, and an occasional obvious mistake 
may subject thi jury to severe criticism. , 

Of these awards, the United ' States section is generally 
Supposed, and probably with good reason, to have received 
a liberal share, and to have taken a proportion of the med- 
als for " Progress " entirely beyond comparison with that of 
any other nation. The richness of our own section in orig- 
inal and valuable mechanical devices is thus well illus- 
trated. 

Unsatisfactory and incomplete as our exhibit in the Ma- 
chinery Hall appears to every American engineer, it seems, 
to the European, remarkably rich in valuable novelties. 

It will probably be found that, should any of our people 
find tlumselv, s undeservedly overlooked, or their exhibits 
not as fuily appreciated by the juries as they should be, 
their misfortunes Will, in most cases, be a consequence of 
their own errors, either in neglectiog to secure good repre- 
sentatives here, or in the still less excusable, although ex- 
tremely frequent, neglect to prepare for the jury exact and 
minute descriptions of their apparatus and of their claims. 
-American exhibitors have been vastly more careless of their 
own interests, as a rule, than have the exhibitors of any 
other nation. Should the result prove that we have been 
k".ndly dealt with, it must be attributed to the conscien- 
tiousness of the juries, and to the peculiar ingenuity and 
the exceptional merit displayed in our, machinery depart- 
ment, rather than to the efforts of those most directly inter- 
ested in securing ci-reful examination and thorough discus- 
sion of the merits of individual exhibits. 

One of the most interesting records in our notebook is 
that of a day spent in looking over the 
STEAM KNGINES, 
of which a large number, of all sizes and varieties, are dis- 
tributed throughout the exhibition. The larger examples 
of stationary engines are, very generally, more or less exact 
copies of the Corliss.- The Sulzer engine, whiph is one of 
the largest on exhibition and which has attracted special at- 
tention, would be considered a modified Corliss engine — a 
modification also which is, on the whole, in the wrong direc- 
tion. It apD/Bars in my notebook under the denomination of 
"the Sickels Corliss-Greene engine of the Swiss sect'on." 
It has a " droo cut ; off " — the invention. of Sickels— and has 
the poppet valve which is usually found on American en- 
gines of ihe Sickels type. Its governor determines the 
point of cut-off, and it is therefore, so far, a Corliss engine. 
The peculiar motion adopted for engaging and disengaging 
is something intermediate between that of Corliss and one 
of the systems of Greene. The engine has a condenser, and 
is said to Work with a creditable degree of economy. 

Comparatively few of the Corliss engines seen here are 
precise copies of the original. Builders have usually en- 
deavored to produce some difference of detail, which they 
claim to be peculiar to themselves, and to be improvements 
Upon the standard machines. They seldom or never suc- 
ceed, however, in either avoiding its defects or in introdu- 
cing improvements. The defects of the Corliss engine are 
not numerous, and those which exist are inherent in that 
peculiarly typical and unique design which lias grown into 
its most perfect shape in the hands of its originator. To 
eradicate them necessitates a change in every detail and the 
complete transformation of the whole design. To effect im- 
provement, the engineer who makes the attempt must ex- 
cel all who have yet made a similar effort. 

Tne Corliss engine is a quarter of a century old, and is, 
to-day, very nearly as it was then, one of the most complete 
illustrations of a mechanical type that can be found. It af- 
fords, to the student of mechanical " comparative anatomy," 



one of his most interesting studies. But the Corliss engine 
cannot be claimed to be a perfect machire. English build- 
ers, who usually exhibit quite a different style of engine, 
while forgetting that an effective expansion (variable by the 
governor) can only be obtained, so far as engineers have yet 
learned, by the use of a detachable valve gear, unless at the 
sacrifice of delicacy in regulation, have persistently adhered 
to the use of the steam jacket, a detail never seen in the 
Corliss engine. The best 

ENGLISH EXHIBITORS 
have usually presented a type of engine which is quite dif 
ferent from the Corliss. The bed is usually flat and broad, 
and carries the. cylinder, the guides, and the shaft pillow- 
blocks, as was formerly the universal practice with horizon- 
tal engines. The steam cylinder is jacketed, and the jacket 
is tilted with independent pipes to supply it with steam and 
to drain off water of condensation. The valve gear is that 
of Meyer: two blocks united by a screw with right and left 
hand thread, riding on the back of the main valve. In at 
least one instance, the designer has shown his appreciation 
of the importance of allowing the least possible clearance 
by dividing the valve and making of it two, which cover 
ports at either end of the cylinder, instead of adopting the 
ordinary form with its necessarily long steam passages. 
The governor moves a valve in the steam pipe and the de- 
gree of expansion is determined by the engineer, who, by 
use of thesciew, separates or draws together the cut-off 
blocks as occasion may aeem to require. 

One English firm exhibits an engine in which this is done 
by a link motion, the link being moved by a Porter govern 
or. The Porter governor, it may be remarked, is to be met 
with in every part of the Machinery Hall and its annexes. 
Even the rough and awkward looking engines which drive 
the machinery of the breweries and the sugar mills are fre- 
quently supplied with this American regulator. 

The crank is usually given up for engines of short stroke, 
and a disk, carrying a counterbalance, takes its place. The 
workmanship of these stai.dard British engines is usually 
excellent, and several firms present machines of the best of 
workmanship and having a most magnificent finish. Such a 
style of finish I have never been fortunate enough to see at 
home, even on engines " gotten up for the occasion," as these 
evidently are. One English engine, of considerable size, 
has a plain steam valve at each end of the cylinder, and. on 
the top of each, is an expansion valve, apparently of the 
"gridiron " sort, sliding transversely. The time of its move- 
ment, relatively to that of the main valve, is determined by 
an ingenious system of ponderous gearing, intermediite be- 
tween the valve motion shaft and the main shaft, whose 
axes are varied in position by the action of a large fly ball 
governor. It may work well, as a number of certificates ex- 
hibited by the builder claim that it does; but the first im- 
pression of the stranger is that such a weight of gearing 
must add seriously to the cost of the engine, even if it does 
not impede the action of the governor, and add perceptibly 
to the resistance of the machine itself. It looks like a mons 
trosity of engineering. 

Two compound stationary engines are exhibited. One, in 
the British section, by Galloway, has cylinders of 14 and 24 
inches diameter, respectively, and a stroke of 2\ feet. Its 
cranks are set opposite each other. Regulation is effected by 
a peculiar governor, resembling Porter's in being weighted 
and running at high speed, which adjusts the link operating 
the main valve. The steam jacket is not used, this important 
defect being supposed to be compensated by the resulting 
simplicity of the cylinder castings, and by the convenience 
with which the intermediate valves may be reached. This 
engine is rated at 100 i.orse power, is well made, and moder- 
ately well finished. The 

FRENCH 
exhibit no stationary engines worthy of special notice, ex- 
cept, perhaps, in one case, where an engine has been buili 
with crank shaft bearings spread far apart with no other ap- 
parent object than that of placing the eccentrics inside. 
The awkwardness of the arrangement is something remark- 
able and not at all to the' credit of the designer. The 

,. jgWISIS, 
beside the Sulzer engine already noticed, exhibit two Corliss 
engines, and a fourth engine which combines the Corliss and 
the well known device known among our engineers as the 
"French cam." In this example, the condenser and air 
pump are contained in this engine frame. 

The other engine, which would generally be considered the 
best of all from the fact that it least departs from the stan- 
dard design, is well built and prettily finished. Its balance 
wheel is a mortise gear, and a very common feature of those 
foreign built engines. The only stationary engine present- 
ed by 

BELGIUM 
is that of the great firm of Bede & Co., which seems, in the 
opinion of engineers here, to divide the honors with that of 
the Qebruder Sulzer.. It is a "mixed Sickels-Corliss," and is 
one of the least objectionable of the new departures from 
the familiar American design. The steam valves are moved 
by two separate heart-shaped cams. The trip and the regu 
lating apparatus are essentially the forms of Sickels and 
Corliss respectively. 

GERMANY AND AUSTRIA 
exhibit several Corliss engines, usually with useless changes, 
miscalled " improvements," and also a few engines of less 
creditable form. 

The Dingier compound engine is one of the quietest en- 
gines in the Exposition, and attracts attention by its noise 
lessness and its rapidity of rotation. It seems to be fitted 



with continuously revolving valves, and to possess many 
peculiarities which will require further investigation. 

On the whole, it maybe said that the r»ow well established 
principles of steam engine economy: dry steam, high press- 
ure, a maximum expansion, high piston speed, efficient steam 
jacketing, and perfect regulation : are not fully recognized 
in the design of any one steam engine exhibited here, and 
that the best machines, of considerable size, which are found 
in the exhibition, are moie or less exact copies of a well 
known standard American engine. Of this, or of any other 
of the several leading forms of stf.am engine which are so 
familiar at home, no single example is to be seen in the 

UNITED STATES SECTION. 

Of a smaller class, the two beautiful little vertical engines 
of the New York Safety Steam Power Company,' which 
are in operation in the American department, are excellent 
examples. Their elegance of design, fine workmanship, and 
high finish attract attention and elicit many compliments 
from visitors. The neat horizontal engine of the Norwalk 
Iron Works represents also another of our best efforts in 
small powers, and another small engine, furnished by Pick- 
ering & Davis, is always under inspection. This latter en- 
gine has been designed especially for the use of the Under- 
wood angular belting. Its fly wheel is in line with the piston 
rod and is driven by a pair of rods and cranks, one on either 
side. The narrowness of the face of the wheel which is al- 
lowed by the cord like belt peimits this arrangement to be 
adopted without too great lengthening of the crosshead. 

Judging by what is to be seen here, it must be concluded 
that the building of stationary f-team engines for general 
purposes has made very little progress during the interval 
which has elapsed since .he Paris Exposition, which last per- 
mitted a similar international competition, and indeed, it 
may perhaps be said, during the last score of years. Cor- 
rec- principles are but little more completely, although much 
more generally, applied now than many years ago, notwith- 
standii g the fact that the great scientific principles which 
underlie all successful engineering practice have, during 
this same interval, received their most wonderful and essen- 
tial development. 

It is to be hoped that the same observations may not be 
called forth by the study of the American International Ex- 
hibition of 1876. Yet it rarely happens that marked changes 
in engineering practice take place in so short an interval of 
time as that which separates us from that event. 

R. H. T. 
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Bolless and Boiler Owners. 

To the Editor of the Scientific American : 

Your article on " Boilers and Boiler Owners," on page 38 
of your current volume, reminds me of a specimen I saw 
three or four weeks ago While in an engine room near 
here, the engineer showed me a piece of the feed pipe and 
mud drum taken from under his boiler. Two weeks pre- 
vious to the *.ime of taking the mud drum out, the boiler 
had been tested to a pressure of 125 lbs. per square inch, the 
pump and boiler gage agreeing. By examining I found that 
a hammer could bn driven through the pipe and drum at any 
place, while, in some places, the tlade of a pocket knife could 
be thrust through. 

Query: Why is it that boilers and mud drums are enabled 
to sustain so high a pressure, in such a condition as the above, 
and the one at Bay City, Mich., were in? A. J. 

Austin, Texas. 



Jumping from Railway Trains, 

To the Editor of the Scientific American : 

The query of J. B. T., on page 27 of your current volume: 
" Why is it that engineers, etc , jumping from moving trains, 
invariably jump in the direction of the moving train?" in- 
duces me to write a few words on the subject ; a subject that 
every one who rides, whether by hori-e or steam power, 
ought to fully understand for all such are liable to be some- 
time exposed to danger. They should know what is best to 
be done at the last moment of an emergency, rever before; 
for jumping is so dangerous that it is only when the case is 
desperate that it should be attempted. Thereason for jump- 
ing forward is that that course is the safest; the experience 
of engineers confirms this, and it is easily demonstrated by 
theory. Your correspondent argues that it is the most dan- 
gerous. If every one could, like him, jump with the velocity 
of 15 miles an hour, = 21 feet per second, the difference might 
not be so great, but I consider only the case of average hu- 
manity. But in his case, if the velocity of the train is 30 
miles an hour, and he jumps in the opposite direction 15 
miles an hour, he will then move 15 miles an hour with the 
train, and strike the ground with a force that will almost 
certainly be fatal. 

In the hope, that some lives or limbs may be saved by a 
more general understanding of what should be done in such 
cases, permit me to explain this ; I have not yet seen it in 
print. 

The comparative safety of jumping from a moving vehicle 
does not depend on the velocity of the jump, which should 
not exceed the velocity of the vehicle, if it can be helped, 
but entirely and solely on the anatomical build, if I may use 
the term, of man. The jump should be made facing, ' as 
nearly as possible, in the direction of the motion ; felect if 
practicable the place ; turf is best, sand is next. Never 
jump on a pile of stones; for a collision with stone is as 
dangerous as any possible casualty. One foot should be in 
advance, so that it will come iu contact with the grou nd 
first. Follow it instantly with the other foot, and each will 
receive a part of the blow, and each will check the speed 
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little. Then first one hand, then the other, will take a pari 
of the force, and serve to protect the head and trunk. If the 
patient is then alive, he may pick himself up, if he can, and 
count his broken limbs and contusions. 

A diagram will, nerhaps, best explain the succession of 
events that the jumper should endeavor to procure, for the 
greatest safety to his person. He 
should try to have his limbs act like 
the spokes, of a wheel. One foot, a, in 
advance touches the ground, the other 
foot, 6, will pass by and touch, then 
the hands, c and d, and the head will 
follow. The momentum may be 
enough to cause the feet to turn over 
the head in a somersault ; but this is 
the best that can be done, that is, to 
check the momentum a little at a time. 

If a person takes the advice of J. B. T., and jumps in the 
contrary direction, what follows? If the vehicle is moving 
only 15 miles an hour, and he jumps with the force of 5 
miles an hour, he is actually moving backwards with the 
velocity of 10 miles an hour ; and as soon as his foot touches 
the ground, it stops, but his head and body describe a curve 
through the air with a force due to the speed, the back of 
his head and his back strike the ground simultaneously. 
Result, a broken spine, a cracked skull and a general de- 
struction of the action of the internal organs. 

Not many years ago I was the involuntary witness of an 
experiment of this kind. A horse car was being driven 
pretty rapidy by me, on the opposite side of the street. I 
noticed a passenger, with an apparently heavy bundle in his 
hand, preparing to get off ; the conductor was looking another 
way ; I saw the man's danger, but was too far off to interf: re. 
He deliberately stepped off the car as if it were motionless, 
but the instant his foot touched the pavement, his body and 
head, retaining the speed of the car, were thrown down 
with great force on the stones ; his hat and bundle flew in 
different directions, accompanied with the unmistakable 
sound of breaking of iron castings. The man, for a wonder, 
did not appear to be much injured, but picked himself and 
his p roperty up, a much astonished and probably a wiser 
man. 

Let every one remember that the only safety in leaving a 
moving vehicle is to face in the direction of the motion. 
Boston, Mass. Chakles Stoddek. 

■ '»i m 
Explosive Projectiles. 
To the Editor of the Scientific American : 

I have read in your volume XX VIII. , page 894, a description 
of a compound explosive projectile, which is, in my judg- 
ment, similar to one I invented in the year 1868. I offered 
it to the British Government in that year for trial, but it was 
refused. On September 2, 1869, I sent one to the Emperor 
of Russia for his approval ; it was received, but the answer 
is not yet returned. I offered it to the present British Gov- 
ernment, accompanied by a drawing, November 25, 1870. It 
was politely refused, and the drawing kept. 

My projectile contained three bullet chambers attached to 
-the main cylinder, grooved from top to bottom in center of 
chambers to one half the thickness of metal in main cylin- 
der, and also grooved all round the center of the main cylin- 
der. Each chamber contained 106 bullets, or 318 bullets in 
all. Outside size of projectile was eight inches ; the cham- 
bers were tapped, screwed, and plugged air tight. It can be 
filled in chambers with small shells and liquid fire, bullets 
and powder, fulminate, or other materials, as wished. A 
brass time fuse was fitted inside the powder chambers, and 
screwed in. 

My projectile was considered by many to be the most de- 
structive known. When proved with only a minimum charge 
of powder, 13 lbs. of the main cylinder could not bo fonind. 
This distribution of bullets and fragments took place with- 
out either fuse or plugs being ifl the chambers. The differ- 
ence between my projectile and F. A. Morley's, according to 
the account, is that he has a separate fuse for ep«ch chamber, 
and possibly more chambers. 

On page 368, same volume, on " Electrical Fire Arms," by 
Professor S. Gardner, you wish him to drive the bullet by 
electricity. I presume that can easily be accomplished. 
There is yet one further stride : to kill by electricity itself, 
at any distance, paralyzing those who may not be killed out- 
right. J. T. Frasek. 
Liverpool, England. 



ing responses : Professor Winlock thinks that a solid object 
ijlass would be the best, if we could get one. Clark & Sons 
believe it possible to build an equatorial with solid object 
glass five feet six and a half inches clear aperture, less than 
seventy-five feet focus, with a useful power of 3,325 (50 
for each inch of aperture) for the sum mentioned. They 
think it would be easiest to mount it between walls, allow- 
ing a movement of only two or three hours in right ascension. 
They recommend importing the glass makers, as they had to 
wait three years and paid $12,000 for their pair of glass disks 
from Birmingham. Henry G. Fitz considers the adjustment 
of the composite lenses difficult, but that, if this were at- 
tained with sufficient accuracy, the telescope might readily 
be corrected photographically by the addition of a third lens, 
and thinks this a better plan than using monochromatic light 
for the purpose. S. H. M., Jr. 



[For the Scientific American.] 
Tbe Composition of tbe Tails of Comets. 

At the conclusion of my communication on the subject of 
the cause of the zodiacal light, I suggested the question 
whether the tails of comets might not be accounted for upon 
similar principles. As I believe that the application of the 
optical principles concerned in this case (as well as in the 
other), to account for the appearances observed, is new, I 
have since considered the subject more fully; and as a re- 
sult, I submit these explanatory diagrams for the considera- 
tion of those who may take an interest in the subject'. 
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the foregoing explanation ; 1. When the spectator, comet 
and sun are in the same plane (which, in this case, we have 
supposed to be the ecliptic), the tail of the comet would be 
straight, and divided through its axis by the plane of the 
ecliptic. 2. If the comet's position were south of the eclip- 
tic, the tail would incline towards the south, and would be 
curved convexly to the south, on account of the spherical 
shape of the atmosphere ; and if the comet were north of the 
ecliptic, the inclination would be to the north, and the curve 
would be convex to the north. 3. The length and breadth 
of the tail would vary inversely as the angle between the 
comet, sun and spectator increased or diminished ; that is, it 
would appear longer and broader as the comet approached 
the sun, and shorter and narrower as it receded. 4. In this 
position of the comet, there would appear to be a lune- 
shaped, darker space between the brightest part of the tail 
and the nucleus of the comet ; that is, the brightest part of 
the tail would appear to be attached to the nucleus only at 
the two horns of the crescent. This is caused by the inter- 
ruption of the line, a, 1, (Fig. 1) by the interference of the 
dark portion of the surface between the points 1 and 2 (Figs. 
1 and 2). (See explanation of Fig. 1.) 

The reason why the planets have no tails, when in the 
same relative position (with regard to the eaith and sun) 
as the comet, is that they are, comparatively, so large that 
the reflection embraces nearly the whole of the atmosphere, 
and therefore no part is brighter than another. Comets on 
the contrary are, comparatively, exceedingly small ; the di- 
ameters of some of them do 
not appear to exceed thirty 
miles. This is why, in the di- 
agram, the tail appears so dis- 
proportionately broad. 

If the principle of this theo- 
ry be understood, it will be 
evident that the shape and di- 
rection of the tail may be varied 
almost infinitely, as they de- 
pend upon the relative posi- 
tions of the three bodies.-the 
earth, the comet and the 
sun. 

T. R. Lotett. 
Mount Airy, Philadelphia, Pa. 
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The proposition which I have here attempted to demon- 
strate is that the tail of a comet is an optical phenomenon, 

! caused by the reflection of the sun's rays from the surface of 
the comet to the earth's atmosphere and thence to the spec- 
tator. 

Fig. 1 is a section, in the common plane (which, for con- 
venience, we will call the ecliptic) of the earth, comet and 
sun (the sun being in the direction of the arrows) ; S is the 
spec'ator ; D B is the portion of the illuminated surface of 
the comet which is visible to the spectator. All the space 
comprised between the points E, D, B, S, would be illumin- 
ated by reflection from that portion of the surface of the 
comet between the points D B. But the atmosphere which 
renders the light visible only extends to a, 1,4; therefore 
the spectator would only see that included between the 
points a, 1, 2, 3, S. The comet would therefore appear to 

; him to be at 1, 2, 8. The line a, 1, 2, 3, would appear as 
the line E, D, B; and the line S, 8, would appear as the line 
S, B. It will be observed that the line a, 1, does not touch 
the illuminated portion of the comet, but is interrupted by 
the interference of the dark portion of the surface between 
the points 1 and 2. That space, therefore, would appear 
darker than the rest of the illuminated space. This fact 
will be noticcdamong our conclusions. 



Composite Lenses. 

To the Editor of the Scientific American: 

F. H. R. (see page 100 of your current volume) does not 
show the flint lens in his section drawing, and the central 
lens may be made thinnest; but his views are eminently 
sound. As inventor of the composite object glass, I will call 
attention to its main defects. 

First, the diffraction around the edges of the lenses will 
slightly injure the definition, as may be seen by placing a 
network over the glass of an ordinary telescope. Secondly, 
the segment lenses are harder to correct by hand than the 
zones of a single lens, and the local polisher machine will 
spoil their extreme edges, which must be cut off, reducing 
their size. The third difficulty is the adjustment of the parts. 
The iron frame must be protected from unequal expansion ; 
and the lenses must not differ in focus the one hundredth 
part of an inch. The heliometer with its divided object 
glass, and the success of Mr. Sellack, at Cordoba, in mend 
ing a broken eleven inch photographic objective, show that 
the plan is a feasible one. 

We have consulted oracles on the subject with the follow- 




Fig. 2 is a section perpendicular to that of Fig. 1, on a line 
drawn from the point S (Fig. 1), througha, b, c, and thence 
to the center of the sun. S, A, (Fig. 2) represents that line, 
the letters and figures indicating similar points, as in Fig. 1, 
and the sun being in the direction of the arrows. With re- 
gard to the spectator at S, all the space comprised between 
the points a', d, B, e, a'', would be illuminated by reflection 
from that portion of the surface of the comet between the 
points D, d, B, e ; but for the reason assigned in describing 
Fig. 1, the spectator would only see that - part included be- 
tween the points a', d', e', a". The comet would appear to be 
at d ! , e'; the line a', d' would appear 'as* the line" "a, d; and 
the line a'' e' would appear as the line a'', e. The appear- 
mce therefore to the spectator would be that'of a creecent- 
ihaped comet on the confine* of the atraespBel*,' with a tail 
preading out from "ttelaucleus, e', 2,"d"> 8, in" a direction 
>pposite to the BUn, : hi*Ti(g>itt its extreffliitji" <a width equal '"to 
t' a" (Fig. 2)PaiJ#-»ae^#1er|f|al toS r a*(-Fig^i);"r 

The foUowtnf ^IBcttt&ns may,T think,* be drawn from 



Bisulphide of Carbon Engines. 

To the Editor of the Scientific American : 

An Irishman, on being told that an addition of quinces 
improved an apple pie, remarked that an apple pie made en- 
tirely of quinces would be better still, I am not an Irish- 
man, but it strikes me that, if the attachment of a bisulphide, 
of carbon engine to a steam engine is" a great improvement, 
it might be better still to apply the heat directly to the bi- 
sulphide. The boiling point being lower than that of water, 
and the specific heat and latent heat of vaporization, perhaps, 
also less, it would require less fuel to produce a given quan- 
tity of vapor ox given tension ; and, as the products of com- 
bustion could be allowed to pass off at a lower temperature, 
the heat of the fuel would be more fully utilized. Also, it 
would seem that a second vapor engine might be driven by 
the waste heat from the fire flues of the first engine. 

In your article on the loss of power in steam engines, it 
seems to me that you have overlooked two important points, 
in fact the most important. In your calculations, you start 
with steam instead of water, neglecting entirely the enor- 
mous quantity of heat required to convert water into steam, 
which is only very imperfectly utilized in heating the feed 
water, one pound of steam sufficing to heat five pounds, 
nearly, of water to the boiling point. That this " latent " 
heat can be utilized to a very 
great extent by the use of an 
easily vaporized fluid seems to 
be proved by the bisulphide 
of carbon engine, which has al- 
ready effected a saving far be- 
yond your estimate of possibil- 
ities. 

The second point is the large 
buantity of heat which necess- 
arily (under present conditions) 
goes up the smoke stack. I 
have already suggested one re- 
medy for this waste in the use 
of a second vapor engine. An- 
other plan which may be worth 
considering would be to burn 
charcoal, petroleum, or anthra- 
cite in an airtight chamber, surrounded by water, un- 
der such pressure that the escaping products of combust- 
ion would have, when released, the same or nearly the same 
temperature as the surrounding air, the question being 
whether the heat which passes up the chimney represents 
more power than would be consumed in forcing air into the 
furnace. 

Another way to save a portion of this heat would be to 
apply it, as in Siemens' regenerating furnace, to heat the 
air which supplies the fire, unless indeed it is all required to 
produce draft. 

Of course all these things present certain difficulties, but, 
to quote my Hibernian friend again, " if there was no 
throuble, sure there'd be no work for us." 
Benton, Cal. C. H. Aaron. 



R. A. M. states, from his personal experience, that an" 
application of spirits of turpentine is a certain relief for 
the pain of a bee sting. 
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A NEW DOMESTIC MOTOR. 
A short time since we published an illustration of a com- 
bined rocking chair and cradle, an ingenious plan the utility 
of which was obvious. The inventor of the device which 
we now present has gone several steps further, and not only 
employs the hitherto wasted female power to oscillate a 
cradle, but at one and the same time to vibrate the dasher of 
a churn. By this means, it will be observed, the hands of 
the fair operator are left free for darning stockings, sewing, 
or other light work, while the entire individual is complete- 
ly utilized. Fathers of large families of girls, Mormons, 
and others blessed with a superabundance of the gentler sex, 
are thus afforded an effective method of divert- 
ing the latent feminine energy, usually mani- 
fested in the pursuit of novels, beaux, embroid- 
ery.opera boxes, and bonnets, into channels of 
useful and profitable labor. 

The apparatus, as represented, consists of a 
lever, A, suspended from the ceiling or other 
suitable support by a swiveled hook and staple. 
In the extremities of the lever, A, are formed 
slots through which pass bolts and nuts which 
secure the adjustable arms, B. To the eyes of 
the bolts are attached the ends of two ropes, 
which pass around double guide pulleys fas- 
tened to the floor and then to two single pulleys, 
arranged one beneath the forward and the other 
beneath the rear part of a rocking chair. The 
ends of the ropes are secured, as shown, to the 
rungs of the latter. 

Near the extremities of the arms, B, sliding 
weights are placed, by moving which the lever 
can be properly balanced. Just inside the 
weights is secured on one arm the dasher of the 
churn, and at the other a cord communicating 
with a cradle rocker. As the chair is oscillated 
motion is communicated to the lever, and thence 
to both cradle and churn. 

Necessarily this device may be put to a great 
variety of applications, and may supply motive 
power for washing machines, wringers, and 
other articles of household use, as well as for 
churns and cradles. At all events it opens a new 
vield for " woman's labor," and one in which she is not likely 
to be disturbed or encounter competition from the other sex. 
Patented through the Scientific American Patent Agency, 
April 15,. 1873. For further particulars address the invent- 
or, Mr. Gustavus Meyer, New Richmond, Allegan County, 
Mich., or the New York Exposition and Manufacturing Com- 
pany, 52,54, and 56 Broadway, New York city. 

PERAMBULATING COT. 

Invalids and persons wro are afflicted with loss of powers 
of locomotion will, according to the statements of the in- 
ventor, find the apparatus herewith illustrated a 
great convenience and comfort. The device is 
called a perambulating cot, and is made with a pair 
of large wheels on an axle, upon which rests a light 
curved iron frame supported in the rear by a pair 
of pivoted caster wheels which follow the main 
wheels in-any direction. On the iron frame are 
four curved springs, extending up to the middle 
section of a light wooden cot frame. There is a 
joint in the latter, just back of the hips of the oc- 
cupant, arranged with ratchets, so that he can sit 
at any desired angle ; and from the knee, for- 
ward, is a light lapering board and half circle 
foot piece. At the rear of the cot is a handle, ad- 
justable, so that it may be made high or low, by a .^J 
rod in the center of the cot frame ; and there are 
two rods from the ends of the handle and attached 
to the frame at the swivel wheels, for propelling -3 

the apparatus. The feet are raised or loweted by 
turning a small crank on the foot board, and there 
is a hinged drop leg for use when necessary. 
Other conveniences, incidental to invalids' uses, are 
suitably and ingeniously provided for. 

The inventor, Mr. A. W. Richards, who may be addressed 
at Indianola, Iowa, is a crippled United States soldier of the 
late war, and devised this apparatus in conformity to his 
own needs. He states that, although unable to sit erect, he 
can propel himself with ease by placing his hands on the 
large wheels, and thus travel from room to room. He also 
is enabled to be pushed around the streets by a child, in or- 
der to attend to business, etc. Numerous testimonials are 
submitted to us by Mr. Richards, which confirm his opinions 
of the efficiency of the device. It seems to us well adapted 
for its purpose, and particularly suited for employment in 

hospitals and other medical uses. 
■»-.»■ m 

The Largest Steam Engine in the World. 

Pittsburgh claims to have in progress of construction a pair 
of engines which will be the most powerful in the world. Re- 
ducing the capacity of some of the largest pumping engines 
to a uniform lift of one foot in twenty-four hours, it is found 
that the one at the Lehigh zinc mines will lift 3,456,000,000 
gallons; the pair at the Chicago water works, 4,500,000,000 
gallons ; the pair at Haarlem, Holland, 10,000,000,000 gallons ; 
while the new Pittsburgh engines will lift 14,240,000,000 gal- 
lons. The pair will weigh 1,500 tuns, and will cost $423,- 
550. The following dimensions will serve to give some idea 
of the magnitude : Cranks nine tuns : shaft, twenty-four tuns ; 
four sections of the two valve chambers, one hundred and 
twenty tuns ; fly wheel, seventy tuns. The four plungers will 
weigh upwards of four hundred tuns. Cylinder, sixty-four 
inches diameter; stroke, fourteen feet. Plungers forty inch- 
es diameter ; eleven feet stroke. This ponderous piece of 



machinery will be used to raise water into Highland avenue 
reservoir in Pittsburgh, a Light of three hundred and fifty- 
six feet. It is estimated it will raise seventy million pounds 
of water for each hundred pounds of coal consumed, the 
cost being at the rate of one cent for every 3,070 gallons. 

»-.»►_»- 

■Water Boilers upon Stoves. 
A brass or copper vessel tinned upon the inside, holding 
several gallons, is usually found connected with cooking 
stoves used in families. As this vessel is kept full of hot 
water, which is used for ordinary culinary purposes, it is 
important that no deleterious agent should be connected 




the Government, of the use of a patented form of cigar box. 
The object of the invention, an engraving of which we here- 
with present, is to prevent the fraudulent re-employment of 
stamped boxes. A dealer, in purchasing his stock, natural- 
ly desires to inspect in advance the quality and flavor of the 
article. To do this, boxes must be opened and stamps torn, 
so that, if the cigars be not sold, they remain on the maker's 
hands in cases which, so far as the mutilation of their stamps 
is concerned, are in precisely the same condition as if their 
contents had been once disposed of. It is plain that an ex- 
cellent opportunity is her e offered for fraud upon the reve- 
nue by packing cigars in old stamped boxes, and, in event 
of detection, asserting that the latter were inno- 
cently opened as above described. 

The present device, lately patented by Mr. 
Thomas A. Wiley, . of Lancaster, Pa., consists 
simply in fitting two cross slats, as shown, into 
the edge of the box, forming a dovetail connec- 
tion therewith; or a single broad longitudinal 
strip may be employed to answer the purpose. 
These slats are put in place after the cigars are 
packed, when the stamp is pasted partly on the 
transverse bar and partly over the side of the 
box. The usual ornamental paper is affixed in 
the ordinary way. By raising the lid, an oppor- 
tunity is afforded for examination of the contents 
through the ample apertures left; while not a 
single cigar can be abstracted without first rais- 
ing the slats and thereby rupturing the stamp. 

The introduction of the plan is vehemently 
opposed by the cigar makers, who assert that it 
is of no greater efficacy than the present mode, 
while it will prove a serious detriment to their 
trade. 



NEW DOMESTIC MOTOR. 



with the metal employed in its construction.' A recent 
analysis has been made of a specimen of tinned brass plate 
used for making these boilers, and it was found that the 
tin contained 26 per cent of lead. How far this may serve 
to cause injury, it is impossible to say. It is certain, how- 
ever, that lead is an objectionable metal to be brought in 
contact with culinary utensils, and hence its use must be 
condemned. An iron boiler lined with porcelain would be 
much safer, arid perhaps not more costly. We understand 
such a vessel is constructed, and if so, it would certainly 



Cementing Metal to Glass. — Take two 

parts finely powdered white litharge, and one 

part dry white lead, mix intimately, and work up 

with boiled linseed oil and lac copal to a stiff 

dough. One jjart of copal is taken to three parts 

boiled oil, and enough litharge and white lead 

added to make a dough similar to putty. The 

underside of the metal is filled with the cement, 

and then pressed upon the glass, the excess of cement I eing 

scraped off with any sort of instrument. It dries quickly 

and holds firmly. 




PERAMBULATING COT, 

be a much safer one to employ as a reservoir of hot water means of a spyglass, 

for constant household and culinary use. — Boston Journal of 

Chemixtry. 

■■ ■ m « ♦»-♦ ■ 



Location of Standard Compasses, 

For determining the deviation, due to ferruginous mate- 
rials in their construction and cargoes and to other causes, 
of the steering compasses of vessels, a so-called standard 
compass is usually arranged on the upper deck, and at as 
high an elevation as convenient above the hull. 

The position of the instrument is as nearly neu- 
tral as can be found — that is, at a point where 
the local attractions are evenly balanced. By caus- 
ing the ship to swing in different directions, and 
noting the variation between the indications of 
the standard and that of the binnacle compasses 
a table is formed from which the deviation of tho 
latter for various points is used as a correction to 
be applied when steering such courses. 

M. Gloesener, in referring to this subject in Leu 
Mondes, suggests placing the standard compass out 
upon the bowsprit, at a distance previously de- 
termined to be without the sphere of attraction of 
the iron in the vessel. By this means, instead 
of the attracting substances being grouped around 
the instrument, perhaps unequally, they necessa- 
rily are all upon one side of the compass and 
symmetrically placed in regard to it. The latter is, 
of course, so fixed that the lubber's point and the 
foot of the needle pivot are in a line parallel to the 
longitudinal axis of the ship. To reflect a portion 
of the card, an inclined mirror is arranged above 
it, in which the indication is read from the deck by 



THE PATENT REVENUE CIGAR BOX. 
Quite a stir has recently been created among the cigar 
manufacturers on account of the proposed requirement, by 




Butter and Fats. — Dr. J. Campbell Brown says that the 
proportions of the chemical constituents vary so greatly (from 
zero upwards) that no reliable evidence of purity or impurity 
can be obtained by estimating the different fats obtainable 
by decomposing butter. In fact, the distinction between pure 
butter and butter mixed with flesh fats is no more a chemical 
one than the distinction between different animals or differ- 
ent plants. The physiologist distinguishes one kind of tissue 
from another more readily by their microscopic characters 
than by their chemical composition ; and microscopic exam 
ination with polarised light is the most reliable means of 
distinguishing pure butter from that which contains an ad 
mixture of less easily digestible and less palatable fats. 



Lemonade from Currants. — Citric acid may be pre 
pared from ripe currants in the following manner : The cur- 
rants are first broken up by pounding or squeezing ; the juice 
is then pressed out and allowed to ferment. When ferment- 
ation ceases, the alcohol is distilled off and the residue neu 
tralized with fine chalk. In this way citrate of lime is 
formed, which is afterward decomposed by sulphuric acid 
and the citric acid "set free. From 110 pounds of fruit there 
should be obtained about one pound of citric acid, beside a 
considerable quantity of alcohol. A dilute solution of citric 
acid furnishes a pleasant and healthful drink, and, although 
lemonade is usually made from lemons, we would not, says 
the Journal of Applied Chemistry,^ far wrong in calling 
this drink lemonade, although prepared from currants. 
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THE COOPEK PORTABLE ENGINE. 
In our illustration is shown one of the latest designs of 
portable engines, composed of an engine, pump, heater, fix- 
tures, and connections, all mounted on the boiler ; the last 
biing supported on side timbers which form the foundation 
for the whole structure. The apparatus comes complete 
from the shop, having been previously tried by actual tests 
with steam, and is ready for work. All that is required is 
to place it in prober position and connect it to such machine- 
ry as it is to drive. 
The boiler is then 
filled and the fire 
started. This ar- 
rangement, it is 
claimed, saves all 
the expense and 
time required to 
build the engine 
foundations, set 
the boiler in brick 
work, and make 
the connections, 
as would be the 
case with station- 
ary engine and 
boilers, while it 
adds greatly to 
the facility with 
which the ma- 
chinery can be 
moved from place 
to place. 

The construc- 
tion of the device 
merits particular 
attention. The 
engine consists of 
a bed piece sup- 
ported on lugs 
attached to the 
boiler. This piece 
contains the shaft, 
pillow block, 
slides, and cylin- 
der head, and to 
it the cylinder is 
so attached as to 
allow of the ex- 
pansion of the 
latter without 
strain on the 
joints. The valve 
Jiar connects di- 
rectly ,doinga way 
with the rock 
shaft, and the 
valve is propor- 
tioned to use the 
s^eam expansive- 
ly. The pump is 
a vertical plunger 
of short stroke, 
driven by direct 

attachment to the crosshead, obviating the use of a belt and 
making the feed positive, with easy work on the valves. The 
heater is of wrought iron, with cast iron sleeve and slip 
joint, proportioned to give a large heating surface to a thin 
sheet of water, thereby insuring a high degree of heat to the 
feed. All the moving parts are balanced so as to give steady 
motion at high speed. The journals and wearing surfaces 
are supplied with self -oilers, and the boiler wi.th glass water 
gage, cocks, whistle, steam gage, etc. 

The internal arrangement of .the boiler and tubes, it is 
claimed, has been thoroughly studied, so that the highest 
degree of evaporation is obtained with the least consumption 
of fuel. A jet blower is supplied for increasing the draft, 
and the chimney is provided with a spark catcher. 

We are informed that when the Japanese Government (in 
1870) Ordered samples of machinery, the agents, after exam- 
ination and tests, gave the preference to this engine over all 
other^, and ordered a twenty horse power machine, with cir- 
cular feaw mill, to be sent to Japan. Letters since received 
show that the apparatus gave perfect satisfaction. 

The. engine represented in our engraving is of twenty horse 
powers and is mounted with a slide throttle valve, in place 
of ithagovernor as used with circular saw mills. 

For further information address The John Cooper Engine 
Manufacturing Company, of Mount Vernon, Ohio. 



port it. Now, if you would first sow over your lawn fine 
bone meal at the rate of eight bushels to the acre, then plas- 
ter at the rate of one bushel to the acre, then cover the whole 
half an inch thick with fine garden soil, leaf mold, or fine 
chip mold from an old wood yard pile, and then sow clean 
blue grass seed at the rate of two bushels to the acre, and 
rake the whole with a fine tooth iron rake, finishing by roll- 
ing, we guarantee a lawn that will stay fresh and green all 
summer, no matter how dry the season. We hope that 




THE COOPER PORTABLE ENGINP, 

some of our button-holing friends will readttris.cut it out and 
keep it. 

, — <♦» * ' ■ 

THE FIRST AUTOMATIC FAN. 
There is a peculiar interest which attaches to the first crude 
embodiment of any well known device, which renders it al- 
most as much an object of curiosity as the most recent ap- 



Lawns In Midsummer, 

We Have touched the renewing and improving of lawns 
time aid time again, says the Cleveland Herald, yet every 
now ajd then we are button-holed on the street with : " I 
wish y^u would tell me what to do with my lawns." Well, 
We ask^bout it. " Why, somehow, the grass seems to have 
got thin, and don't look good and strong ; the soil is rather 
light, although every year I have given it a top dressing of 
manurein the fall and raked it off in the spring." 

Yes, \» say, just as many another man, void of the knowl- 
edge of khe wants of the grass roots, has done. You have 
supplied^ little stimulus, and a very little one, to enable 
the planfto make a first start in the spring, by reason of 
the amaoniacal alkali obtained from the leaching of the 
manure (Juring the winter ; and as soon as that is exhausted, 
Which gelerally is ere the heated season comes in, the plant 
has nothug but the poor old soil and its broken roots to sup- 




To the vast array of quaint devices, with which the earlier 
archives of the Patent Office are replete, belongs the inven- 
tion illustrated herewith. Our engraving, derived from the 
patent drawings, represents an individual not suffering un- 
der any painful malady, as might be inferred from his pros- 
trate position, but " laying off," if the apt vulgarism be ad- 
missible, while calmly enjoying the luxury of a breeze laised 
by the oscillation of the fan above him. The latter, with its 
mechanism, is the first device of its kind ever patented in 

this country, and 
the inventor was 
Commodore Jas. 
Barron, of the 
navy, a name fa- 
mous for gallant 
service in the 
war of 1812. The 
date of the pat- 
ent is November 
27, 1830, and 
from its specifi- 
cation we extract 
the following 
brief description 
of its operation : 
Within the box 
shown near the 
head of the couch 
is placed a train 
o f clockwork, 
which moves a 
crank, shown in 
the left hand 
lower corner of 
the case. This 
crank actuates a 
pitman which,by 
means of a ver- 
tical arm, oscilla- 
tes a rock shaft, 
supported as 
shown by two 
horizontal rods 
projecting from 
the box. To the 
upper arm, ex- 
tending f/om tl e 
rock shaft, is con 
nected the faD, 
which is thereby 
freely vibrated , 
while suspended 
from the ceiling, 
by suitable 
means. 

In an old vol- 
ume of the Jour- 
nal of the Frank- 
lin Institute, we 
find an abstract 
of this patent, 
accompanied by 
editorial com- 
ment to the effect that " it is certainly a very complex 
mode of attaining the proposed object. We should find no, 
difficulty in making a much more simple instrument for the 
purpose," a view which, perhaps, some scores of inventors 
have, since the date the above was written, demonstrated to 
their own, if not to the public's, perfecc satisfaction. We 
need not add that, in this case, for obvious reasons, we omit 
our usual peroration beginning Mfor further in- 
formation," etc. 

■ # O n» 



plication of the same idea impro ced, altered, and carried 
apparently to perfection. The one, indeed, indicates the 
higher attribute, originality ; the other, in its relation there- 
to, forms but a mark on an onward path which, while serv- 
ing as a limit of present advancement, attained through the 
aid of past experience, must, in its turn, be left behind and 
forgotten, as that experience, augmenting, enables the en- 
grafting, upon the pristine stock . of newer, better, and more 
useful conceptions 



Discovery of Amerita-Coliiinbas Anticipated 

Interesting relics of the early discovery of Amer- 
ica occasionally turn up. At a late meeting of the 
Mexican Geographical Society, Mr. Bliss stated 
that some brass tablets had been lately discovered 
in the northern part of Brazil, and not far from the 
coast, which careful examination had shown were 
covered with Phoenician inscriptions, telling of the 
discovery of America five centuries before Christ. 
The tablets had been acquired by the Museum of 
Rio Janeiro, with whose director he was personally 
acquainted, and the connection of this gentle- 
man with the discovery of the tablets was in itself 
a guarantee of the correctness of the report. The 
inscriptions, so far as yet deciphered, relate that, 
from a port on the Bed Sea, a Sidonian fleet sailed, 
and, following the east coast of Africa, doubled the 
Cape ; thence following the African west coast, pro- 
bably with the southeast trade winds of the south- 
ern latitudes, until the northeast trades, pre- 
venting further progress northward, forced the 
prows of the vessels across the broad Atlantic. At 
j any rate, according to Mr. 'BYisb, the tablets record 

■ the fact of the Phoenician fleet having reached the 

Americas five centuries before Christ, at some point now 
known as northern Brazil ; that the tablets give the number 
of vessels, the number of the crews, the name of Sidon as, 
their home, and, indeed, various very interesting particulars. 
Mr. Bliss has promised, when he acquires further particulars , 
to hand them to the Society. 

' - m <#-» m — ■— — 

A GIGANTIC passenger depot, the largest in the world, ia 
now in process of erection at Jersey city, N. J. 
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The Preservation of Wood. 

When a country is first cleared, and timber is plenty, the 
only desire of the settler in iegard to it, seems to b« to destroy 
as much as possible with the least amount of labor. After- 
wards, however, the opposite course is taken, and endeavors 
are made to preserve it, and prevent waste and decay. 

Many ni' thods have been proposed for preserving timber, 
varying somewhat according to the use to which it is to be 
put, and the situation in which it is to be placed. These 
may all, however, be divided into two great classes ; namely 
those which preserve the wood from external influences by 
forming an impervious coating on the outside, and those 
which consist in impregnating the wood with some substance 
which will enable it better to resist the action of fermenta 
tion and decay. 

The first of these classes includes all paints and similar 
substances. In order to render paints effective, it is neces- 
sary that tbe wood shall be well dried before their applica- 
tion, as paint applied to the surface of wood which is filled 
with sap will tend to hasten, rather than retard, its decay. 
This it does by confining the juices of the timber and pre- 
venting the drying of the wood that would otherwise take 
place. The first paint that was used was most likely the 
native bitumen and asphalt that oozes from the ground in 
many par's of the world, and to this day we have nut found 
any more effective substitute. But this is objectionable from 
its odor, the long time it occupies in drying, and its dark 
color ; so that in the course of time other substances were 
substituted for it. Prominent among these ate the so-called 
drying oils. Certain oilp, such as linseed and poppy, have 
the property of drying when exposed to air, and forming a 
gummy mass. This protects the wood from the action of 
air and rain. But oil alone has but little covering power, 
and a substance painte.i with it retains almost its natural 
color, or at most is only darkened. In order to vary the 
color and more thoroughly cover up any defects in the work, 
and at the s .me time hasten the drying of the paint, it is 
customary to mix certain earthy substances with the oil. 
Chief among these is ceruse, or white l«ad. This gradually 
combines with oil and forms a hard mass. In order to 
hasten the drying of the oil, it is frequently boiled before 
being mixed with the lead. The lead pain', made by mixing 
proper proportions of rarbonate.of lead with boiled and raw 
oil is undoubtedly one of the best and most permanent sub- 
stances that can be applied to ihe surface of wood; but un 
fortunate'y it is expensive, and the use of the lead is objec- 
tionable on sf.nitary grounds, the workmen emplo.ved input- 
ting it on being subject to sesrere colic and paralysis from 
the poisonous effects of the lead. On the ground of cheap- 
ness, sulphate of baryta is frequently substituted for part of 
the lead, and, in fact, in some cases for almosi the whole. 
This, while it is not poisonous to use, possesses an inferior 
covering power ; that is, it takes more coats to prodn.ce the 
same effect, and as it does not combine with the oil, it is lia- 
ble after a time to chalk ofi* 

Another substitute for lead is oxide of zinc. This is also 
not poisonous to the workmen, when free from arsenic, but 
it possesses little mote covering power than baryta. 

Quite frequently a mixture of lead, baryta, and zinc, is 
employed. Its chief recommendation is its cheapness. For 
painting in localities that are exposed to sulphuretted hydro- 
gen, such as houses on the docks of large cities, a zinc or 
baryta paint is superior to one containing lead, as it does 
not blacken. Many attempts have been made to utilize va- 
rious chemicals for painting purposes, and there is an end- 
less vari.ty of so-called chemical paints in the market. 
Piominent among these is the "Averill" paint, in which 
water glass or silicate of soda is a lea ding ingredient ; but 
the general fault of all these paints is that, whtn made thin 
enough to work \jith ease, they do not possess sufficient 
body, so that wh$| is saved in the original cost of the paints 
is expended in the labor necessary to put them on. 

Paints of different colors generally depend upon white 
lead for their body, and derive their color from mixtures of 
various earths and oxides. For almost all the shades of red 
and brown, oxide of iron is used, under the various names 
of Venetian red, umber, terra di Sienna, brown ocher, yellow 
ocher, red ocher, etc. , the various colors being due to the 
way in which it is prepared. 

Oxide of chromium furnishes chrome green ; oxide of cop- 
per, combined with various acids and with arsenic, gives 
v- rious greens ; lead combined with chromic acid forms the 
chrome yellows, the different shades being due to the man 
ner in which they are prepared. For blue, we have Prus- 
sian blue, which is not very permanent, ar.d of late years 
ultramarine, which is the best and most permanent of all 
colors. 

Bed lead, or oxide of lead, and sulphide of mercury give 
the most brilliant red ; while for black, nothing is superior 
to carbon in the form of lamp black. For special purposes, 
such as painting the bottoms of ships or piles exposed to the 
action of the water, coarser kinds of paints are employed. 
The base of many of these is tar dissolved in naphtha; this 
is mixed with some substance such as oxide of copper, 
arsenic, or an alloy of copper and antimony, which is sup- 
posed to prevent the adherence of barnacles and other 
marine animals and plants. India rubber, dissolved in 
naphtha, has been used for the same purpose ; lime soaps 
have also been proposed for this use. No aubstanci has, 
however, been discovered that will resist the action of salt 
water more than a few months without requiring renewal ; 
nothing that is known to chemists being absolutely insolu 
bla in water. Lately there has been quite a flourish of 
trumpets over a certain compound invented in England by 
Count Szerelmy, and called zopissa. This is essentially a 
paint composed of boiled linseed oil, brown umber, lime 



water, sulphate of copper, Prussian blue, copperas, burn 
clay, calcareous silex (whatever that may be), litharge' 
asphalt, red lead, gum animi, and turpentine. It was Jproba" 
bly through mere modesty that the inventor stopped after 
adding these ingredients and did not continue through the 
drug shop. The paint is no better and no worse than one 
containing an impure oxide of copper for pigment, and lin- 
seed oil and asphaltum for the menstruum. It will no 
doubt protect the wood to which it is supplied in sufficient 
quantities, from external action, so long as it lasts. — Boston 
Journal of Chemistry. 



Recent Researches on the Physiological Action 
or Light. 

The arrangements by which the mind is brought into re- 
lation with the outer world are — (l)a terminal organ, such as 
the retina, or the intricate structures of the internal ear, or 
the touch corpuscles of Wagner, for the reception of impres 
sions from without ; (2) a nerve. endowed with a special sen- 
sibility peculiar to the sense for the conveyance of influences 
from the terminal organ to the brain ; (3) a sensorium or brain 
in which, on receiving these influences, changes occur which 
give rise to the phenomena of consciousness. 

The nature of the specific change produced on theterminal 
organs by the action of external stimuli has not hitherto been 
experimentally examined. Let us take the case of the eye. 
Numerous hypotheses have been advanced. The action of 
light on the retina has been conjectured to be a mere com 
munication of vibrations, an intermittent motion of portions 
of the optic nerve, an electrical effect, a heating effect, or a 
photographic effect like that produced by light on a sensitive 
surface ; but up to this time there has been no experimental, 
evidence in support of either of these views. 

The result of investigations made by Mr. Dewar and Dr. 
McKendrick, of Edinburgh, communicated to the Rr.yal So- 
ciety of Edinburgh, has been to show that the specific effect 
of light on the retina and optic nerve is a change in the elec- 
tromotive force of these organs. They have I een able to 
demonstrate this by the use of the well known arrangement 
of Du Bois-Raymond for collecting electric currents from an- 
imal structures. 

From each of the troughs a wire passes to a key so as to en- 
able the experimenter to stop the current at pleasure, and 
thence the current passes to the galvanometer. They then 
lay the eye on a glass support between the cushions, 
and carefully adjust the points so that the one touches the 
cornea and the other the transverse section of the optic 
nerve, or the one may touch the surface of the nerve and the 
cither its transverse section. When the optic nerve of the eye 
to be'operated upon and the cornea are brought into connection 
with the galvanometer, and light is passed through the eye, 
there is at first an iacrease, then a diminution, and on the re- 
moval of light there is another increase, of the electromotive 
force. * 9 

The amount of change in the electromotive force by the 
action of light is about 3 per cent of the total. There has 
been no difficulty in demonstrating the effect in the eyes of 
the following animals, after remov.l from the body : reptiles, 
snakes ; amphibia, frog, toad, newt : fishes, gold fish, stickle- 
back, rockling; Crustacea, crab, swimming crab, spider 
crab, lobster, hermit crab. The greatest efiect was observed 
in the case of the lobster, in the eye of which Messrs. 
Dewar and McKendrick found a modification in the electro- 
motive force by the action of light to the extent of about 
ten per cent. With the eyes of birds and mammals, they 
had great difficulty . It is well known that, in these ani- 
mals, the great source of nervous power is abundant supply 
of healthy blood. Without this, nervous action is soon ar 
rested. This law, of course, holds good for the retina and op- 
tic nerve. When, therefore, they removed the eyeball with 
nerve attached, from the orbit of a cat or rabbit recently 
killed, and placed it in connection with the clay points, 
they found a large deflection of the galvanometer which quick- 
ly diminished, but all sensitiveness to light disappeared with- 
in one or two minutes after the eye had been removed from 
the animal. This fact of itself show3 that what has been 
observed is a change depending on the vital sensibility of 
the part. It was therefore iiescessary to per'orm the exper- 
iment ou the living animal uflder' chloroform. By so fixing 
the head that it could not move, and by removing the outer 
wall of the orbit so as to permit the clay points to be applied 
to the cornea and nerve, ths same results have been obtained 
in the case of the cat, rabbit, pigeon, and owl. 

Wi'hout going into minute detail, which the space allowed 
for this short article will not admit of, the results of this in 
quiry have been as follows : 

1. That the specific effect of light on the eye is to change 
the electromotive force of the retina and optic nerve. 

2. That this last applies to both the simple and to the 
compound eye. 

3. That the change is not at all proportional to the amount 
of light in lights of different inten>ities, but to the loga- 
rithm of the quotient, thus agreeing with the psycho physical 
law of Ffchner. 

4. That those rays, such as the yellow, which appears to 
our consciousness to be the most luminous, affect the elec 
tromotive force most, and that those, such as the violet, which 
are It ast luminous, affect it least. 

5. That this change is essentially dependent on the retina, 
because, if this structure is removed while the other struc- 
ture of the eye lives, though there is still an electromotive 
force, there is no sensitiveness to light. 

6. That this change may be followed into the optic 
lobes. 

7. That the so-called psycho- physical law of Fechner does 
not depend on consciousness or perception in the brain, but 



is really dependent on the anatomical structure and physi- 
ological properties of the terminal organ itself, inasmuch as 
the same results as to the effect of ligh' are obtained by 
the action of the letina and nerve without the presence of 
brain. 

The method of investigation pursued by Messrs. McKen- 
drick and Dewar is applicable to the other senses, and opens 
up a new field of physiological research. The specific ac- 
tion of sound, of the contact of substances with the terminal 
organs of taste and of smell, may all be examined in the same 
manner ; and we are in hopes of soon seeing results from 
such investigations. — Nature. 

Saddle Trees. 

A correspondent, R. C. , of Texas, remarks that his State 
has always been famous for the production of saddle trees ; 
end although California and other States have been rivals, 
Texas has always stood first on the list. "The ordinary plan 
of making a saddle tree is not only tedious but incorrect, 
owing to the want of an accurate plan, and the consequent 
use of guesswork. I claim to have produced a simpler plan, 
by which a man, using patterns, can make a good saddle 
tree. Within the last few years, several makers have con- 
ceived plans to make saddle trees that would allow the fas- 
tenings to rest on the front end of the side boards, and the 
front part of the seat on the side boards and on both fides of 
the prongs of the horn piece, forming not only the fastenings 
but a part of the rig also. 

The tree was a desirable one on its claims ; but there was 
a serious objection to it. The projecting part of the side 
board * in front of the horn tapered down straight with 
pointed or square corners so as to admit of the fastenings; 
and so the bottom part of the side boards had to be made 
straight, with a straight twist, and the ends in front would 
hurt the horse's shoulders. To remedy that def - ct, I cut the 
side boards tapering back towards the seat far enough to 
receive the prongs of the horn and the fastenings. This 
flaring or tapering twist also enabled me to change the 
entire shape and bearings of the tree, making a general im- 
provement on the whole arrangement." 



Uses of Waste Paper. 

A writer in one of our exchanges (we have forgotten 
which) says that few housekeepers are aware of the many 
U3es to which waste paper may be put. After a stove has- 
been blackened, it can be kept looking very well for a long 
time by rubbing it with paper every morning. Rubbing 
with paper is a much nicer way of keeping the outside of a 
tea kettle, coffee pot or tea pot bright and clean, than the 
old way of washing it in suds. Rubbing them with 
paper is also the best way of polishing knives and tin ware 
after scouring them. If a little soap be held on the paper 
in rubbing tinware and spoons, they shine like new silver. 
For polishing mirrors, windows, lamp chimneys, etc., papeT 
is better than dry cloth. Preserves and pickles keep much 
better if brown paper instead of cloth is tied over the jar. 
Canned fiuit is not apt to mold if a piece of writing paper, 
cut to fit each can, is laid directly upon the fruit. Paper is 
much better to put under carpet t! an straw. It is thinner 
warmer, and makes less noise when one walks over it. Two 
thicknesses of paper placed between the other coverings on 
a bed are as warm as a quilt. If it is necessary to step upon 
a chair, always lay a paper upon it, and thus save the paint 
and woodwork from damage. 

— « ♦■ «• 
Watering House Plants. 

The English Garden is inclined to dispute the rule that 
water " should be given in moderately small quantities, and 
supplied frequently." If the causes of failure where plants 
are cultivated in windows were minutely investigated, the 
dribbling system of watering would be found to be the prin- 
cipal cause. A plant ought not to be watered until it is in a 
fit condition to receive a liberal supply of that element, 
having previously secured a good drainage, ia order that all 
superabundant water may be quickly carrie I off. Those 
who are constantly dribbling a moderately small quantity 
of water upon their plants will not have them in a flourish- 
ing condition for any length of time. This must be obv bus 
to all, for it is quite evident that the moderately small quan- 
tity of water frequently given would keep the surfacs of 
the soil moist, while at the same time, from the effecls of 
good drainage, which is essential to the well being o: all 
plants in an artificial state, all the lower roots would pirish 
fur want of water, and the plant would become sickly and 
eventually die. 

■ » «# » » -*■■ 

A French writer, in estimating the future of schnce, 
points out that in fifty or a hundred years' time the Enjlish 
language will in all probability be spoken by eight hun- 
dred and sixty millions of individuals, while the Geman 
will be the language of one hundred and twenty million and 
the French of sixty-nine millions only, and that in onse- 
quence science is likely to seek English channels of piolica- 
tion, scientific books having at best a limited sale and lects- 
sarily seeking the widest audience. 

_#h-« 

Narrow GAGE passenger cars, as generally constucted, 
stand thirteen inches nearer the rail, and have ab^ut fifteen 
inches less overhang at the side ; hence, the center of /ravity 
is considerably lower than on the standard gage, makng the 
car ride very steadily, and with less oscillating motion than 
is usually observable upon the wide gage. The seatnthirty- 
six to a car, are arranged double on one side and siigle on 
the other, with the order reversed.midway of the caj to dis' 
tribute the weight equally. 
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DECISIONS OF THE COURTS. 

United States Circuit Court—Southern District of 

New York. 

PATENT MAGIO RUFFLE— ELM CITT COMPANY VS. GEO.H. WOOSTEE. 

Wooivkuff, Circu't Judge: 

The testimony In this case Is very greatly conflicting or very much of It 
is not entitled to credit, either because, In my opinion, the witnesses exag- 
gerate their asserted achie vements, erroneously t-tate the time, or describe 
inventions which did not In f ct embrace the patented invention, nr refer to 
crude or Imperfect endeavors to Imitate the a Magic Ruffle", which appears 
to have been popular at the time when, according to the evidence, many 
were seeking to compete with ihose engaged in I s manufacture. 

After a lahoriouB examination of the evidence my . onclURions are: 

First, the patentees were the first inventors of the plaiting attachment 
mentioned in the patent described in the bill ot complaint, and on which 
the buIc ts founded. 

Second, the defendant haB infringed the rights of the complainant, as 
assignees of the said patent. aB alleged in the bill of complaint, by the use 
of a plaiting attachment embracing the said patent invention. 

Third, the said patent Is not void on the ground that there was any 
fraudulent misrepresentation in fhe specification annexed to the patent 
No such fraudulent misrepresentation is proved. Nor is the patent void 
upon the ground that the invention was not the joint invention of the pat- 
entees. The testimony proves such Joint invention most clearly and dis- 
tinctly. 

There was no such sale of the patented machine or apparatus two years 
before the application for a patent as renders the patent void. An agree- 
ment for the transfer of tht invention for the joint benefit of the inventors 
and those who will advance money for the manufacture or use < f the ma- 
chines Invented, not carried into execution, and unaccompanied by any 
public une of the machine, but being prospecilve In Its character, not con- 
summated until within the said two years, does not in my opinion afiect 
the validitv of the patebt. 

Fourth, I find no ground upon which -o hold that a corporation, created 
by the law of a State without the limits of this federal judlcialdlstrict may 
not maintain a suit here for an infringement of their rights committed 
nere. 

These conclusions necessarily require a decree in favor of the complain- 
ant, according to the prayer of the bill. 

It Is obvious that the defendant has Introduced testimony which was not 
admissible as a defence, relating to the knowledge and use of the invention 
by persons not mimed In the answer, to some or all of which objection was 
made by the complainant on the taking of testimony. I have not, however, 
regarded the objection in my consideration, because the briefs submitted do 
not Involve a motion to strike out such testimony, and my conclusions are 
therefore founded on all he proofs. 

Let a decree be entered for the complainant awarding the relief prayed 
for. 



Inventions Patented In Kngland by Americans, 

fCompiled from the Commissioners of Patents' Journal.] 
From July 19 to July 21, 187S, Inclusive. 
Distributing Fluids, et .—CO. Wheeler (of Cnicago, 111.), London, Eng. 
Lifs Pkesebveb.— E. II. Coyswell, New York city. 
Spinning Wool.— J. G. Avery, New York city. 

HEW BOOKS JiND PUBLICATIONS. 
Chimneys for Furnaces, Fire Places, and Steam 
Boilurs. By R. Armstrong, C. E. No. 1 of " Van Nos- 
trand's Scieuce Serius." Piice 50 cents. New York: 
D. Van Nostran *, 23 Murray and 27 v\ arren Street. 
We are pieased to set; an Issue of handbooks on practical subjects com- 
menced with bo excellent a Bpecimen as the work before us. The chimney 
has always been the builder's puzzle and the occupier's torment ; and some 
practical, well digested reason ng on the subject, by a thoroughly capable 
writer, will be found in this neat little volume. The reputation of the pub* 
Usher will gaarantec the continuance of the series with similarly excellent 
treat sea. 

The Canadian Ornithologist, a Monthly Record of In- 
formation relating to Canadian Ornithology. Edited b> 
Br. A. M. Rosa. Price 15 cents per mouth. Toronto: 
Willing and Williamson. 
An excellent little magazine, entertaining to many who live beyond the 
borders of the British Provinces. It appeais t<> be written by contributor 
w ell versed in the most interesting branch of natural history. 

The Art qf Shooting on the Wing, w.th Hints and 
Recipes for the Use of Sportsmen. Bv An Old Game- 
keeper. Price 75 cents. New York : The Handicraft 
Publication Company, 37 Park Row. 
A practical and well written handbook, especially adapted for the use of 

young sportsmen, as it gives sensible advice on the manipulation of Are 

arms and the rules and etiquette of the field. 
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I.ti proved Metallic Clasp. 

Charles Marshall, Lockport, N. Y — Trie object of this device is to fur- 
nish ready and convenient means tor holding or supporting drawers or 
overalls when a button falls, for hanging up hats and other article*, of 
clothing, or for supporting ladles' drcBseB, etc. The clasp Is attached tothe 
article by putting the teeth against the cloth to be fastened, when the 
slide Is turned one side, and then back over the teeth There is a slight 
spring to the slide, wnich holds it ia place and makes the attachment se- 
cure. As manufactured for use, the cUsp does not exceed the weight of 
an ordinary metal button. 

Improved Sewing: Machine. 

John Albert Smith, ColumbuB, Ohio.— This Improvement consists In a 
new combination of machinery, by which rotary motion Ib imparted to the 
shuttle. Arctary disk for carrying the shuttle carrier is mounted on the 
end of the pulley Bhaftand 1b arranged with its face, to which the cariieri? 
pivoted, in the plane of the needle, bo that the carrier will pass the needle 
close to its Bide, suitably for passing the Bhuttle through the loop. The 
carrier is connected to it by a pin which is fitted into the diBk so as to turn 
therein, and is eonnected by a universal Joint with a rod, which is similarly 
jointed to the frame bo that It can 3wlng with the pin around the axis of 
the Bhaf t, but not turn itself, and thuB prevent the carrier from turning as 
it swings around with the disk. 

Improved Hal-Tester. 

Elgin M. Awrey, Caistor, Canada.— This invention has for its object to 
furnish an improved device by means of which the table or finger bar may 
be raised, when desired, by the advance of the macnlne, thus dispensing 
with the ordinary levers and keeping the machine free for the operation of 
the self rake. 

Improved Hog Trap. 

Aaron B. Be Vore, Talkington Township, 111 —This Invention isanlm- 
provement In a crib or stocks for holding or confining hogs. The bottom 
inclines downwardly toward the head lock and falls considerably below the 
front beam, so aB not to afford a foot rest by which the hogs can push back 
and pull out of the lock. For small shotes a secondary pen or crib is ar- 
ranged In the large one to contract the space suitably for them. 

Improve I Washing Machine. 

John W. Conroy, Terry, Miss.— By suitable construction, by adjusting a 
nu' , a jointed rubbing board may be held up against a corrugated cylinder 
with any dasired pressure, so that the said cylinder may carry the clothes 
along the rubbing board, and at the same time rub them, thus washing the 
clothes quickly and thoroughly. 

Improved Rotary Hog Scraper. 

Robert Fyfe, New York city .—This invention consists of arotary Bcraper 
with blades adapted for scraping oft the hair, bristles, etc., of scalded 
hogs, with handleB by which to hold it when it is revolving, andajolnted 
driving shaft worked by a pulley or other driv'r g gear. It Is very simple 
in construction and said to be usetul and convenient in action. 

Improved Self Closing Faucet. 

Alexander Brlnckminn, New York city.— This indention relates to Im- 
provements on faucetB of the kind having swivel discharge tub^s, which 
tabes, when in one position, are closed and stop the outflow of water, 
while in the other position they communicate with the water supply, are 
open, and allow the water to flow out. Whenever It is desired to have the 
water flow out, the horizontal tube is turned by hand to open the aperture, 
and is held so as long as neces-saty : but as soon as this tube is let go, the 
pressure of water aganst another piston immediately causes the vertical 
tube to swing closed. 



Improved Manufacture of Wadding. 

Andrew Chambers, Providence, R. J— It Is proroecd to manufacture 
waddingB of old delaines, and other part cotton and part wool goodB, b; 
nickingthe stock Into sufficiently fine and soft particles to form asoft fine 
lap.and then paBBlng it directly from the machine in which It 1b made 
through a bath composed of a solution of resin, cauBtic soda, and alBO col- 
oring matter. > he solution saturates the lap throughout and secures the 
fiber so as to make as good and strong an article as the ordinary long fiber 
and yet does not injure the fiber in respect to the light, crispy nature which 
It is necessary for all good waddings to possess. It is also proposed to ap 
ply a dressing of plaster of Paris to the surfaces of the wadding as It 
passes out of the bath, to glaze it and prevent It from sticking, by passing 
it between a couple of boxeB containing the plaster, and brushes for throw- 
ing it on the wadding as It passea along. The claims cover both the man- 
ufactured article and themechanism by which the wadding is made. 

Improved Clothes Dryer. 

Almeron Graves, Roscoe, 111.— The central vertical standard upon which 
the device for drying clothes revolves has feet pivoted to a sliding socket 
collar and braceB. The bracesarealso at their upper ends pivoted to a 
similar socket cellar, which moveB loOBely upon the vertical standard. 
The lower ends of the feet are made faBt to the ground by suitable pins 
driven through loops. The number of braces is equal to the number of 
feet employed. A series of semi-vertical brace arms, which at iheir base 
are pivoted to a socket collar similar to those above described, tor us a base 
tor the drying apparatus. These brace arms are also at their upptr ends 
pivoted to an equal number of radial arms which also are at then inner 
ends pivoted to another similar Bocket collar. The whole series of arms 
are provided with a network of clotheB lineB. Cords pass over pulleys, 
having their outer ends attached to one of the radial arms at opposite 
sides of the dryer, and are used to fold up the dryer like an umbrella. 

Improved Device for Manufacturing Jewelry Bases. 

Shubael Cottle, New York city .—This invention coneiBtB in a peculiarly 
constructed former combined with a «iebarnisher and mandrel. A blank 
has a bottom and barrel at a Bharp angle to each other. The former is 
made In sections. The female die is made with a detachable bottom for 
convenience in removing the blank, and with a Bhouider in its cavity, 
leaving a space around the barrel of the blank, when said blank is inserted 
in said die. A plunger is made with a square edge, and a recess having a 
rounded angle. The former is placed in the blank and the blank is Inserted 
within the Bhouider of the die. The plunger is then brought down upon 
the edge of the barrel of the blank, turning the said edge inward over the 
former, producing the blank. The blank 1b now placed in a hoUow man- 
drel, and whUe the mandrel iB being rotated In a lathe, a burniBher is held 
against the turned over edge, which Is IhuB pressed down upon theformei 
until it has a sharp angle. The blank is now taken out of the mandrel, and 
th3 middle section of the former is removed, and subsequently the others, 
after which the bottom is cut out eo as to produce a blank which consiBtF 
of three curved strips, two being horizontal, and the other, which connects 
them, vertical. 

Improved Tobacco Transplanter. 

Clement E. Bates, South Deerfleld, MaBS.— ThiBinvention has for its ob- 
ject to f urnlBh an improved machine for transplanting tobacco plants. In 
using the machine, one of the pans, a number of which have been Drev- 
ously supplied with plants, is placed upon the upper platform, the handle 
is grasped by the left hand, and a lever poshed forward bo that a plant is 
dropped through a tube to rest In a cup formed by plates. Tbe instrument 
Is then pressed down upon the ground and the lever drawn tothe rear- 
ward. This forces the plates outward and edgewise through the soli, and 
at the Bame time moves the paddles inward and sldewise through the soil, 
presslngsald soil around theroots of the plant. The Instrument Is then 
raiBed from tbe ground, the lever pushed forward, another plant inserted 
In the tube, and so on. 

Improved Vise. 

Daniel S. Coe, New Hartfora, Conn., assignor to Chapin Machine Com- 
pany, of Bame place.— This Invention haB for its object to furnish an Im- 
proved bench vise. Upon the inner endB of screws are secured small gear 
wheels, the teeth of which mesh into each other, sj that by turning the 
r^jrtt screw thejeft screw will be turned in the opposite direction, and the" 
two screws will work together to carry the movable Jaw back and forth, 
exactly parallel with the stationary jaw. 

Improved Dress Protector. 

Adolph Herrmann, New York city.— This invention is designed to furnish 
an Improved dress protector which shall be bo constructed that when an 
edge becomes worn it may be reversed, and thus made to do double service. 
The invention consists iu folding the material longitudinally so that its 
edges may meet or overlap each other along the central line, plaiting it 
transversely, and securing the plaits by two rows of stitching about equal- 
ly distant from the edges of the protector and from each other. 

Improved Iron Railway Tie. 

Charles W. Gulick, New Brunswick, N. J.— ThlB invention furnishes an 
improved cross tie and fastening for railron d railB, which Bhall support and 
Qrmly Becure the rallB in place. The invention consists inwrought iron 
i ies for railroad tracks, having ti-ansverse flanges formed solid upon them 
ro form grooves to receive the rails, and having holes formed throughthem 
to receive the clampB. 

Improved Dies for Plain Finger Rings. 

George Krementz, Newark, N. J.— This invention 1b an improved device 
for enlarging and flushing plain finger rlngB. The lower or stationary die, 
which has a hole formed through it of Buch a size as to allow a plunger t > 
pass through it freely. In the upper end of the hole is formed a rounded 
recess to receive the ring. The plunger is made tapering or conical, and 
with its upper part of exactly the sizerequirrd for the ring. Upon the upper 
end of the plunger Ib formed a tenon to enter a hole in the lower end of the 
holder, by which the said plunger is forced through the ring. In using the 
device the ring is placed in the recess of the die, and the plunger Is forced 
through it by the holder, bringing the ring to exactly the required size, and 
leaving it perfectly true. The same inventor has also patented an Improved 
mode of making plain finger rings without a joint. The invention consists 
in two sets of dies for forming a Jointless ring from a solid ring plate. 
The half round ring plate is laid, roundedBlde downward, in the flaring up- 
per end of the cavity of a die, and the plunger brought down upon it, which 
forces it into the lower part of the cavlry of the die, giving it a Bomewhat 
conical form, and producing the conical ring. The latter is placed, larger 
edge dowuward.in thecavlty of thedle.and the tapering part of the plung- 
er forced into it, which forceB the smaller edge of the ring outward, while 
the taper ot the cavity of the die forces its longer edge inward, and pro- 
duces a ring convex upon ItB Inner surface and half round upon its outer 
surface. The ring may then be finished, enlarged, and sized in the ordinary 
manner. 

Improved Pencil Case. 

SamuelS. Rembert, Memphis, Tenn.— ThlB invention is an improvement 
in calendar pencil cases; and consists in providing the case with a perfo- 
rated cap and a scale of lineal measurement, whereby the same Is adapted 
to be applied to pencils of any length and to be used as a rule or measure in 
determining the length or other dimension of any object. 

Improved Machine tor Sawing Tenths. 

Alexander RodeerB, Muskegon, Mich.— This invention consists of a gang 
of circular saws on a horizontal arbor, in different sizes, with an inclined 
table and feed rollers so arranged that lath and other like stuff may be 
Bftwn obliquely to the sides, to produce bevel edged strips by saws on a 
horizontal arbor. The invention also consists of one or more feed rollers 
made slightly conical, and provided with spiral ribs arranged to force the 
piece to be sawn to the guide and keep it there, as well as to feed it to the 
saws. 

Improved Glove Fastening. 

Horace P. Carver. Blnghamton, N. Y.— This Invention Is intended to pro- 
duce a new fastening for kid and other gloves, and it consists of a ptn sup- 
ported firmly by the projecting parts of a p'ate attached to one side of the 
glove, which catches between colled parallel springs of a plate attached to 
the other Bide of the glove, so that they, In combination with the action of 
tbe supporting side plate of the pin on the ends of the springs, firmly hold 
the parts together. 



improved Adjustable Scaffold. 

John S. Tilley, West Troy, N. Y.— For adjusting the scaffoldB of wall 
plasterers and ceiling decorators, high or low, rccordirg to tie right of 
the room, it 1b proposed to have sho-rt trestle heads mounted on three legs, 
with a vertically adjusting standard In each head having a fastening to 
hold it at any hight, and having a couple of plates clamped to it at each 
side near the top, bo that they can be readily adjusted to form, with the 
standard, aThej.d whereon the scaffold hoards may rest flatwise, when, 
as in the case of decoi ating ceilings, It is desirable to build broad scaffolds 
by laying the scaflold boards or planks, extending from one trestle head to 
another, and arranged edgewise to support the scaffoldboards. In order to 
pack the benches the legs are Jointed to them so a& to fold over on the sides. 
When in use the ends of the legs bear against the walls or iboulters of the 
notches, and so transmit the foice directly from one to the other without 
injury to the Joints. 

Improved Box Scraper. 

Abraham Tester, Brooklyn, N. Y., assignor to himself and John CunniDg* 
ham, of Fame place.— ThlB invention haB for its object to cons true t a Bcraper 
which is used on packing boxes ships, etc., with a movable blade, so that 
the same may be sharpened when worn, and adjusted to asuitable angle for 
useiu any desired position. The invention consiBts in pivoting the blade 
to the bifurcated handle of the instrument and in connecting it therewith 
by means of a pivoted brace, so that it can be Bwung into suitable position 
and rigidly held therein. 

Improved Invalid Bedstead. 

John Rohinson, Madison Station, Miss.— This Invention consists of an 
improved bedBtead, which is bo constructed that the head part of the bed 
bottom may be raised and lowered gently and gradually to any desired 
extent, so aa to change the position of the perBon lying upon the bed. To 
the head partB of the slats is Becured a crosB bar, to the lower side of the 
end3 of which are attached sockets to receive the upper end of rods, the 
lower ends of which are pivoted to nuts, through which pass the end parts 
of another rod, upon one half of which is cut a right screw thread, and 
u on the other half a left screw thread, so that when the latterrod is turned 
In one direction the nuts may move toward each other ; and when the said 
rod Ib turned lu the other direction, the said nutB may move from each 
other, thus lowering and raising the head part of the bed bottom aB may be 
desired. 

Improved Metal Window Sash. 

John D. Moran, New York city.— This invention consists in making the 
oval headed T shiped moldings for Bhow windows by first forming an oval 
or seml-eiliptical bar ol lead with a groove in the fl it side for the base of 
the head of the moldtnsr, by forcing the head through a die of suitable form 
In the manner of forming lead tubeB. Second, in drawing the silver plated 
cover of sheet metal upon the said lead bar, by forcing a flat strip of the 
covering metal and the lead bar through a die plate together. Third, in 
soldering the iron bar which constitutes the vertical portion of the T to the 
te id bar by heating one edge of theironbarln a bath of solder and tinning 
it at the same time, and then laying the tinned and heatert edge in the 
groove of the lead bar, whereby they become united, the iron bar heating 
the lead bar sufficiently to cause the union of the lead with the tlnnpd sur- 
face of the Iron when they become cool. Fourtn, In mak'ngacheap bar 
or moiling f jr inferior work, where th a plated molding will be too dxpen- 
sive, by uniting the lead <rnd metal bars, as above described, without the 
plated metal covering for the lead bar. 

Improved Mirror Holder. 

William Simpson, Berlin, Canada.— The object of this Invention is to sup 
ply a neat and simple device by which a mirror may be suspended at any 
desirable Inclination toward the wall. The invention consists of a V shaped 
holder, of strong wire, bent forward and attached to the sides of the frame 
of the mirror in Buch a mann er that the same may be Inclined at pleasure. 

Improved Apparatus lor "crapinsj Hogs. 

Orison McNeil and . J eter W. Dalton, JerBey City, N. J.— This invention 
consiBtBinan arrangement of carrying rollers with scraping blades and a 
chain, the last being used for drawing the hogs over the rollers and between 
the bladeB. 

Improved Heating Stove. 

Jacob L. Ring, Mt. Pulaski, 111.— This invention constats in a novel mode 
of combining the main parts of a heating stove. A central upright tube 
extends from beneath the stove hearth into the hot air chamber, which is 
sum unded by the drum, leaving a space between the two, from which the 
smoke and gaseous products escape to the chimney. On top of the air 
chamber is a perforated cylinder covered by a cap, surrounded by a perfo 
rated ring. A lug is on this ring, by means of which It Is turned to allow 
the discharge of alrfr»m thechamber. The air tube may extend rp from 
the hot air chamber and conduct a current of heated air to any part of the 
dwelling. It is surrounded by the fuel in the fire box, and an active current, 
through it and through the chamber, is produced by the Intense heat to 
which it is exposed. 

Improved Paper File. 

John F. Winter, Brooklyn , N. Y.— The object of this invention is to fur* 
nlsh an improved paper file for binding letters, bills, newspapers, pamph 
lets, sheet music, etc., in a simple, elegant, and quick manner, without tear- 
ing, defacing, or otherwise injuring the papers or documents. This Inven- 
tion conBlstB of a square, round, or polygonal piece over which stilngs are 
longitudinally Btretched in suitable manner, which, in connection with 
lateral binding strings placed over a grooved or recessed part of the main 
piece and a thread and needle, bind the sheets in a manner similar to that 
of binding books. 

Improved Cotton Gin Knife Roller* 

Thomas H.Rushton and William Dobson, Bolton, England.— This inten- 
tion consists in a cotton gin knife roller provided with blades having two 
or more angles arranged in line with each other in the direction of the shaft, 
their inclined parts being parallel to each o'lier. 

Improved Sap Protector. 

Henry C, Cole and Edgar D. Sabln, Wallingford, "Vt.— The object of this 
Invention is to provide means for protecting maple sap, as it is caught in 
buckets from the tree, from Bnow, rain, leaves, etc. j and it consists in a 
screen or cover attached to the tree and to the sap bucket, and covering 
the latter. 

Improved Toy. 

Lauranee Bryan, New York city.— This invention Ib a toy for children, 
which will furnish not only amusement but exercise; and it consiBts In 
what Ib known aB the "child's wheel runner " combined with a wblsile, 
the wheel being made to operate and blow the whistle as the child pro- 
pels it. 

Improved Apparatus for Moistening the Atmosphere. 

James G. Garlaid, Biddef )rd, Me.— For mois ening the atmosphere in 
weaving and other rooms, It i3 proposed to employ an atomizer, air cham- 
ber, and condensing pump, a water cistern, reservoir, and an automatic 
apparatus for supplying the cistern and the atomizer from the reservoir 
regularly and uniformly, to be expelled to the atmosphere by the air from 
the air pressure chamber, in which it is condensed by the pump. In com- 
bination with the reservoir and cistern is a filter to separate from the 
water any solid particles that might obstruct the pipes of the atomizer 
also to purify it. The pump will, in practice, be run by power, and as many 
atomlzerB will be applied to one air chamber and cistern as may be 
demanded by 'he capacity of the room to be charged. 

Improved Machine for Cutting Tobacco. 

Francis S. Kinney, New York city.- This Invention haB for its object to 
furnish an improved machine for cutting tobacco, the Fame being con 
Btructedwlth a Bingle knife working upon Inclined bearings, and operating 
with a Blidlng shear cut upon the toDacco, which Ib placed in a box with 
sidea at right angleB and bottom parallel with Bald knife. 

Improved Die for Making Watch Case Caps and Backs. 

Silas C. Lewis, Brooklyn, N. Y —This invention cooBistB of a die of the 
usual form and ma'erial, but having, Instead of a flat surface, an eleva 
tion, whUh graduallyincreaaes from the circumference toward the center 
adjusted to the elasticity of the gold and the thickness of the covers, pro ' 
duclng a perfectly flat even plane, more accurate than If spun out. It is an 
importa nt improvement in the manufacture of gold caps and backs f© 
watches. 
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Improved Double Acting: Force Pump. 

Jehn P. Flanders, Vergennes, assignor to himself, Eli B. Hayes, of same 
place, and H. M. Mitchell, Burlington, Vt.— The cylinders are arranged on 
each side of a wide bed frame, and between them suction pipes are ar- 
ranged, rising vertically from the well anil connected to the cylinders by 
borizontalbranches at the upper ends above the check valves. Four dis- 
charge pipes rise vertically a short distance above the cylinders, and there 
continue by curves above the check valveB into a discharge box at the 
bottom, where the check valves are arranged to prevent the back flow. 
These pipes support the discharge box and the air chamber. For packing 
the pistons, the barrels in which they work are divided In longitudinal 
parts with lap Joints at the edtree, so that they can contract and expand a 
little without opening seams for the escape of water. A small annular 
channel surrounds the barrel, In which Is maintained a high degree of 
pressure by water admitted through a pipe connection. To hold the barrel 
in position and allow them to be free to expand and contract, notches are 
formed In the shell In the cylinder, and lugs in the barrels, which project 
Into the notches and hold the barrels against the end motion. 

Improved Table Dish Stand. 

Florlan Grosjean, New York city.— The esscntialf eature of the invention 
Is a stand or tray for dishes, of which the top or plate is composed of 
metal with a porcelain cover or enamel, the enamel being to conceal the 
Iron or give it a fine finish, and form the ground work for fine picture orna- 
mentation by the decalcomanic or other process. 

Improved Stop Valve. 

George W. Eddy, Waterford.N. T.— This Invention relates to that class 
of stop valves In which two disks aie arranged to move f or wardand back 
warda*. rlghtangles to the water channel In a chamber through which the 
channel passes at openings on opposite sides whereat the seats are formed 
for the disks, and onwhichthey are caused to press tightly when moved 
upon them. 

Improved Egg Carrier. 

John A.. Beam, California, Mo.— This Invention consists of a strong wood 
box In ten compartments, or tiers of paper cells, adapted to hold an egg 
upright, on the large end, the cells being formed of a paper cylinder and 
pasted or otherwise fastened together at the sides. Between each tier of 
thecells, also between the upper and lower tiers and the box sides, are 
cushions to soften the shocks. The rows of cellsalong the sides of each tier 
are prote«tedfrom the shocks aguinst the side walls by springs. The sided 
of the box are provided with projections, which prevent the box from rest- 
ng on them, so that tho egjs are secured against lying on the Bides while in 
transit. Some of the end projections of the case constitute handles for 
handling It. 

Improved Horse Power. 

William Gilfillan, Speier, Minn.— The object of this Invention iB to furnish 
a horse power for thrashing grain and other purposes. The cogs of a bed 
wheel are on tbe upper eide and engage with vertical Internal and external 
gear wheels.whleh are on a horizontal cross shaft. The power is applied, to 
a revolving frame attached to the cross shaft by Btands, by means of levers. 
arms connect the rim of the frame with the central cap. Traverse wheels 
attached, to the frame revolve through slots In the rim of the frame and 
rest upon the top of the bed wheel, and thus prevent friction. The internal 
part of the vertical wheels engage with other wheels. The exterior cogs of 
the vertical whee® engage with the cogs of the bed wheel, and thuB impart 
motion to the centralvertical shaft. 

Improved Washing: Machine. 

Moses L. Hawks, Kinderhook, Mich.— Tiiisinventlon has for Its object to 
furnish an improved washing machine of that class in which the washing Is 
done by passing the clothes back and forth between rollers, and which shall 
wash the clothes quickly and thoroughly and without injuring them, and 
without becoming clogged. A large upper roller is corrugated longitudi- 
nally, and to it is attached the crank by which the machine is operated. 
Foursmall rollers are placed beneath the large roller. By suitable con- 
struction, as the clothes pass in, the upper roller and outer small rollers 
yield so as to accommodate themselves to the thicknesj of the clotheB. As 
the latter pass out, the outer Bmall rollers upon that side yield, thus pre- 
venting clogging. By proper devices the machine is held in the tub in 
which it Is desired to operate. 

Improved Washing Machine. 

Jacob Shefller, Deselm, 111.— In using tbe machine, Uie clothes are placed 
upon a false bottom around a rotating vertical cylinder. The handle is 
grasped In the left hand to apply pressure, and a vertical roller.held between 
pivoted bars, to which the handle 1b attached is revolved with the right 
hand by means of the crank. The cylinder holds the clotheB out so that they 
will be In proper position to be operated upon by the roller, the flange of 
the said cylinder pushing the lower part of the clothes In beneath the mass, 
so that they will be continuously turning over. The outer part of the bot- 
tom, as It is rotated by the roller, moves faster than the inner part, so that 
the clothes will be rubbed as well as pressed. 

Improved Last Block Fastener. 

DavidHuard, Asnland, Wis.— This invention consists of a clasp*likefast- 
ener, pivoted to the main block of the last, which closes over the other 
block in connection with pin fastenings of the same. 

Improved Water Elevator. 

Sylvester Bennett, New Orleans, La.— This Invention consists of a station- 
ary case in the form of a hollow inverted truncated cone, inBlde of which iB 
revolving Inverted cone with one or more spiralflanges extending from 
bottom to top, and apparatus for revolving the Inner cone for raising water 
short distances in large quantities, for draining purposes and the like. 

Improved Seed Planter. 

"William J. Saffery, Bremen, Ohto.— This invention consists In combining 
a furrow opener, a seed droppei, a rolling coverer, and a guano or manure 
dropper, so that, between the seed and the guano, there will alwayB be a 
small layer of fine dirt to prevent the destruction of the vitality of the 
seed. 

Improved Pump. 

Charlie D. Kathbone, Belpre, Ohio.— This Invention consists of a novel 
construction and mode of applying a bush or lining of glass or other hard 
and durable wearing substance In the pump cylinder or stock to sustain the 
wear of the sucker or pump barrel. 

Improved Bed Bottom. 

Jonathan' V. Taylor, La Cygne, Kansas. —This invention consists of two 
pairs of bars about half as long as the bed, fixed at one end on a transverse 
pivot at the middle of the bed, one pair extending to the head and the 
other to the foot, and connecting with cross bars thereat. One cross barat 
the head and one at the foot are each connected by several tenslonBtraps 
of strong flexible material arranged ivbove the pivot, and sufficiently short 
to support thearms and cross bars, and any weight that may be placed oil 
them above the horizontal plane of the pivot. At each end there is a stop 
bolt which limits the hight to which the end may be raised, and thus pre- 
vents the other end from falling too low, In connection with the above are 
the arms provided with springs at the pivot to increase the range of the 
springing action of the bottom* 

Improved Floor. 

Levi S* Wood, Marion, Iowa.— The object of this Invention Is to provide 
means for strengthenIng.fl.oors, roofs, etc., and it consiBta in truss rods 
passed through the joists of the floor or raf terB of a roof In combination 
with bridge blocks fitted between the joists on one or both sides of each 
rod. Nuts on the rod are turned up, giving the rod any required degree of 
tension, and binding the blocksand joistsfirmlytogether. 

Improved Sharpening Machine* 

James P. Kealy and Joseph Blgney, Bridgeport, Conn.— This Inventionls 
amachlne for dressing lathe centers, and consists of a traversing grinder 
actuated by an automatic feed screw and placed In a frame adapted for be- 
ng supported In the tool post of a lathe. 

Improved Equalizing Attachment or Plows. 

David H. King and William M. Hulse, Palmyra, 111.— This invention con- 
slBtsinanimprovedmetallicloop attachment for holding the equalizing 
apparatus of a plow, and also in applying a guard bar to the chains used In 
equalizers 



Improved Fireproof Shutter. 

Isaac S. Mettler, Jersey City, N. J.— The object of this invention is to pro- 
tect bulldingsfrom flre.and It consists na metallic shield composed of 
sliding sections formed of an Inner and an outer sheet of metal secured to- 
gether at top and bottom by plates. The sections are confined In grooves 
on the Inner sides of the casings, each section having grooves of its own. 
Across the top of the shield, beneath thecapof the cornice, is a shaft hav- 
ing a pulley near each end, over which are cords attached at one end to the 
lower section and at the other end to a weight. An inwardlyprojectlng 
flange extends from each section into the groove of the adjacent section, 
so that, when the lower section Is raised, its top strikes the flange of the 
next above and raises that, and so on, each section being raised by the sec- 
tion below, so that all may be securely packed beneath the cornice and 
back of the frieze plate. The weights are intended to balance the sections 
in that position. At night, or whenever there Is danger from fire from the 
burning of adjacent buildings, the shield Is drawn down, thus forming a 
fire protector to the window or door. 

Improved Waste Removing: Device for Carding Machines. 

George W. Craner, Darby, Pa.— This invention conslBts of a brush and an 
endlesscarrier for It combined with the burr box of a carding machine, In 
such manner that It brushes out the burrs, and, by keeping it clear of 
them, prevents it from filling and the buns from overflowing upontae 
main card. 

Improved Insect Destroyer. 

John A. Finney, NaBhville, Ohio.— An axle is turned by drive wheels, 
and by suitable gearing actuates an endless belt which carries the insects 
forward. From the belt the Insects elrop Into a hopper placed beneath a 
roller to receive them, and which has a slot or opening in Its bottom, 
through which the insects drop Into the angle between the revolving axle 
and the roller, where th« y are crashed and drop through an opening In the 
bottom of the box to the ground. A reel operated by the advance of the 
Machine pushes off the insects. As the reel arms come In contact with the 
plantB, the ends of thehammer handles slip from a stop bar, and the ham- 
mer heads a:e drawn by springs against the reel arms with a sudden blow, 
knocking the Insects from the plants upon the Inclined apron whence they 
pass to the endless belt. 

Improved Dredging and Ditching Machines. 

Hyacinthe Gonellaz, Vermilion ville, La. —In the dredging machine, a buck- 
et wheel and discharging pan similar to those represented In patent of 
same Inventor, No. 130,213, dated August p, 1812, are arranged so that the 
wheel mounted at the bow of the boat revolves in a plane at right angles 
to it, and delivers the earth at one side, and the pan carrying it in the same 
direction delivers It on the bank of a canal or river. They are by virtue of 
such arrangement specially adapted for dredging rivers andcanals. In thlB 
case also the colters used for cutting and loosening up the earth prepara- 
tory to the taklngof it by the buckets are arranged on the advancing side 
of the wheel, and so Inclined as to draw the boat forward at the same time 
that they loosen the earth. The ditching machine, the subject ot a sepa- 
rate patent, consists of a series of Intermittingly rotating colters preced- 
ing a rotating wheel with spoons or buckets, behind which is a receiving 
and discharging pan, combined In a portable machine, and provided with 
operating devices, all so contrived that, as the machine advances along the 
ground, the cutters loosen and even up the ground, the buckets raise and 
discharge It into the pan, and the pan discharges it on the bank at one side 
of the ditch. 

Improved Furniture Spring* 

William T. Doremu3, New York city.— This invention has for Its object to 
furnish an improved spring for application to other parts of a chair, Bpring 
bed, or other piece of furniture where a yielding connection is required. 
Upon the lower side of one edge of two plates are formed Inwardly project- 
ing flanges, in which are formed a number of holes to receive the screws by 
which they are secured in place. In the plates are formed holes to receive 
the bar, which has a pin In a recess formed in the upper eide. A rubber 
block, of any suitable form, is interposed between the plates, through 
which is a rod which forms the hinge, and which Is provided with a nut to 
regulate t he tension of the spring. The same Inventor has also patented ano- 
ther form of chair spring which consists in flanged plates, hmged together 
by a transverse bolt passing through suitable lugs. An India rubberblock 
Is placed beneath the axis of the hinge. These are only two patents out of 
more than one dozen applications, all of which have been granted to Mr. 
r/oremus through the Scientific American Patent Agency within the 
paBt five weeks. 



Value of Patents. 

AND HOW TO OBTAIN THEM. 



Practical Hints to Inventors. 



ROBABLYno investment of a small sum of money brings a 
greater return than the expense incurred in obtaining a patent 
even when the Invention is but a Bmall one. Larger inventions 
are found to pay correspondingly well. The names of Blanchard, 
Morse, Elgelovr, Colt, Ericsson, Howe, McCormick, Hoe, and 
others, who have amassed Immense fortunes from their inven- 
tions, are well known. And there are thousands of otherB who 
have realized large sums from their patents. 

More than Fiftt Thousand In ven tors ha vea vailed themselves 
of the services of Muns & Co. during the TWENTY-SIX years 
acted as solicitors and Publishers of the scientific American. 
Thev Btand at the head in this class of business; and their large corps 
of a iBistants, mostly selected from the ranks of the Patent Office : men cap- 
able of rendering the best service to the Inventor, from the experience prac- 
tically obtained while examiners in the Patent Office : enableB Musn & Co. 
to do everything appertaining to patents betteb and cheaper than any 
other reliable agency. 

HOW TO 
OBTAIN 
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This is the closing Inquiry in 
nearly everyletter.descrll ing 
some Invention which comes 
to this office. A positive an- 
swer canonly be had by presenting a complete application for a patent to 
the Commissioner of Patents. An application consists of a Model Draw- 
ings, Petition, Oath, and full Specification. Various official rules and for- 
malities must a;so be observed. The .efforts of the Inventor to do all this 
business himBelf are generally without success. After great perplexity and 
delay, he Is usually glad to seek the aid of persons experienced in patent 
business, and have all the work done over again. The best plan is to e olicil 
proper advice at the beginning. If the parties consulted are honorable men, 
th5 Inventor may safely confide his ideas to them they will advise whether 
the Improvement is probably patentable, and will give him all the directions 
needful to protect his rights. 

How Can I Best Secure My Invention ? 

This is an Inquiry which one inventor naturally asks another, who has had 
some experience In obtaining patents. His answer generally is as follows, 
and correct: 

Construct a neat model, not over a foot In any dimension— smaller If pos- 
sible— and send by express, prepaid, addressed to Munn & Co., 37 Park Row, 
Hew York, together with a description of its dperation and merits. On re- 
ceipt thereof, they will examine the Invention carefully, and advise you as 
to Its patentability, frde of charge. Or, if you have not time, or the meanB 
at hand, to construct a model, make as good a pen and Ink sketch of the 
improvement as possible and send by maih An answer as to the prospect 



of a patent will be received, usually, by return of mail. It la sometimes 
best to have a search made at the Patent Office. Such a measure often saves 
the cost of an application for a patent. 

Preliminary Examination* 

In orderto have such search, mane ouc a written description of the lnven' 
tion, in your own words, and a pencil, or pen and ink, sketch. Send these - 
with the fee of $5, by mail, addresc 3d to Munn & Co., 37 Park Row, and in 
due time you will receive an acknowledgment thereof, followed by a writ 
ten report In regard to the patentability of your Improvement. This special 
search is made with great care, among the models and patents at "Washing- 
ton, to ascertain whether the improvement presented la patentable. 

Rejected Cases. 

Rejected cases, or defectlre papers, remodeled for parties who have made 
applications for themselves, or through other agents. Terms moderate 
Address Munn & Co., stating particulars. 

To make an Application for a Patent. 

The applicant for a patent should furnfBh a model of his invention if sus- 
ceptible of one, although sometimes *t may be dispensed with ; o *f the in- 
vention be a chemical production, he must furnish samples of the iagredi- 
ents of which his composition consists. These should be securely packed 
the inventor's name marked on them, and sent by express, prepaid. Smal 
models, from a distance, can often be Bent cheaper by mail. The safest 
way to remit money is by a draft, or pos'al order, on New York, payable to 
the order of Munn & Co. Persons who live in remote parts of the country 
can usually purchase drafts from their merchants on their New York cor- 
respondents. 

Caveats. 

Persons desiring to file a caveat can have the papers prepared in the short 
est time, by sending a sketch and description of the Invention. The Govern - 
ment fee for a caveat is $10. A pamphlet oi advice regarding applications 
for patents and caveats Is furnlBhed gratis, on application by mail. Address 
Munn & Co., 37 Park Row, New York. 

Reissues. 

A reissue is graDted to the original patentee, his heirs, or the assignees of 
the entire interest, when, by reason of an Insufficient or defective specifica 
lion, the original patent is Invalid, provided the error has arisen from inad 
vertence, accident, or mistake, without any fraudulent or deceptive inten 
tion. 

A patentee may, at his option, have in his reissue a separate patent for 
each distinct part of the mvent'on comprehended in his original application 
by paying the required fee in each case, and complying with the other re- 
quirements of the law, as in original applications. Address Munn & Co. 
37 Park Row, for full particulars. 

Design Patents. 

Foreign designers and manufacturers, who send goods to this country 
may secure patents here upon their new patterns, and thus prevent others 
from fabricating or selling the same goods in this marlet. 

A patent for a deBign may be granted to any person, whether citizen or 
alien, for any new and original design for a manufacture, bust, statue, alto 
relievo, or bas relief ; any new and original design for the printing of wool - 
en, silk, cotton, or other fabrics; any new and original impression, orna- 
ment, pattern, print, or picture, to be printed, painted, cast, or otherwise 
placed on or worked into any article of manufacture. 

Design patentB are equally as important to citiztns as to foreigners. 1 'or 
full particulars send for pamphlet to Munn & Co., 37 Park Row, New YorK. 
Foreign Patents. 

The population of Great Britain is 31,000,000; of France, 37,000.000: Bel- 
gium, 5,000,000; Austria, 36,000,000: Prussia, 40,00O,00U ; and Russia. 70,000,000. 
Patents may be secured by American citizens in all of these countries. 
Now Is the time, while business is dull at home, to take advantage c.£ thes<j 
immense foreign fields. Mechanical Improvement;) of all kln,ds are always 
In demand in Europe. There will never be a better time than the present 
to take patents abroad. "We have reliable business connections with the 
principal capitals of Europe. A large shara of 3,11 the patents secured in 
foreign countries by Americans are obtained through our Agency. Address 
Munn & Co., 37 Park Row, New York. Circulars with full Information on 
foreign patents, furnished free. 

Value of Extended Patents. 

Did patentees realize the fact that their Inventions are likely to be more 
productive of profit during the seven years of extension than the first full 
term for which their patents were granted, we think more would avail them- 
SRlveB of the extension privilege. Patents graited prior to 1861 may be ex- 
tended for seven years, for the benefit of the liventor.or of his heh-Bin case 
of the decease of the former, by due application to the Patent Office, ninety 
days before the termination of the patent. The extended time inures to 
the benefit of the Inventor, the aBBignees uider the first term having no 
rightB under the extension, except by special agreement. The Government 
fee for an extension is $ LOO, and it is necessary that good professional service 
be obtained to conduct the business before the Patent Office. Full informa- 
tion as to extensions may behadby addressing Munn & Co., 37 Park Row. 

Trademarks. 

Any person or firm domiciled In the United States, or any firm or corpora- 
tion residing in any foreign country where similar privileges are extended 
to citizens of the United States, may register their designs and obtain pro- 
tection. This Is very Important to manufacturers in this country, andequal- 
ly so to foreigners. For full particulars address Munn & Co., 37 Park Row 
New York. 

Canadian Patents. 

On the first of September* 1872, the new patent law of Canada went into 
Corce, and patents are now granted to citizens of the United States on the 
same favorable terms as to citizens of the Dominion. 

In order to apply for a patent in Canada, the applicant muBt furnish a 
model, specification and duplicate drawings, substantially the Bame as in 
applying for an American patent. 

The patent may be taken out either for five years (government fee $20) or 
for ten years (government fee $40) or for fifteen years (government fee $60} . 
The five and ten year patents may bs extended to the term of fifteen years. 
The formalities for extension are Bimple and not expensive. 

American inventions, even ii already patented in this country, can be 
patented in Canada provided the American patent is notmore than one year 
old. 

All persons who deBire to take out patents in Canada are requested to 
communicate with Munn & Co., 37 Park Row, N. Y., who will give prompt 
attention to the business and furnish full Instruction. 
Copies of Patents. 

Persons desiring any patent issued from 1S36 to November 26, 1867, can be 
supplied with official copies at a reasonable coBt, tha price depending upon 
the extent of drawlngB and length oi specification. 

Any patent issued since November 27, 1S67, at which time the Patent Office 
commenced printing the drawings and spesittcations, may be had by remit- 
ting 1 this office $1. 

A copy of the claims of any patent issued since 1836 will be furn'sliet! 
for $1. 

When ordering copies, please to remit for the Bame as above, and state 
name of patentee, title of invention, and date of patent. Address Munn 
& Co., Patent Solicitors, 37 Park Row, New York city. 

Munn & Co* will be happy to see laventors in person, at their office, or to 
adviBe them by letter. In all cases, they niay expect an honest option. Foi 
such consultations, opinions and advice, no charge is made. Write plainly 
do not use pencil, nor pale ink; be briei. 

All business committed to our care, and all consultations, are kept secret 
and strictly confidential. 

In all matters pertaining to patents, such as conducting interferences 
procuring extensions, drawing assignments, examinations Into the validity 
of patents, etc., special care and attention Is given. For lnf oralation, and 
for pamphlets of Instruction and advice 

Address 

Mirtfft & CO., 

PUBLISHERS SCIENTIFIC AMERICAN, 

37 Park Row, New York. 
OFFICE IN WASHINGTON-Corner F and 7th streets. oppo»lt* 
Patent Office. 
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The Char&e tor Insertion under this head is SI a Line. 

No inconvenience is ever felt in wearing the 
New Elastic Truss which retains the Rupture, night and 
day, till cured. Sold cheap by the Elastic Truss Co., 683 
Broadway, New York. 

Any person having the patent of some small 
manufactured article to dispose of, can address, with 
sample and lowest cash price, M. N. Co., Box 52, West 
Merlden, Conn. 

Situation wanted by a first class Mechanic, 
to take charge of a Boiler Shop ; is used to Marine and 
Loco Work. Address Homer Kingley, Connellsville, Pa. 

The Best Machine for Tapping Steam and 
Gas Fittings, E. H. Bellows, Worcester, Mass. 

New Motion — One Shaft rotating, rotates in 
opposite direction another Shaft at any distance. Only 
one connecting bar used. Rights for Sale. W.H.Benson, 
WayLesboro', Virginia. 

Washing Machine Dealers' address wanted, 
by Am. Mach.Co., 430 Walnut St., Philadelphia, Pa. 

Bolt Makers, send for descriptive cuts of 
Abbe's Bolt Machine, to S. C. Forsaith & Co., Manches- 
ter, N.H. 

Mills forFlour,Feed, Paint,Ink,Drugs,Spices 
and all otherpurposes. Ross Bros., Wllliamsburgli.N.Y. 

Machinist wanted as partner. One with 
gome capital. Business established. Address Post Office 
Boxl89,Sodus, N. Y. 

Models of all kinds designed and constructed 

at lowest rates. H. B. Mon Is, Ithaca, N. Y. 

Hydraulic Presses and Jacks, new and sec- 
ond hand. E. Lyon, 470 Grand Street, New York. 

Sure cure for Slipping Belts — Sutton's pat- 
ent Pulley Cover Is warranted to do double the work 
before the belt will slip. See Scl. Am. June 2lst, 187S, 
Page3S9. Circulars free. J. W.SuUon,95 Liberty St., N.Y. 

Catalogue on Transmission of Power by 
Wire Rope. T. R. Bailey & Vail. 

Have your Shop fitted out by Gear, of Bos- 
ton, Maaa 

Fine Machinery Oils. — We take pleasure in 
calling attention of our Manufacturing readers to E. H. 
Kellogg'a advertisement in another column, and saying 
that we believe his claims in regard to fine Engine, Spin- 
dle, and Signal Oils are fully justified by the facts, and 
that parties who try his goods will not have cause to 
regret It. 

Inventors who desire to have their inven- 
tions and patents Introduced and represented in Europe 
by a gentleman of experience and integrity, should 
address K., Box 2973, New York Post Office. 

State Rights for Sale, or work on royalty. 
A valuable Patent on Boiler Feeders. Must be seen to 
be appreciated. Address E. Brockway.Haverstraw, N.Y. 

For Sale — New Patent for Refrigerator and 
Beer Cooler, etc., combined. Enquire of or address 
G. Nuss, 55 1st Avenue, New York City. 
Key Seat Cutting Machine.T. R.Bailey & Vail. 

Buv Boult's Patent Moulder for all kinds of 
Edge and Surface Moulding on Wood. B. C. M. Co., 
Battle Creek, Mich. 

Portable Hoisting and Pumping Engines — 
Ames Portable Engines— Saw Mills, Edgers, Burr Mills, 
Climax Turbine, Vertical and Horizontal Engines and 
Boilers; all with valuable Improvements. Hampson, 
Whltehlll & Co., Newburgh Steam Engine Works, Depot 
•28 Cortlandt Street, New York. 

Tie Cornell University, Ithaca, N.Y., offers 
lberal and practical courses for agriculturists, archi- 
tects, civil engineeis, master mechanics, mechanical en- 
gineers, agricultural and manufacturing chemists, print- 
ers, veterinary surgeons, etc. , with laboratories, draught- 
ing rooms, farms and work shots. In agriculture and 
mechanic arts, various courses are provided to meet 
■wants of all students : a'lsogeneralcourees in arts, lite- 
rature and science preparatory to the other professions. 
Over live hundred free scholarships. Next year begins 
Sept. 8. For Registers, with full information, address 
as abovfi. 

Lathes, Planers, Drills, Milling and Index 
Machines. Geo. S. Lincoln & Co.,Hartford, Conn. 

Scale in Steam Boilers— How to Remove 
and Prevent it. Address Geo. W. Lord, Philidelphla.Pa. 

Williamson's Road Steamer and Steam Plow, 
with rubber Tires. Address D. D. Williamson, 32 Broad- 
way, New York, or Box 1809. 

Cabinet Makers' Machinery. T.R.Bailey&Vail. 

Buy Gear's Improved Automatic Dovetail- 
ng Machine, Boston. Mass. 

No Bolts, no Keys, no Set Screws used in 
Coupling or Pulley Fastening. Shortt's Patent Coup- 
lings, Pulleys, Hangers and Shafting a Specialty. Orders 
promptly filled. Circulars free. Address Shorlt Manu- 
facturing Company, Carthage, N. Y. 

Belting— Best Philadelphia Oak Tanned. 
C. W. Arny.301 and 303 Cherry Street, Philadelphia, Pa. 

For Solid Emery Wheels and Machinery, 
send to the Union Stone Co., Boston, Mass., for circular. 

All Fruit-can Tools,Ferracute,Bridgeton,K . J. 

For best Presses, Dies and Fruit Can Tools 
Bliss & Williams, cor. of Plymouth & Jay,Brooklyn,N.Y. 

To Manufacturers — Built expressly to rent, 
New Brick Building. 60x300 ft., 3 stories hi^h, divided by 
fire proof walls, with ample water power. Room and 
power in quantities to suit. Address Industrial M'f'g 
Company, Rock Falls, Whiteside Co., 111. 
Stave & Shingle Machinery. T.R.Bailey &Vail. 

Five different sizes of Gatling Guns are now 
manufactured at Coir's Armory, Hartford, Conn. The 
larger Bizes have a range of over two miles. These arms 
are Indispensable in modern warfare. 

The Olmsted Oiler is the best ; it is self- 
righting, strong and cheap. All Hardware and Tin 
Houses have it. 

Machinists — Price List of small Tools free ; 
Gear Wheels for Models, Price List free ; Chucks and 
Drills, Price List free. Goodnow & Wightman, 23 Corn- 
hill. Boston. Mass. 

For Solid Wrought-iron Beams, etc., see ad- 
vertisement. Address union Iron Mills, Pittsburgh, Pa. , 
for lithograph, etc. 

Mining, Wrecking, Pumping, Drainage, or 
Irrigating Machinery, for sale or rent. See advertisement, 
Andrew's Patent, inside page. 

Bookkeepers should try the Olmsted Patent 
Bill File and Letter Clip. They are admirable for all 
papers. Save their cost la one day's business. Sold by all 
Stationers. J.H.Whlte,Newark,N.J. .Sole Manufacturer. 

Peck's Patent Drop Press. For circulars, 
address Mllo, Peck & Co ., New Haven, Conn . 

Gauge Lathe for Cabinet and all kinds of han- 
dles. Shaping Machine for Woodworking. T. R. Bailey 
& Vail,Lockport,N. Y 



Nickel and its Uses for Plating, with gene- 
ral description. Price 50c. a copy, mailed free, by L. & 
J. W. Feuchtwanger,55 Cedar St., New York. 

Silicate of Soda and Potash — All grades, in 
liquid, jelly, and dry state, for sale in quantities to suit, 
by L. & J. W.Feuchtwanger,55 Cedar St., New iork."$ i 

Manufacturers of Malleable Iron Tinned 
Ice Cream Freezer Dashers, address E. Halloway, Bel- 
videre, Illinois. 

Parties desiring Steam Machinery for quar- 
rying stone, address Steam Stonecutter Co ..Rutland. Vt. 

Boring Machine for Pulleys — no limit to 

capacity. T. R. Bailey & Vail, Lockoort, N. Y. 

Brown's Coalyard Quarry & Contractors' Ap- 
paratus forhoisting and conveyingmaterial by iron cable, 
W.D. Andrews &Bro. 414 Water st. N.Y. 

The Best Smutter and Separator Combined 
Iq America. Address M. Deal & Co., Bucyrus, Ohio. 

Damper Regulators and Gage Cocks — For 
the best, address Mumll & Keizer. Baltimore, Md. 

Steam Fire Engines,R.J.Gould.Newark,N.J. 

Drawings,Models,Machines — All kinds made 

to order. Towle & linger Mf'g Co., 30 Cortlandt St., N.Y. 




A. M. C. asks : Is there anything which 
will as effectually protect iron from rust, etc., as the gal 
vanizing process, but which is less expensive ? 

H. J. H. asks : What is the best composi- 
tion to preserve pickets set in the ground ? 

T. B. C. wants a recipe for sticking emery 
on tin. "There is a constant jar on the tin, and glue 
will not hold." 

H. F. IT. asks for the exact proportion of in- 
gredients requisite to make a wholesome self-raising 
flour. 

M. C. asks : What is the process of grain- 
ing oak root, and what colors are used by painters in do- 
ing it in distemper? 




C. T. S. can preserve his composing stick ur 
other steel articles from rust byfollowingthe directions 
on p. 27. volume 25.— F. can attach leather or cloth to 
galvanized Iron by using the recipe given on p. 107, vol. 
28.— J. W. J.shouldtry the method described on p. 406, 
vol . 25, for preserving eggs .— F. A. will find a recipe for 
shoemaker's ink on p. 75, vol. 27.— E. H. L. will find hlg 
question as to the weight on a saf etv valve answered in 
the reply to W. A. S. on this page.— E. E. D. should con- 
sult themakers of windmills. His query about slip of 
belts Is answered on page 380, vol. 28.— J. L. E. can try 
the much recommended tannate of soda In his lime 
water. 

W. C. F. asks : At what velocity will steam 
issue through a round hole, one eighth inch long and 
one sixteenth of an inch in diameter, under a pressure 
of 100 lbs. to the square Inch; and what would be the 
difference in the velocity provided the diameter of the 
hole be increased to one eighth Inch, the pressure and 
length of hole remaining the same ? Answer : See edit- 
orial pages of this issue. 

W. H. S. asks how to precipitate gold, sil- 
ver, copper, nickel, and platinum from solutions. An- 
swers: To precipitate gold, add a strong solution of 
ferrous sulphate, or sulphate of Iron, to a solution of any 
salt of gold, as the chloride, prepared by dissolving gold 
in aqua regia. The gold is precipitated as a brown 
powder. Silver is precipitated in the metallic state from 
the chloride, made by dissolving silver in aqua regia 
by Iron. Add clean pieces of iron to a solution of the 
chloride of silver. For copper, add clean scrap iron to 
a solution of blue vitriol, sulphate of copper. For me- 
tallic nickel, first add a strongsolutlon of oxalic acid to 
a strong solution of sulphate of nickel. Collect the pale 
bluish green precipitate. Heat the precipitate in a cov- 
ered crucible, lined with charcoal. For platinum, dis- 
solve the metal in aqua regia (a mixture of muriatic 
and nitric acids), precipitate with a solution of sal am- 
moniac, and heat the precipitate red hot. The result is 
spongy platinum. 

N. J. N. asks : 1. How can I calculate the 
difference between the steam pipe and exhaust pipe of a 
stationary engine ? Is a three inch exhaust large enough 
for an engine of 12 inch bore and 20 inch stroke, with a 
2 inch steam pipe, runningat 104 revolutions permlnute, 
801bs. pressure to the square inch In the boilers? 2. 
What is the accompanying specimen composed of? S. 
Will It affect the water in the boiler to put in the carcass 
of a dead mule, in pieces? 4. How can I compute horse 
power? Answers: 1. Consult "Link and Valve Mo- 
tions," by W. S. Auchlncloss. 2. Some compound of 
lime, probably the carbonate. 3. We never heard of the 
plan before. 4. See answer to M. C, on this page. 

J. R. K. says : 1. We want to carry the 
condensed steam from an engine into a tub eight feet 
deep,forthe purpose of boiling straw. What per cent- 
age of power do we lose on the engines ? 2. We have a 
tubular boiler 42 inches In diameter, 80 two inch tubes, 
14 feet long, with stark 18 Inches diameter and 50 
feet high, with very \ oor draft. The boiler is situate in 
a hollow; the hill on one side is about as high as the 
stack, the other twice as high. Can you suggest a rem- 
edy for the bad draft? Answers: 1. None, if the con- 
densed steam does not have to be raised, to be put into 
the tub. 2. Probably a mechanical draft, by a blower, 
will remedy the trouble. 

J. P. C. says : I use a small vertical porta- 
ble engine and boiler, and sometimes I have to carry 100 
lbs. steam to do the work. The boiler is 56 inches high 
28 outside diameter, with 24 one and a half Inches tubes. 
The firebox is 18 inches diameter x22 Inches high. The 
middle gage is S9 inches from bottom of boiler, and she 
steams best with water at that hight. I use fir wood for 
fuel, which makes an intense heat. Am I safe from 
heating the tubes too hot with the firebox full of wood, 
and water at middle cock, 13 Inches above crown sheet? 
Evaporation Is rapid and steam is pretty wet if carried 
higher. The boiler foamed so badly that I could not 
tell anything about the hight of the Wfiter. I fancied 
that the oil which got in around theplunger of the force 
pump had something to do with It. I got the idea from 
something I once saw in the Scientific; since then I 
have been very careful to keep all oil out, and have 
never been troubled with foaming in the least, at any 
rpessurefrom20tol001bs, Answer: If when the engine 



is f n motion, the water Issues solid from the lower gage 
cock, there is no danger. It is only when boilers have 
such a bad circulation that the tubes or crown sheet are 
left bare that there is danger from heavy firing. 

H. B. & K. ask what kind of dryer is best 
to put in coal tar, in making a gravelroof. Answer: Try 
boiled linseed oil, or litharge. 

T. S. S. asks how to make and bleach skel- 
etonized or phantom leaves. Answer : Boil the leaves 
in a weak solution of caustic soda for some hours, wash 
thoroughly and then expose to the fumes of burning 
sulphur. 

E. C. C. says : 1 want to make springs 4 
inches long x % inch wide by one thirty-second thick, to 
be pressed from sheet metal or otherwise. They are 
required to spring 3^ inch and not to rust, and to be as 
cheap as possible. Is there any metal cheaper and bet- 
ter than sheet spring steel? They can be tinned or 
galvanized to prevent rust. Answer: Spring steel will 
probably be the best material for you to use. 

G. says: Some bins containing soft crushed 
sugars are full of little red ants ; I would like to know 
why they select that sugar from the other kinds, aDd 
how we can get them out ? Answer: A plentiful supply 
of what is known as Persian powder, around (not in) 
the sugar bins, will prevent the inroad of ants. Sugar 
bins should be made of hard stout plank, with closely 
fitting covers, and kept perfectly clean. If they could 
be lined with earthenware or stoneware, and m^de air- 
tight, so much the better. The only way we can suggest 
to you, for getting rid of the ants already in the sugar.is 
to spread It out in thin layers and pick out the ants by 
hand. The ants prefer the brown sugar, probably on 
account of its greater sweetness and moisture. 

R. W. W. asks how to clean a carpet which 
has been soiled by accident. It was washed with soap 
suds: and to remove a sour smell, it was washed with 
soda water. " The color remained good until, to remove 
further odor, I poured on bay rum ; that operation 
turned it a light green color. The original colors are 
two shades of brown, red, green and black, on a white 
ground." Answer: We advise you by allmeans to dis- 
continue the use of soda water and bay rum on the car- 
pet. The alcohol in the bay rum has probably so dis- 
solved and spread the colors th^.t there is no remedy. 
To remove the smell, try a very dilute solution of car- 
bolic acid. 

W. H. R. asks: 1. How great a vacuum can 
be produced with an air pump with one inch bore and 
S>£ inch stroke ? 2. Can an article be held on a trap by 
such vacuum fast enough to lift 161bs. ? 3. Will soluble 
giass answer for artificial slone exposed to the weather? 
4. What sudden pressure will a cast Iron tube stand safe- 
ly, if given by a quantity of gunpowder or other combusti- 
ble? Answers: 1. It depends on the relative size of the 
receiver and connections. With the cylinder alone, if 
the piston is tight, a nearly perfect vacuum can be pro- 
duced, with reference to the air. 2. No, if the trap is 
the size of the cylinder. 3. Correspond with the manu- 
facturers. 4. The tensile strength of cast iron is about 
18,0001bs. per square inch. Take % of this for a safe 
strain, and then the pressure per square inch that it will 
safely bear may be found by multiplying the thickness 
in Inches by the safe strain, and dividing it by the diam- 
eter of the tube in inches. This Is for thin cylinders. 
For thick ones, see article in Scientific American for 
June 21, 1873. 

A. S. asks how to bleach and cure palmetto 
grass. Answer : Steep or boil the leaves In a weak solu- 
tion of caustic soda, wash thoroughly, and then expose 
them to the fumes of burning sulphur in a close cham- 
ber; or instead of the sulphur fumes, soak in a weak 
solution of chloride of lime and rinse well afterwards. 

H. R. asks : Is there such a thing as scag- 
llola ? If so, where can I get it, how can I make it, and 
what is It used for? Answer : Scagltola is a species of 
stucco made with the best plaster of Paris and a weak 
solution of Flanders glue ; it is colored according to 
taste. This composition Is often applied upon hollow 
columns of wood, and the surface, when hard, can be 
smoothed in a lathe or polished. 

A. H. C. asks : What is the cause of white 
sugar flashing like a glow worm when you run the scoop 
into it? Answer: The cause of sugar flashing, as you 
describe, is probably owing to the electricity developed 
by the friction between the scoop and the sugar. 

C. E. asks: What is the difference between 
true north and magnetic north >'n the city of New York 
for the yes*r ls73? Answer: The magnetic north is 7° 
W. of the true north. 

P. D. asks : By what means flowers, leaves 
and other vegetable matters are deprived of their col- 
ors, that is, bleached or whitened, for Introduction into 
what I think are called "skeleton bouquets?" Answer: 
Expose the flowers for a few minutes to the fumes of 
burning sulphur In a close vessel, care being taken to 
prevent the heat from reaching them. 

W. A. S. asks: 1. What formulae are used 
In measuring safety valves of different sizes? 2. How 
do you go to work after you get the figures ? Answers : 

1. Measure the diameter of the valve, In inches— square 
this and multiply it by the decimal *7854 ; this will give 
the area of the valve in square Inches, Find the weight 
of the lever, and the distance of its center of gravity 
from the fulcrum. This can be found by balancing the 
lever on a knife edge. We call the distance, the lever 
arm of the lever. Weigh the valve, and measure the dis- 
tance from the center of the valve stem to f ulcrum,notlng 
that all distances are to be measured horizontally. This 
is the lever arm of the valve. Find the number of pounds 
In the weight, The distance of point of suspension of 
weigh tfrom fulcrum is called the lever arm of the weight. 

2. Having obtained these figures, make an equation, 
thus: Pressure of steam In pounds per square inch 
X area of valve In square inches x lever arm of valve = 
(weight of ballxlever arm of b all )-f(w eight of lever xlever 
arm of lever) + (weight of valve X lever arm of valve;) 
It is evident that if all the parts but one are known, this 
equation will determine that part. 

E. M.K. says: 1. How quickly can a 35 horse 
power engine be stopped if it U making 73 revolutions 
perminutewlth701bs. steam ? 2. How can I Babbitt a 
governor on a high pressure engine ? 8. The oil or tal- 
low cup that was on the cut off-chest was changed and 
put above the governorin the steam pipe ; is thatrlght? 
4. How can I reverse an engine? 5. The boiler is to 
carry 75 lbs. steam. There is a 4>£ lbs. iron weight added 
to the safety valve. When it is off, steam blows off at 
75 lbs. by steam gage. Is this right ? 6. Is there water 
©roll used on emery stones and wheels, and how are 
they turned off? 7. Are the toads that stay around gar- 
dens poisonous? Answers: I. It depends in a great meas- 
ure on the weight of the moving parts, but under ordi- 
nary circumstances sucb an engine could be safely 
stopped In 15 seconds. 2. If it Is a box, closed at both 
ends, heat the journal, cover it with a piece of oiled 
writing paper, place it in the box, and pourln themolten 



metal. If the placets open at the bottom, after putting 
in the journal stop the opening with clay, and proceed 
as before. 3. Yes 4. Arrange stops for the eccentric 
So that it will be loose on the shaft, between the post- 
tionsfor forward and backward motion. 5. We think 
you had better remove the extra weight. 6. There are 
emery wheels made to run in oil and water. Unless 
they are specially prepared, they should be run dry. 7 
So far as we know, such toads are not poisonous. 

J. K. S. asks: 1. How can I construct a 

storm glass? 2. How can I expel fleas from a cat that is 
filled with them? Answers: 1. Put the following ingre- 
dientsintoa longand narrow bottle: one quarter ounce 
camphor, onesixteenth ounce niter, one sixteenth ounce 
muriate of ammonia, dissolved in 2 ounces of alcohol 
Cover the mouth of the bottle with a piece of bladder, 
containing a puncture made by a fine needle. 2. Boll 
tobacco leaves in water, and wash the cat in the decoc 
tion. 

M. W. H. asks: 1. What is nitro-glycerin 
made from? 2. Does it, when ignited, leave any sedi- 
ment or ash ? 3. Can gunpowder be ignited by a current 
of electricity without the conducting wire touching it? 
4. What will be the pressure of one ounce of common 
gunpowder, when ignited in a cubic foot of space? 5 
What is the pressure of nitro-glycerin per ounce, in a 
cubic foot of space? 6. What the pressure of white oi 
fulminating powder per ounce, in a cubic foot of 
space? 7. How many cubic feet will one ounce oi 
common gunpowder fill, if exploded in a cylinder 01 
tube one foot square, it standing upright, so that there 
will be only the atmospheric pressure of one square foot 
to suptam ? 8. Will sulphuric acid keep ink from mold- 
ing? 9. Will a pocket compass lose Itsmagneticpowrr? 
If so, how long will it take, and can It be made good again, 
and how? Answers :1. Made of nitric acid, sulphuric acid 
andglycerin. 2. No. 3. Yes.if the powderbeconflned. 
4. One ounce gunpowder equals about 1 cubic inch 
space, and expands at the moment of explosion, as esti- 
mated by competent chemists, 2,700 times, or to about 1% 
cubic feet. Therefore the pressure in a confined cubic 
foot space, will be 22^ lbs. abjve the atmosphere per 
square Inch. 5. Nitro-glycerin has 13 times the explo- 
sive force of gunpowder, therefore the pressure of one 
ounce may be estimated at 293 lbs. per square Inch above 
the atmosphere. 6. No known experiments have de 
termlned. 7. At moment of explosion 1% cubic feet. 
After the gases have cooled, however, probably from % 
to % of this. 8. The effect will be to corrode steel pens. 
9. It will not, if not tampered with. When lost, the 
magnetic power is easilyrestoredby rubbing on another 
magnet. 

C. G. G. says: I wish to dig an ice cellar 

near my well of excellent water. If I drain the cellar 
through a filter, into the well, will the water be affected 
hurtfully ? Answer: We would advise you by no means 
to drain your ice house, even through a filter, into your 
well. Filtered water may look perfectly clear and taste 
pure, and yet be poisonous, though that from your ice 
may be harmless. Let no drain come near your well. 

M. C. asks : 1. How can I find the power of 
a steam engine by plain arithmetic ? 2. I want a plain 
rule for finding the horse power of a tubular boiler. 3. 
Will the same rule apply to all boilers ? 4. Is there a rule 
for finding the capacity of a plunger pump ? 5. Which 
would be the proper place for an air chamber of plunger 
pump, on suction or force side? I propose to attach it 
to relieve a very heavy thumping. 6. What causes a 
vacuum in steam cylinder, and how can it be prevented? 
Answers: 1. Multiply the diameter of the cylinder In 
Inches by the decimal -7854; multiply this by the number 
of revolutions per minute, and by twice the length of 
stroke in feet, and divide the result by 33,000. 2. Divide 
the number of square fee* of beating surface by 15. 8. 
Only approximately to p.ny. We do not know of any 
absolute rule, except a practical test. 4. Multiply the 
dlamete'r of plunger In feet by the length of stroke in 
feet, and by half the number of strokes per minute, and 
you will get a rough approximation of the number of 
cubic feet delivered per minute. So much depends upon 
the construction and location of the pump that it is difn> 
cult to give a general rule that is reliable. 5. On delivery 
side generally. 6. The condensation of the steam. It 
can be destroyed or prevented by letting in air. 

J. H. says : You repeatedly advise young 
mechanics to study mathematics. Will you tell me how 
long it will take to make aper son sufficiently posted on 
the subject, provided that he has an average amount of 
brains, a good general knowledge of arithmetic, no 
knowledge of algebra (or very slight), a fair amount oi 
perseverance, his nights only to study, and no funds to 
employ a, teacher? What work would you advise me to 
commence with? Answer: A great deal depends upon 
making the right kind of start, so as to know how to 
study, as well as what to study In algebra, we would 
recommend Davies' " Bourdon," and in geometry, trigo 
nometry, and the use of logarithms, Davies' "Legendre.V 
Each bookcostsfrom $1.50 to $2.00, and to master their 
contents thoroughly will require, with the limited time 
afforded you for study, from niDe months to a year. Bui 
you will have gained a recompense ; for avenues of great 
benefit to your business will be opened to you, which 
would otherwise have been as sealed chambers. In 
commencing your studies, remember that it is not sc 
much rules, as methods, that you wish to acquire. Al- 
ways proceed on the principle th« the book is wrong 
and must be proved right ; and get practice continually 
in the Interpretation of formulas and results. 

A. A. D. says: I am constructing a rotary 
engine with 4 vanes, each of which has 2*8l25 square 
Inches area ; it is constructed on the eccentric principle 
and is to work on expansion, with 50 lbs. steam pressure 
and to make 200 revolutions per minute. Would mon 
vanes create more power ? What sized boiler would 11 
require, and what kind of boiler, of plate iron orcopper 
for efficiency and eheapness? How much flre surfaci 
ought it to have to make the most steam and be th( 
most economical? Please rate the power of the abovf 
engine, and give a reliable mode of calculating power 
rotary engines. Answer : We cannot answer thest 
questions without receiving more data. To calculatt 
the power developed by a rotary engine, multiply tin 
piston area that is acted on continuously by the meal 
pressure of the steam throughout the stroke. Multiply 
thlsby the mean piston speed in feet per minute, ant 
divide by 33,000. 

E. A. W. asks : How is the black varnisl 

or lacker applied to small articles of wire, such as fist 
hooks, hair pins, etc., and of what is it composed ? An 
swer: Add to 21bs. asphaltum (fused in an iron pot) ho 
boiled oil 1 pint ; mix thoroughly, remove from the flre 
and when cooled a little add 2 quarts oil of turpentine 
Apply with a varnish brush. 

F. B. T. asks: What should he the size 0] 

a water wheel, and of »the stream of water to run 1 
sewing machine ? The water is supplied through hos< 
to a tank 8 feet above ground. Answer: There are * 
number of sewing machine motors, driven by water, lr 
the market. Correspond with their manufacturers. 
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V. R. H. asks: How can I make india rub- 
ervlous to kerosene oil i* Answer: You cannot pr3- 
; kerosene attacking India rubber where it comes In 
ct contact with it. Still good rubber, well vulcan- 
, ought to last long enough to make its renewal at 
rvals not very expensive. 

\. A. H. asks: Is nickel plating a success 
general thing, and can zinc be successfully plated 

nickel? Answer: Nickel plating is a success, but 
a i« no known method of plating zinc. The acid 

used is an obstacle, the acids attacking the zinc at 

, P. G. asks if the dry beat of the Turkish 
is less penetrating than moist heat. Answrr: The 
a-n body can withstand for some time a heat far 
e lhat of the Turkish bath, 220° Fahr., il the medium 
lat of hot dry air. The rapid evaporation from the 
ice of the body prevents the internal heating of the 
i. If the air be moist, however, or the medium of 
be steam, a temperature considerably below JS12° 
. would be sufficient to, in a sl?ort time, effectually 
1 inan 

. F. A., asks: 1. How can I melt old compo- 
a printers' rollers, so as to pourinto moldsforcast- 
ilaater in? 2. What are the exact proportions of 
ugredients used in making the composition roilert* 
In use ? 3. Can you :nforoi me how the composition 
by decorators for looking glass frames, etc., is 
? Answers: 1. You can melt composition rollers 
ac:ng them in a vessel surrounded ty boiling water, 
the ordinary glue pot. When melted, you canpour 
molds. 2. Dissolve, in two pounds of molasses 
at heat not above that of boiling water, one 
d of good glue, previously soaked over night in 
vater. 8. Decorators use for gilding, what isknown 
mosaic gold", a bisulphuret of tin. This is mixed 
varnish and applied to wood. 

'. S. B. asks how to recover diamonds from 
sbr.s of a fire. Answer : You can get rid of plaster 
me, or a*iy substance that will remain tor a length 
le suspended in water, by the following means: 
de a large tank, fitted with a stirrer at the bottom, 
stream of water enter the tank at the bottom ; and 
the tai k is full of water and the stirrer in motion, 
ieaebris in as fine powder as possible. Let a pipe 
off the surplus watur at the top of the tank. In 
'ay, with plenty of water, you can wash free fro.u 
;r and lime. 

E would like to know the rule for find- 
e speed of shafts or pulleys. Suppose a 22 inch pul- 
making 420 revolutioos per minute with a belt run- 
in a 10 inch one ; what would be the number of 
itions of the small one? Wh t is the rule forsuch 
? Answer : The speeds of two pulleys, under such 
ostances, are inversely proportional to their diam- 
In the case men ioned, the speed of the smaller 
', if the belt did not slip.wouldbe 420x22+10=924 
uions a minute. 

. H. D. asks: 1. Is an engine shop the 
lace in which to learn the machinist's trade? 2 

what manufacture would you recommend? S. 
I you recommend me to work at what my mind 
lart is set upon, in preference to anything else? 
irs:l. Probably a large machine shop would be 
>r acquiring a general knowledge of the work, on 
at of the great variety of machinery constructed 
ti a place. 2 We cannot recommend any particu- 
abllshment. Try and get in a shop where the men 
coura^ed by the'owncrs to study and improve 
elves. 8. If you are so situated that you can fol- 
itir favorite pursuit, by all means do so. That Is 

the greatest steps towaids success in life. 

S. li P. says: Can you refer me to any 
hat will tell me how tojiscertain the exact power 
take to force water up 250 feet high, at thu rate of 
ions per minute? Answer: See article on " Frlc- 
' Water in Pipes," on page 43 of our current vol- 
The power required in your case will be that used 
tig the water, and overcoming the resistance due 
tlon. 

C. C. asks how to take off: window glass 
luish appearance raid to be caused by using creo- 
ld sulphur. It makes its appearance while the 
1 going through the flattening process. Answer: 
uish appearance on your glassls probably caused 
le defect in its mode of manufacture. Too mueh 
would be apt to cause it. If only on the surface, 
etl with whiting and rub off with a linen cloth. 

H. C. asks: Will a railway head, con- 
id to run a section of six cards, run a section ot 
rds without altera*fon? Answer: Itwillproba- 
aecessary to change the trough andgearing. 

O. S. says : I have a small sailing boat 
ah to convert it into a steamer. She Is 22 feet 
td of 8 feet beam. What number of horsepower 
int to run her 12 or 15 miles an hour? What 
be the size of wheels and what the length, width, 
mber of buckets ? Answer: See dimensions pub- 
n Scientific Americas' for May 10, 1878. 

. O says: We had a new engine cylin- 
in this spring, 14 by 24 inches, with circular valve 
w pattern. The supply pipe and govt rnor are Z% 
[n diameter, oraoout lOinches area, and thesteam 
!S between tflb ports and cylinder are about $% 
area, but the passages above the ports are only 
OS area, and still the designer of the valve persists 
ig that the valve and passages are exactly right, 
ry 10 pounds of steam and run 96 revolutions per 
. I claim that the su am is wire drawn, and that 
not obtain the full power of engine. Please say 
live is properly constructed. Answer: We think 
•ts are sufficiently large, and that the cylinder 
ave more area than is absolutely necessary to 
; wire drawing. 

\ I asks : What is the effective power 
by 24 inches cylinder stationary engine, running 
volutions per minute with 80 pounds si earn press- 
'olleras shown by gage ? By effective power, I 
ae power that would be available for driving 
lachlnery after deducting that necessary to run 
Ine Uself. Answer: We could not answer this 
n otherwise than approximately without a prac- 
st, but we think the engine would develope from 
horse power. 

l. says : The joint between the cylinder 

ve Jacket of my engine is badly eaten away, 
[ am unable to make a tight joint with rubber 
[have tried red lead andiron borings, but it will 
it a short time. It appears to be eaten away by 
m or tallow. How can I make a joint that will 
Inswer: You can probably make a permanent 
uttin^ a groove and driving a rust joint ; but it 
liffieult to break the connection if this is done, 
■ish to make a Joint that can he readily broken, 
j parts filed off. If you think the tallow causes 
tie, try some other lubricant ; but we have an 
t, If you will get the joint perfectly tight, you 
e no farther trouDle. 



J. H. H. says : I am using a horizontal cyl- 
inder boiler. 4 feet in diameter, la feet Jong, with mud 
drum across back end, 22 inches diameter. Said boiler 
drives a compound engine, working high pressure in up- 
percylinder and condensing in lower. Feed water is 
taken from condenser for boiler. The inside of mud 
drum deteriorates by something eating holes in the sur- 
face, some of which are large enough to place the end of 
1 finger in, and the. bolts which protrude into drum from 
check valve, blow-off, etc., are eaten off. The boiler 
makes a moderate amountof scale whlchbecom s most- 
ly detached when about a inch thick. Pressure of steam 
is 40 pounds. Please give your opinion as to the cause 
of this corrosion or deterioration of mud drum. An- 
swer: We have known cases of this kind in which the 
trouble was caused by the lub icating material used in 
the cylinder, which passed into the condenser and 
thence Into the boiler. We cannot s;iy positively that 
the corrosion in your boiler occurs in this way, but it is 
quite probable. 

T. E. C asks: How much rpsistance is re. 
quired to stop an ordinary full steam car going at 3q 
miles an hour? 2. Which is the best patented steam 
ear brake, the cost of the same, and the cost of keeping 
It in running order? 3. In how short a f-pace of timj 
can a car running at the rate of 30 miles an hour be stop- 
ped by the best brake? Ausweis: 1. The moving force 
of the car can be ascertained by multiplying its weight 
by the square of its velocity, in feet per second, and di- 
viding by 64-4. Suppose a car, moving 30 miles an hour, 
weight 48,000 pounds. A speed of SO miles an hour cor 
responds to 44fcet per second, and the power required 
tostop the car will be sufficient to raise [48,000 X (44)-]-*- 
64 -4 -1,442,981 pounds one foot high. 2. With so many 
eompetltors for public favor, it would be out of place 
for us to name any one as the best. We advise you to 
correspond with the different manufacturers. 8. In 
about 10 seconds. 

A. W. I. says: I differ from J. E. E. in his 
rep^ to H. B., concerning the power required for differ 
eat sized circular saws. He says that "a saw just large 
enough to cut through a board will require les* power 
than a saw larger, the number of teeth, speed an dthick- 
aess being equal in each." Nuw I am running three 
saws, one 48 Inches with 43 teeth, one 52 Inches wuh42 
teeth, and one 64 Inches with 56 teeth, all 8 gage in thick- 
ness ; and I find the 64 inches sa«v will cut through a 12 
or 14 inches cut with less power than either of the 
others. Idifier wKh him concerning the saw with few 
teeth cutting the easiest, as my 52 inches saw with 42 
teeth takes more power than either of the others; and 
I run the same hook 1b the teeth, and file them all ex- 
actly alike. My engine is small and timber large, bo 
that I have every facility for finding out which cuts with 
least power. 

W. E H. says, in reply to S. N. G., who 
asked for a recipe for crystal gbldfordental uses : Take 
any gold, the purer the better, roll into thin ribbinsaud 
dissolve In aq^areg a, or 1 part nitr.c acid and 3 parts 
hydrochloric acid, by measure . After action has ceased, 
pour off into a deep glass jar, leaving the silver alloy in 
form of a chloride. Dilute the clear solution of gold 
with an equal quantity of water, and slowly add a satu- 
rated nolutlon protosulphate of irrn in water, which 
precipitates the gold as a brown powder. Pour off the 
water, etc., wash the powder with several waters, dry it 
and amalgamate it with mercury to the consistency of 
chick cream. Wash out the oxide found during amal- 
gamation with alcohol or salt water, and put the mix- 
ture into pure nitric acid, Petting the dish into a hot 
sand bah. The acid dissolves the mt rcury, leaving the 
gold iu form of a sponge, whico: wash with water and 
anneal aca red heat for half an hoar to expel any traces 
of acid or mercury. The porosity will depend on the 
thicKndus of the amalgam. The softer the amalgam, the 
lighter the sponge. There are difflcultxs attending the 
process, owing to impurity of che.iiicals, mercury, etc., 
which are so great as to make it impracticable for an 
amateur to make the gold as cheaply as he can buy it In 
the market; but the above directions are reltable, as the 
wri erhas made several lots from this formula. 

A. M. asks for an explanation of the word 
"penny* as used to describe the size of nails. Answer: 
la the early history of our country, all nails were 
wrought (forged by hand) ; our currency then was 
pound?, shillings, pence and farthings. Each sized nails 
were sold by Sd man\ pennies per hundred. The usual 
way was to ask for fcurpenny naiU, sixpenny, tenpenny, 
etc. Hence in mercantile circles, the nize 1 * are designa 
ted Dy the price in pennies per hundred. When cut 
nails w^ro introduced, thesizes werestill designated by 
pennies ; and this has been continued and in all proba- 
bility will be, as long as nails are used.— J. E. E.,of Pa. 

C. F B says: In filing hand saws, the ma- 
jority of mechanics file toward the handle: that leaves 
the teeth with more beve.l on the back side than on the 
front, which is caused by the taper of the file. A few 
persons file theirsaws towards the point, which gives 
more bevel to the front or cutting side of the teeth. I 
think that the back side of the teeth should he filed 
nearly square across; the saw will cut equally well and 
remain sharp much longer. The front side of the teeth 
should be beveled to suit the timber; soft wood re- 
quires more bevel than hsrd wood. Answer: The cor- 
respondent is perfec-ly correct in his Idea of filing a 
hand saw, as It is only Intended to, cut one way.— J. K. E. 
of Pa. 
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Abdominal supporter, J. W. Gurley 141,137 

Axle and sleeve lor vehicles, W. H. Sparks 141,018 

Bag holder, C. H. Thomas 141,186 

Banjo, J. S. Stiles 141,182 

Basket, S. H. Wheeler 141,023 

Baskets, cover for fruit, Ingham & Colby. '. 141,1 in 

Beer and yeast, manufacture of, L. Pasteur 141,072 

Belt tension apparatus, S. E. Jewett 141,004 

Bevel, carpenter's, S. D. Sargeant 141,081 

Boiler, steam, S. Bitty 141,118 

Boilers, Injector for feeding, W. & C. Sellers 141,174 

Boiler Injector, W. Sellers 141,173 

Bolt heading machine, J. O. Jones 141,059 

Boot soles, shaping, J.B. Johnson 141,05ft 

Boring machine, earth, Wilson & Baisley 141,097 

Breast cup, A. M. Knapp 141,005 

Bridge, truss, A. Bannister 141,026 

Bridge, truss, Hunter & Rice 141,056 

Broaching machine, A. P. Stephens 141,091 

Buckle, trace, Bray ton & Baugh 141, 103 

Bureau drawers, fastening for, A. J. Grant 141,001 

Can, oyster, C. H. Dexter 141,124 

Candle guard, B. Morgan 111.066 

Cane stripper, R. C. James 141,057 

Car coupling, Beddow & Jackson 141,103 

Car coupling,!. Smith 141,177 

Car elevator, coal, P. H. Lamey 141,148 

Car starter, C. J. Moor* 141,159 

Car wheel, railroad, W. H. Paige 141,011 

Car window stop, adjustable, C. Page 141,165 

Car ventilator opener, J. E. Cross 141,037 

Carbureter, F.A.Fisher 140,998 

Carpet cleaner, H. W.Bates 140,990 

Carriage, F. M. Watson 141,190 

Carriage seat, J. N. Ml ler 141,055 

Cartridge, loading. T. L. Sturtevant 141,185 

Chair, reclining, E. Collins !.. 141,121 

Chimney, cap, T.Boyd 141,107. 

Clasp for suspenders, J. W. Smith 141,08 7 

Cloth finishing machines, tray for, A. Woolson... 141,192 

Clothesline reel, C. Rosenthal 141,015 

Clothes pounder, E. S. Saxton 141,032 

Clothes reel, J. McMahon 141,061 

Coating metals with copper, Gauduin et al 141,132 

Compound for cleaning metals, M. McGlenn 141,156 

Connecting rod, B.F. Wilson 141191 

Corset, T.S.Gilbert 141,184 

Cradle, L.A.Chichester, (r) 5.496 

Cradle, F.Chichester 141,033 

Cradle, spring, F. Chichester 141,082 

Culinary apparatus, K. H. Cazier 141,114 

Cultivator, O.Kugler 141,115 

Cultivator, O.Kugler 141,146 

Curling iron, Rosenstein & Feder 141,079 

Doors, fastening for sliding, E. W. Staples, Jr 141,019 

Dovetail machine, A. C. Van Alstine 141,096 

Drilling machine, coal, J. Grimm, (r) 5,449 

Electrotype etching plate,. A. & H. T.Dawson.... 140,995 

Engine, air and gas, O. Trossin 141,189 

Engine, rotary, W. P. Eayrs 141,128 

Faucet attachment, E. L. Dunbar 141,040 

Faucet, compound, W. S. Bate 141,102 

Fire escape, J. A. Talpey 141,0:13 

Fire extinguisher, H. S. Maxim 141,062 

Fire plug, J. P. Gallagher 141.131 

Fires by steam, etc., extinguishing, J.A.Coleman 141,034 

Furnace breast plate, blast, R. A.Fisher 141,043 

Furnace for melting metals, J. Harrison 141,189 

Furnace for roasting ores, L. Stevens 141,181 

Furnace, gas, L. Stevens 141,119 

Furnace, gas, L. Stevens 141,180 

Furnace, metallurglc gas, J. M.Hartman 141,002 

Furnace, puddling, H. McDonald, (r) 5,500 

Furnaces, hot air flue for heating, G. R. Barker.. 141,101 

Furniture leg, Orr&Batrd 141,071 

Gage, carpenters', M.C. Roblchau 141,014 

Gage cock, Bellemre & Fleer 141,104 

Game board, F. P. Holmes 141,053 

Gas, manufacture of, W. H. Spencer 141,090 

Gas,vapor,R. L.Cohen 141,119 

Gate, tilting, J. Bartholf 141,027 

Gearing, increasing friction of, G. Lindsay... 141,149 

Grafting, C. E. Symonds 141,092 

Grain dryer.W. F. Morgan 141,160 

Griddle gref.ser, W. H.Bixler 140,992 

Harrow, J. A. Walker 141.021 

Harvester, corn, L.Hamilton 141,188 

Harvester rake, W.T. Kastes 111,127 

Harvester rake, M. L. Mix 141,164 

Harvesters, etc., seat for, J. G.Perry 141,075 

Hat pressing machinery, D. Brown 140,993 

llatcbway, self-closing, A. Reid 141,171 

Heater, kerosene, Z. B. & C. E. Grandy 14 ,0.6 

Hinge, seat, M. W. Chase r 141,115 

U.jfsting machine, C. H. Hersey 141,051 

Hoo,> skirts, tape for, O. C. Carpenter 141 112 

Ice cream freezer. A.LucettI 141,060 

Inhaler, S.J.Shaw 141,175 

Iron, restoring tinned sheet, W. E.Brockway 141, lCg 

Journal bearing, frictionless, J. Eccles 141, 12y 

Kettle lifter, E. A. Thl'sell 141020 

Knife, L. Eddy 140,997 

Ladder, J. Eagon 141, 126 

Lamp, T.B. Atteroury 140,9 8 

Lantern, W. M cKay 141,008 

Lantern, S. Naylor 141,162 

Last block holder, l). Daniels 141,123 

Lathe, rotters'. W. Meek 141,157 

i.eather, artificial, H.A.Clark 141,117 

Leather, imitation, H. A Clark 141,li8 

Leather, artificial, H. A. Clark 141,116 

Lock, combination, H. Clarke (r) 5.497 

Locks, seal for, F. W. Brooks 141,110 

Locomotive hea 1 light, P. F. Stout 141,183 

Loom picking mechanism, W. Townsend 141X7 

Lubricator.D T Pray 141,168 

Magn sia, milk of, Phillips & Reid 141,167 

Medical compound, C. D. Bradley 141,030 

Milling machine, P. T. Fillings 141,112 

Music notation, J. P. Powell 141,013 

Ores, treating, M. Laflin 141,147 

Packing for piston rods, W. Heston 111,052 

Paddle wheels, feathering, G. K. Glenn 141,185 

Paint for roofing, wood, etc., J. C. & C. M. Bills. . . 140,891 

Paint vessel and package, J. W. Masury 141,061 

Paper file, R. Bathbone 141,070 

Paper stock, flberous, T. Rontledge 141,016 



Parer, apple. W. A. C. r>aks „ 141,070 

Penary, O. M. Munctster ' 141,069 

Piano, G.C. Manner 14',152 

Pile driver, C.H Smith 141,086 

Pinchers, shoemaker's, W. H. Hanna 141,041 

Pipe, molding, A. W. A. Logen 141..50 

Planing machine, metal, R. Harper 141,049 

Planing machine, metal, G. C. Larned 141.006 

Planter, cottcn seed, J. L. Slocumb 141,085 

Plow, wheel, J. C. Pearl 141,013 

Port stopper fastening, J. Carver 141,113 

Press, baling. W. M. Conner 141,035 

Printing press, rotary, C. Montague (r) 5,501 

Printing press Inking, G.W. Prouty 141,011 

Propelling vessels, G. W. Dow.: 141.039 

Pump, rotary, J. E. Gillespie 141.000 

Pump or engine, rctary, W. P. Maxson 141.155 

Punching washers, dli for, R. Humphrey 141.055 

Reel, R. Simon 141,084 

Refrigerator and water cooler, H. W. B. Hervey.. . 141,141 

Roller a.'id planter combined, O. Knudson 141,144 

Ruler, parallel, G. Blunck 141,029 

Ruler aid blotter combined, R. M. Austin 140,989 

Saccharine fermentation, J. A. Morrell 141 068 

Sadiron, W.I. Hubbell... 141,054 

Sash cord fastener, Harris & Hewitt 141.1 50 

-ash fastener, T P. Coin 140,994 

Sash fastener, Cole & Davis 141 ISO 

Sash fastener and weatherstrip, E. J. Sprague. . 1 1,171 

Sash holder. G. W. Richardson Hi, 71 

Sash holder, G. A. Sturges U. *A 

Saw.S. Cook 141,086 

Saw, J. Crookes 141,122 

Sawmill, B. Berndt 14','28 

Saw, scroll, J. W. Uowllngson 141,080 

Sawing machine, A. T. Nichols 141,163 

Sawing machine, scroll, M. Hansen 141,048 

Seeding machine, G. F. Stroud 141,143 

Separator, grain, O. J. Everson 141,180 

Sewing machine, D. M. Smith 141,088 

Sewing macliine folding cover, S. J. Pusey 141.K.9 

Sewing machine brake, D. T. Peek 141,166 

Sharpening machine, S. F. Emerson 141,042 

Signal, flash light, Mitchell & Mayo 14 ,010 

Silk machine for spreading, J. Sauit ■ 141,011 

Soda water, etc., cooler for, W. Gee 141,133 

Soda water apparat us, J. Matthews 141,154 

Sole channeling machine, C. C Ballou 141,025 

Spinning machine roller clearer, C. B. Brown 141,031 

Staves, jointing, E. & B.Holmes 141,003 

Steam trap, Maxim & Hawes 141,063 

Steel wire, hardening, A. Benjamin 141,105 

Stove, bass burning, J. Easterly (rj 5,498 

Stove, cooking, C. H.Douglas 140,996 

Stove platform, Blngliam & Ewing . 141.1C6 

Stove pipe drum, A. W. Foote 140,999 

Strap, shawl, F. H. Willis 141024 

Stump extractor, T. Herhlg 141.140 

Sugar, manufacture of , J. A. Morrell 141,061 

Telegraph, printing, G. M. Phelps 141,076 

Thrashing machine, R. H. Martindale 141,153 

Top, spinning, J. Spencer 141,089 

Toy, R.G. Messlnger 141,009 

Truck.F.H. Abeel 141,098 

Tuck marker, F.L. Tileston 141,095 

Twisting machine stop mectianism, A. J.Milstead 141,158 

Umbrella, C. C. LUsby 141,151 

Valve.stop, G. W. Eddy 141,041 

Vehicle wheel, C. Anderegg 141,099 

Vehicle wheel, J. Q. Bryer 141,111 

Vessels, camel for raising sunken, H. H. Slebe — 14 ,088 

Vest supporter, Martin & Mapes 141,001 

Washing machine, J. Glines 141,044 

Washing machine, H. C. Grover 141,136 

Washing machine, W.R. Walton 141,028 

Watch, calendar, D. J. Mozart 141,161 

W. ten cases, spring joint for, J. Gordon 141,045 

Watoh, push topfor, J. C. Dueber 141,125 

Water closet disinfecting, J. M. B. Baker 141,100 

Water wheel, E. R. Percy 141,014 

Weather strip, F. Slerlng 141,116 

Well points, perforating drive, C. L. Travis 141,188 

Windmill, C. A.Taylor 141,094 

Wool of burrs, etc., cleaning, T. Crossley 141,058 

APPLICATIONS FOR EXTENSIONS. 
Applications have been duly Sled, and are now pending- 
f or tneestensionof the following Letters Patent. Hear- 
Tgs upon the respective applications are appointed for 
the days hereinafter mentioned: 
25,874.— Bbonzing Machine.— g H. Babcock. Oct. 8. 
25 883.— Glass Coffin. -J. R.Cannon. Oct. 8. 
25,978.— Taoele Block —I.E. Palmer. Oct. 15. 
25,984.— Bit Stock.— N. Spofford. Oct. 15. 

EXTENSIONS GRANTED. 

24,963.— Flour Packee.— S. Taggart. 

w.1,915 —Casting Coppeb Cylindeks.— F. Adams. 

24,923.— Elevatoe.— A. Betteley. 

24,953.— Meat Cuttee.— J.G. Perry. 

DISCLAIMERS. 

24,963.— Floiie Packee.— S. Taggart. 

DESIGNS PATENTED. 

6,776 to 6,778.— Nubias.— H. Boot, Philadelphia, Pa. 
6,7 9.— Handle Tip.— G. W. Bunnell, West Meriden.Ct. 
6,780.— Hand Bell.— E.G. Cone, East Hampton, Ct. 
6,781 to6.78S — Chain s.— v. Draper, S. Attleboro'JStass 
6,784.— Carpet.— J. Powell, Kidderminster, England. 

TRADE MARKS REGISTERED. 

1,371— Saws.— E. C. Atkins & Co. , Indianapolis, Ind. 
1,:j72.— Scares, etc.— Brownson Bros , Chicago, III. 
1,873 --Medicine.— D.Dick, r ew York city. 
1,374.— Mineral Water.— C. & E. E. Dunbar, Waukesha 

Wis. 
1,815— Stove Polish.— Fletr.her& Co., Lynn, Mass. 
1,813— Brandt.— H.Imhorst, New York city. 
1,377.— Steel and Ikon. — Leng & Ogden,r.'ew York city 
1,378.— Tobacco.— Loewenthal & Co., Chicago, 111. 
1,379.— Soapstone Packing.— Sellers Bios., Phlla , Pa. 
1,360.— Steel and Iron.- Sweet & Co., Syracuse, N. Y 
1,381.— Heaters.— Gold Heating Co., New York city. 
1,382.— Steam Gage.— Uiica Steam Gage Co., N. Y. 

SCHEDULE OF PATENT FEES: 

On earh Caveat $10 

un each Trade-Mark $^5 

( in filing each application foraPatent (11 years). ..$15 

un issuing each original Patent $i£0 

On appeal to Examiners-in Chief $10 

On appeal to Commissioner ol Patents $20 

un application for Reissue $30 

On application for Extenstonof Patent $50 

On granting the Extension $50 

On Sling a Disclaimer.... $10 

On an application for Design fSHye&rs) $10 

<>n an application for Design (1 years) $15 

On an application for Design (14 years) $30 
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RATES OF ADVERTISING. 
Back Pane ....... $1.00 a Hue. 

In*ide Page - ..... 75 cents a line. 

Bngrav ngsmay head advert sements at 'he same rate per 
line, by measurement, as the letter-press. 



RUPTURE. 

How Mr. Stuart was Cured of It. 

It is abuut a year ago since Dr. Sherman, of ho. 697 
Broadway, New Tori City, placed one of his hernial 
appliances on me, and gave me his curative compound 
for a runture on my right side. I experienced no lncon- 
yenience from wearing ihe appliance, worked right 
along, and I can now say I am entirely cared, as I nave 
not worn he appliance for several months, and the -e 
are no slims or sympwms of rupture. I am a bricklayer 
by trade and always accustomed to very activeexercise. 
Ihone you will publisti this, Mr. Editor, in your paper, 
for the benefit of those ruptured. ISAAC STUART. 

Blnorasbury, Penn., July 1, 1878. 

"Should any of our readers be troubled with rupture, 
we recommend them to consult Dr. Sherman, whose ex- 
pa r.e nee and manner of treating the Infirmity is the best 
gnaranteeof relief and cure. His book on rupture he 
mails for ten cents. Send for it."— Mew York Hun. 



TO ARCHITECTS AND BUILDERS. 

CHAUuES K. HILL, Landscape Photograunei, 1M4 
Broadway, Nftvv York, will send on approval, to respon- 
sible parties, a collection of 8x10 Photoirraphs (mounted 
orun uountud) of New Yorit City and Centr al Park. 

Proposals 
For Contracts 

Office of the Boakd of Watek Commissioners 
of the City of Yonkebs. 

Yonkers. August 1, 1873, 

Sealed proposals will be received by the Board of 
Water Commissioners of the City of Yonkers for eutei- 
ing into contracts for lurnishing the following described 
work and mitenali.orany portion thereof: 

10,Oi)0 feet 12-lncti wrought iron and cement pipe. 

15,000 feet t-inc-. wrought Iron and cement pipe. 

5,000 leet 4-inch wrought Iron and cement pipe. 

1C.00 feet 12-inch cast iron pipe. 

15.00J feet 6-inch cast iron pipe. 

5,000 feer 4-inch cast lroi» il^e. 

75 feet 12-inch curved iron pipe. 

100 feet 6-iueti curve llron pipe. 

50 feet 4-inch curved iron pipe. 

60 hvdrant pipeelbo*s. 

125 Branches, 3and4 way,4,6 and 12 inches. 

30 sleeves for 12 inch pipes. 

40 sleeves for 6-inch pipes. 

20 sleeves tor4-inCh pipes. 

8 12-inc i stopcocks. 

16 6-inchstopCocks. 

16 4-l:ich stopcoCo.8. 

60 nre hydrants. 

Al o proposals for trenching far laying thecast iron 

Also proposals for laying the cast Iron pipes. 

Plans ana speciflcatljns for the aoove named work and 
materialman be seen at the office of the City Clerk of 
the City of Yonkers. 

Ah proposals must be enclosed in sealed envelopes, 
addressed to "The Board of WaterCommlssionersof the 
Ctiy "f Yonkers," and endorsed "Pioposals for con- 
tract." They must contain thename of ihesureiles who 
will oecome guarantors of the faithful performance of 
any contract that may be awarded 

'All proposals must be tiled with William H. Doty, 
Clerk, at the office of the Clerk of t he City o f Yonkers, 
Manor Hall, on or befoie Monday, August 23, 1873. 

The Board ot Water Com nissioners will meet at the 
offlc ! of the Clerk of the City of Yonkers, in Manor Hail, 
on Monday evening, August 25, 1873, at eight o'clock, to 
receive and open such proposals. 

The Board ot Water Commissioners reserve the right 
to accept or rejest any or all such proposals, and also to 
increase or diminish the quantity of work and material 
at their discretion. 

By order of the Boardof Water Commissioners. 

STEPHEN. BARKER, President. 

Wm. H. Dott, Clerk. 



Claverack College and Hudson Hirer Institute 

For both sexes: flue grounds: 167 furnished ooms; 20 
Instructors; li departments; 120 clasElcal pupils; large 
gymnasium anddrih hall. Special advantages in all de- 
partments. Term opens September 8. Rev. ALONZO 
FLACK, A. M., President. CUverack. N. Y. 



SrA TO $150 PER WEEK guaranteed to 
rfVj intelligent ann industrious persons, of either 
sex, to act as our Agents. Business very nleaBant. Ad- 
dress The Westekn Aet Association, Chicago, 111. 



GREENS PATENT STAVE JOINTER- 
Joints 150.010 Staves In a day. Address 

J. E. GREEN, Patentee, Saint Louis, Mo. 



J M PROVED SAFETY BAND SAW MA- 
CHISERY. 4 sizes— Machinery for Planing and Mold- 
ing Mtll*,Ciirpenter8, Sash and Donr. Cablnetand Wagon 
Makers.llanufacturedby G. HARVEY, 23 Ferry St. ,N.Y. 
De iler I l all kind* n3w and secondhand Alachinery,Lea- 
ther and Rubber Belting and Hose, Importer of French 
Band Saw Blades. 



AGENTS — Most fortunate chance to mak» 
money, respectably and surely. $25 to $100 weekly, 
wIlli out fall. Article sells to every Lady and Gentleman. 
Address O. *'. TEMPLE CON, 615 Broadway, New York. 




FOR SALE, 

The undivided Interest of any 
State South and West of Ohio in 
a valuable Patent. 

Hines Combination 
Steam Cooker 

can be made by any Tinner. Send 
for circular. Address 

JOHN A. WORLEY, 
49 Professor St.,Cleveland,Ohio. 



SAVE 25 PER CENT OF FUEL— An in- 
vestment of $66 saved the Oneida Community $7E01n 
theyear 18*13. Dr. Kogebs' T ANNATE OF SODA-Boiler 
Scale Preventive.— Tills article has been before the Pub- 
lic for four years. It is recuinmended by the •* Scientific 
American, " Iron Age," Engineers of the N. T. Central 
K.R., tLe Oneida Community, and hundreds of the best 
Engineers and Chemists of t le Country . It is warranted 
to Remove Old Scale and to eutirely prevent the 
f or.natija 01 new in Ad Boilers, anil without injury to 
the iron. Send for Special Circular. WHITMAN & 
BUtAiELL, Little Falls, JN. Y,, Agents and Dealers in 
Factory Furnishing Goods of every description ; Exclu- 
sive Agents for Anderson's Patent Steam Boilers and 
Ktpp's new Engines, from 1 to 12 Horse Power. These 
Boilers and Engines are absolutely the best yet produced, 
as hundreds testify. 



Ores Analyze! 



Mines and Minerals sold o n com- 
mission. J.F.QESNEt!, Consult- 
, ing Cnemist, 113 Water St., N . Y. 



YAN NOSTRAND'S SC'IBSOB SERIES— 
No 1. Armstrong on Chimneys for Furnaces, 
Fu-e Places and Steam Boilers. 18nio., boards. 50c. 
Ho. 2. dolburu on Steam Boiler Explosions. ISmo., 
boards. 50c. .No. 3. Jacob on Retaining Walls— ready 
shortly. V. VAN NOSTKAND. Publisher, 

23 Murray St. & 21 Warren St., New SforK. 
*„* Copies sent free uymail on receipt of price. 
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ACHINERY FOK PRINTING OIL 
Cloth, Paper and Cotton. The Patent (No. 109,884) 
■-•■■'--'"•■ ■■• • - -- ■ £ j- 



jor oale. Address J. K<iAeT,i7 Gates Av.,Brooklyn,2 



ROP£R HOT AIR 

ENQINK CO.*IPANr,70NesrOnarchSt..New York 



JOHN WILEY & SON'S 

SCIENTIFIC BOOKS 

FOR 

Professors, Stents, Engineers, 
Draughtsmen, anil Artisans, ' 

15 ASTOR PLACE, 
NEW YORK. 



BOOKS for STUDY and REFERENCE, in 
all Departments of THEORETICAL and 
PRACTICAL SCIENCE, for High Schools, 
Academies, and Practical Mechanics ; 
Technical Schools and Professional Men. 

Warren's Complete Elementary 
and Higher Course (the only one) in 
Free Hand and Instrumental Projec- 
tion, SnADOW and Perspective Drawing ; 
being Descriptive Geometry and it 
Useful Applications. 

%* Full Descriptive Catalogues gratis. 
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ftroot Sonr-QTO Ma r be written on POSTAL 
VII CCll) OCt>l OLD CARDS, by my system of Cryp. 
tography. Combinations endkBS— each read only by its 
own key. Send for Circular. 
P. M., Grecnfleld, Ind. 

Massachusetts Agricultural College, 

Founded and endowed by the State for the liberal educa- 
tion of tbe Industrial Classes, will begin its nest acade- 
mic year Aug. 27. For catalogue or information address 
President W. S. CLARK, Amherst, Mass. 



d£T8 (ffc R A Month to Lady Agents. Address Ellis 
9«liiSriV Manufacturing Co.. Waltham, Mass, 



SELL YOUR PATENT.— The advertiser, 
who negotiates sales of valuable patents, wishes, at 
once, one or two really good Patented Inventions to sell. 
No advance charge made. 
Address P. O. Box "5,190," New York. 



G. E. ILLINGWORTH, 

NEVILLE ST. FOUNDRY, LEEDS, ENG. 

Makes aspecialty of Win. Lathes. Alt parte are Inter- 
changeable, being niaae in dup icate.ihus ensuring ac- 
curacy and excellence of workmanship. Price for 12 
feet bed, slide, surfacing, and screw cutting complete, 
£95.0.0, F.O.B., Liverpool. For Photograph and full par- 
ticulars, write direct. 





MOLDING, MORTISING, 

TENONING & SHAPING 
MACHINES; 

BAND SAWS, 

SCROLL SAWS, 

Mi & Matching 

MACHINES, &c, 

For Railroad, Car, and aori 
cultural Shops. &c, 
"*" B3T"Superior to any in use. 

J. A. FAY & CO. 

ClNOIHlf ATI. Ohio. 



NEW YORK STEAM ENGINE CO. 

MANUFACTURERS OF 

Machinists Tools 

OF AL.L DESCRIPTIONS, 

98 Chambers St. New York. 



E 



M. MAYO'S PATENT BOLT CUTTER, 
lv • end for Illustrated Circular, Cincinnati. Ohio 



AMENIA SEMINARY, AMENIA, N.Y.— 
A Family Boarding-school. On the Harlem Rail- 
road, eighty-five miles from New York. Full courses 
of seminary instruction, with preparation for college 
cr business. Personal care in study, habits, and health. 
Terms, $360 per year. 
Fortieth year begins Sept. 15, S. T. FEOST, A.M. 



WOODBUKY'8 PATENT 

Planing and Matching 

and Molding Machines, Gray & Wood's Planers, Self -oiling 
Saw Arbors, and other wooG working machinery, 

S.A.WOODS, j 91 Liberty sireii.X.Y.; 

Send for Circulars. J BT Sudburv street, Boston. 



PAGE'S Water Flame Coal Lime Kiln, with 
coal or wood. No. 1 Soft White Lime or Cement, 
with use of water. C.T). PARR. Putxn'ee.Rncbenti.r.N V. 



ro INVENTORS 

# manufacturers 



TheMnnagers of the 42d Exhibition of the American 
Institute, of the City of New York, be& to announce, 
that the Exhibition Buildings on 2d and 8d Avenues and 
68d and 64th Streets, will be open for the reception of 
heavy Machine**? August 18th and for other articles, 
September 1st 1873. The Exhibition will be formally 
opened September 10th. 

For particulars, address "General Superintendent, 
American Institute. New York." 




BOUI/T'S PATENT 

Single Spindle 
Combined Moulding:, 
Paneling:* & Dove- 
tailing; machine. 

For Carving, Paneling, 
and Irregular Moulding, 
various kinds .of Dove- 
tailiogand Routing. The 
b. molest and most useful 
Machine for Furniture, 
House-flntshing,j pars, Or- 

fms, Drawers, Brackets, 
c, &c. 

BATTLE CREEK MA- 
CHINERY COMPANY, 

Manufactukebs, Battle 
Creek, Micuigan, 



GLASS 1YJOULDS for Fruit Jars, Patent 
Lamp8,lTXBottles,etc, made by H.BROOKE. 14 

years at White and Centre Streets, New York, Theshort- 



and cheapest way order direct of Mould Maker. 
&~ PAKTrouLAit attention paid to MOULDS for 
VENTORS. 



inve: 



r pO FOUNDERIES, Factories, Ropewalks, 

J. &c— For sale or lease, blocks of LotB. with bulkhead 
waterfront. Low prices.easy terms. SJ3.SCHIEFFBLIN, 
15 East 2fith Street, New York. 



SEINULE AND BARREL MACHINERY.— 
Improved Law's Patent Shingle and Heading Ma- 
chine, simplest and best in uie. Also, Shingle Heading 
and Stave Jointers, Stave Kqusllzers, Heading Planers, 
Turners, &c. Address TREVOR. A Co. Locknort. N. Y. 



w 



OOP- WORKING MACHINERY GEN- 
erally. Specialties, Woodworth Planersand Rich- 

"iter* -- " ' ' 



ardson'e Parent Improved Tenon Machines. 
Central, corner Dn'on at.. Worce8ter,_Mass. 

WTTHKEBT RIJGG * RICHARDSON 



LCOTT LATHES, for Broom, Rake, and 

. Hoe Handles. S. C. HILLS, SlCourtlandt St., N.T. 



\i Samples seni by mail for 5U cts., that retail quick for 
61U. R. L. WOLCOTT, 181 Chatham Square, tiew York. 



Machinery, 

Wood and Iron WorKina of every kind. Leather and 
Rubber Belting, Emery Wheels, Babbitt Metal, &e. 
GEO. PLACE & CO., 121 Chambeis St.N.Y. 



Cold Rolled Shafting. 

Best and most perfect Shafting ever made, constantly 
on hand in \t. ;ge quantities, furnished in any lengths up 
tt> ^4 ft. Also, Pat. Coupling and Self-oiling adjustable 
anngeis. GKOROE PLACE & Co., 

321 Chambers Street, New YorK. 



SturtevantElowers. 

Of every Bize and description, constantly on hand. 
GEORGE PLACE & CO.. 
121 Chambers Street, New York. 

pateotWnchTM 

SHEARING MACHINES, 

With all Modern l mproveinents, in forms adapted t o eve- 
ry kindof vork Warranted Superior to all others. 
Presses adapted to all kinds of work in store ready for 
shipment. 

MOSES G. WILDER. 121 Chambers St., New York. 




S3 



Of all the best Btyles and makers, at a discount oi 

THIRTY-FIVE PER CENT 

irom Manufacturers' lowest prices. Write for circular 
aj-d advice before purchasing. E, K. ROBERTS, 
52 Broadway, New York . 



Andrew's Patents. 

Noiseless, Frirtion Grooved, or Geared Holst- 
ers* suited to every want. 

Safety Store Elevators. Prevent Accident, 
Rope, Uelt, and Engine break. 

smoke-Burning; Safety Boilers. 

Oscillating Engines, Double and Single, .1-3 to 
100-lIorse power. 

Centrifugnl Pumps, 100 to 100,000 Gallons 
per Minute. Best Pumps In tbe World, pass 
Mud, Sand, Gravel, Coal, Grain, etc., with, 
out injury. 

All Light, -minle, Durable, and Economical. 

bend lor Circulars. 

WM. D. ANDREWS & BRO., 

414 Water Street, New York. 



N.F.BURNHAM'S NEW TURBINE 



TOBETHEBESTEVER INVENTED 



Farrel's Patent Railway Crane, 
Patent Ground Chilled Rolls, 

ROLLING MILLS AND MILL MACHINERY, 

Punches and Shears for heavy wrfe— Fiy Wheels, Shafts, 
Gears, Pulleys, and Pneclal Casting*. at.Xnw Pries 
FARREL FOUNDRY & MACHINE CO., 
MOSES G. WILDER, Selling Aqfkt, 
131 Chamoers Street, New York 



CIO WELL PATENT DOOR AND GATE 
J SPRING, worth ten of all others. Won't corrode 
orOreak. Ask the Hardware dealersf orit, or address 
Sile Manufacturer, JAS. H. WHITE, Newark N. J. 
Territry for Sale. 



__ PATENT 
OLD ROLLE 
SHAFTING. 



- The fact that this shafting baa 75 per cent greater 
'tremgtti, a Onur finish, and Is truer la gage, man auy otner 
In use, renders It undoubtedly the most economical. We 
nre also the sole manufacturers of the Celebrated (Jol. 
Lisa Pat. Coupling, and furniBh PulleyB, Hangers, etc ., 
of the most approved styles. Price lists, mailed on appli- 
cation to JONES & LAUGHLIN&j 
Try street, 2d and 3d avenues, Pittsburgh, Pa. 
190 S. Canal sc. .Chicago. 

CSP~Stocksof Thig Shafting In store and for sale bj 
fULLER, DAMA& FITZ. Boston, Mass. 

GEO. PLACE & CO., 121 Chambers street. N. T. 

P1FPCK& WHATJVtf. Milwaukee, Wis. 



STENCIL MS 



For cutting business 

__ _ Stencils, allsizps. Also 

complete odttits for Clothing 
Stencils and ICey Checks, with which young men are 
making from $5 ti $ao a dw. Send for catalogue and 
samples to S.MJSPBNCER,U7Hanover St .Boston.Mass. 



A FOPUIaAR IDEA. 

We have been furnishing the new, large Illustrated 
paper, entitled ''Cricket on the Hearth," at one dollar t 
yearto subscribers on a guarantee that the money will 
be refunded anv time within three months if not satis- 
factory. We have not been asked to return a dollar yet. 
lW.OOO already sold. Sixteenlarge payes. The best and 
cheapest paper In the world. A $5 chromo to every sub- 
scriber. 25c for th*-ee months on trial. Agents wanted. 
Send 25c. tortheoaper three months, and terniB. JONES 
& HADLET, Publishers, 176Broadway, New York. 



"i'ou ask WHT we can sr'l First 
Class V Octave 1'iiuus iur $290? 
We answer— it coaut less iliuu $300 
jto make any $000 Piauo .-o^t 
Ithrongii Agents, au of wiiuin tn;ilie 
| IOO per ct, proth. We liave 
'no Agents, Imi ship direct to fami- 
lies at Factory price, and warrant 
-, - — .6 Years, ^end tor Illustrated cir- 

cular, in which we refer to over 500 Bankers Merchants, 
&c. (some of whom you may know), using om Piana-*, 
in 44 states and Territories. Please state -a here yuu sa\7 
this notice. 

U.S. Piano Co a) 8(0 Broadway, N. Y. 




RICHARDSON, MEEIAM & CO. 
Manufacturers of the Is test 'mproved Patent Dan- 
els' and Woodworth Planing Machines, Matching, Sasb 
and molding, Tenoning, Mortising, Boring, Shaping, Vei- 
tical, and Circular Re-sawing Machines, Saw Mills, Saw 
Arbors, Scroll Saws, Kail way, Cut-off, and Fip-saw Mt- 
chines. Spoke and Wood Turning Lathes, and various 
other kinds of Wood-working Machinery. Catalogues 
and price lists sent on application. Manufactory, Wor- 
cester. Mass. Warehouse, 107 Liberty &t. New York. 17 



FOR SALE — The right to manufacture and 
Sell the Patent Stave drain Baskets in the States of 
Ohio, Pennsylvania, and New York. Said Baskets pro- 
t cted by numerous patents issued to Horace C. Jones 

and Others. G. I. BREWSTER. Annlntnn. WIq. 



] Mil -l^U WROUGHT 

J-i. o ^ ,R0N 

Beams & Girder s 



'PUJra Union iron Mills, t'lilnburgli, f&. 
L The attentloj oi Engineers and Architects Is called 
to our Improved Wrought-lron Beams and Girders (pat 
ented). in which the compound welds between the stem 
and flanges, which have proved -o oblectlonable In the 
old mode of manufacturing, nie entirely avoided, we are 

Erepared to furnish all sizes at lerms as favorable as can 
eoritatnedelsewhere. For descriptive lithograph address 
Carnegie. Kloman& Co. Pnlonlron M ills, Pittsburgh, Pa. 

Niagara Steam Pump. 

CHAS. B. HARDICK, 

S3 Adams St., Brooklyn, K. T. 



PAND ESS Address THE Bf; 

TVRiTD T»T>VQ"Vi* P PARKER PKESS 
ifjxvjr rjx£tat}£io. Middletoww, roint. 



N 



EW & IMPROVED PATTERNS.— MA- 
CHINISTS* TOOLSwaii sizea—«t low prices. 
K. GOULD. 97 to 118 N.J R. R. Ave.-. Newark. N. J 



#w IW ^•*vj>Ie,ofelther*ex,youneorol<l,Tmal£eBioreiaoneyat 
work fornaintlitiir spare womentr<w*U the Mmetbaoatany tiling ' 



GEAR'S PATENT 

VARIETY lOMIKI. CHIDE 

The only simple, com pl^te and reliable Upright Shaping 
Machine known. Legality of Patents sustained in Uni- 
ted States Circuit Court a Infringers who do not make 
immediate settlements will be propecuted. I mean 
business. A. S. GEAP,Sole M nufacturer& Proprietor. 
Also Manufacturer and Dealer in all klnrls of Machinery 
and Mechanical Supplies. 56Sndbury St., Boston, Mass. 



1832. SCHENCK'S PATENT. 1871. 

WOODWORTH PLANEKS 

And Re-Sawing Machines, Wood and Iron "Worlrlne Ma 
chinery, Engines, Boilers, etc. JOHN B. SCHENCK'S 
SONS. Matteawan. N. Y. and 118 Liberty St., New Tors. 



/"Iivix, and Mechanical Engineering at 
V A the Rensselaer Polytechnic Institute, Troy, 

NYY.— Instruction very practical. Advantage, unsur- 
passed In this country. Graduates obtain excellent posi- 
tions. Re-opens Sept. l?rh. Forthe Annual Register, con- 
taining improved Course of Study, and full particulars 
address Pkop. CHARLES DHOWHB, Ditector. 



(hoc; A Tl A XT ! A rents wanted. Businessentirely 
<p<iO O. DA I '. asw. G.G.Shaw, Biddeford, Me. 




Stationary and Portable Steam Eu«ne» and Boilers. 
Send for Circular. CLUTE BROTHERS & CO., Sche- 
nectady, N.Y. 




TMPROVED FOOT LATHES, 
1 Slide Rests, Hand Planers for metal, 
Small liear Cutters, Foot Scro 1 Saws. The 
very best. Selling everywhere. Catalogues 
free. N.H. BALDWIN, 

Laconla. N.H. 



1J atteun & Branding IjETTEHS— SHARP, 
Flat or Rounding Surf ares— Large stock. PAVE- 
MENT Letters, suitable lor ARTIFICIAL STONE- 
WORK. VANDERBURGH, WELLS & CO., 

18 Dutch, cor. Fulton St.. New York 




RE ISOLDS' 

Turbine Water 
Wheels. 

30 years' experience enables me 
to excel In Gearing Mills of all kinds, 
and furnishing them reliable, eco- 
nomical power. Scientific pamphlet 
free. GEO. TALLCOT, % Liberty 
Street, N ew Yor . . 



OflYTC SAFETY HOISTING 
IIO Machinery. 

OTIS, BROS, <fc CO., 
NO. 348 BROADWAY, NKW YORK. 



Mn dcaifdta ffirfindcr. 

©iefe grojje unb ttjatige Stnffe unfrct Se» 
bblfcning motljcn loir bcfottlierS batnuf 
aiifmcrfjam, bog unfre Ritma burd) itjre SS<r» 
fiinbung mit Safrjtngton uttb ben euvopiiii'djen 
$ait))tftcibtett, Bcfonberc S5orttjc>ile jut Erlan- 
gung uon in« unb ou6ianbiid)cn ^atctttcn 
bictct. 

3cbcr Erfinbet, gteid)uicl tscldjer SUationatt. 
tat ongctjortg, tji burd) bte libcralcn ^ntcittgc 
Jcljc bcr SBcreinigten Staaten jum ^atentjefju^ 
filr Srfinbungcn beredjtigt. Unfre girnia i(l 
bercit, geftiitjt auf 26jab,rtge@rfa[)rung,bcutid)e 
©rfinber jcber3ett 5« brroiljen unb jn mj'^igcii 
<prdjenrafdj unb siintttid) ^atcntcju evlaugcn. 

®te Seiitfdje Section tjt in ben §.inben 
ffib,tger bcutjdjcr 3ngcnieure, '.uidje iu bet 
Office perjiinlid) mit Erfinbcrn ucrfifjren 
tterben. 

■®cr „Scienti£c American" mirb in feinetl 
Spaltcn bie bebeutenberen ©rfinbungen be« 
\bred)eit. 

Eorrcfbonbenj erbctcn unb prompt beant» 
roortct. ^ ! ompb,lite in bcntfdjer Sprad)e r»er« 
ben auf SSerlongen franco jugefanbt. 

Stbrefpre: 

•§&»«» & g0., 

„8cientific American" Patent Agentur, 
37 SPat! BJoW, 

New York City- 



© 1873 SCIENTIFIC AMERICAN, INC 
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icimti& Strom. 



[August 23, 1873. 



S^wntsmctr! 



Advertisements wm be admitted on thin page at the rate o 
Si. 00 per line for ea-rh 'nsertion. Engravings ma? 

head advertisements at the same rate per line by mean 
urement. as the letter-press. 
The value of the Scientific American as an advertising 
medium cmnnot be over -estimated. Itscirculation in ten 
times greater than that of any similar journal now pub' 
litshed. H goes into all the States and Territories, and is 
read in all the principal Ibraries and reading-rooms 0' 
the world. We invite the attention of those who wish to 
make their business known to the annexed rates. A busi- 
ness mail wants something more than to see his adver- 
tisement in a printed newspaper. lie wants circulation. 
Jf it is worth 25 cent* per line to advertise in a paper oj 
three thousand circulation, it is worth $S.75 per line to 
advertise in one •/" forty-live thousand. 



HILES TOOLWORKS, 



© -1 



80 







THE BEST OILS ARE THE CHEAPEST IN THE LONG RUN. 

All who try 15. II. KELLOfiG'i ENGINE and SPINDLE OILS Acknowlcilsp the Fact. 

They are really frood substitutes for mire Sperm and Tallow Oils, are as free from ifnm or offensive odor, as hand- 
some, and endure as cold temperature as best Wluter Sperm Oil, while costing considerably less 



E. H. KellOKg'a Extra Spindle Oil fl.80 

E. H. Kellogg's No. 1 Spindle Oil 1.20 

E. II. KcllOfTg's Spindle Oil 1.00 

E H. KelloKir'B Eytra Engine Oil 1 10 

E. II. Kcllogg's Engine Oil 1.(0 

E. II. Kellogg's Extra Cylinder Oil 1.25 

Manufactured only by 



P. S. Should parties desire lower priced goods, 
charged.— E. H. K. 



E. II. Kellogg's Extra Signal Oil J1.85 

E. II. Kellogi's Signal Oil 1.00 

E. H. Kellogg's Sperm Engine Oil 1.20 

E. II. Kellogg's Sperm Snindle Oil 1.1.1 

K. H. Kciloea'sTallowEnetnuOll 1 10 

E. II. Kc Mora's Tallow Spindle Oil 1.05 

E. II. KELLOGG, No. 1" Cedar Street, New York 



we can furnish as low as the lowest and as good f»r the prices 




THE 

AMERICAN 

Mine Water Wheel 

Has recently been tmprovedand sub 
iected to thorough testa by Jaitiee 
Emerson, Holyoke, Mass., showing 
higher average results than any Tur- 
bine Wheel ever known. A full re- 
port may be obtained of STOUT 
MILLS & TEMPLE, Dayton, Ohio. 



WIRE HOPE. 

JOHN A. R OE B L I N G'S SO N S 

MANUFACTURERS, TRENTON, N. J. 

FOR Inclined Planes.Standin^ Ship Rigging 
bridges, Ferries, Stays, or Guyson Denicks& Cranes, 
Tiller Ropes, Sash Cords of Conpcr and Iron, Lightning 
Conductors of Copper. Special attention gh en to hoist- 
ing rope of all kinds for Mlnesand Elevators Apply foi 
circular, giving price and other information Send For 
fmmnhlet on Transmission of Power by Wire dopes. A 
large utock constantly on hand at New York Warehouse 
No. 117 Liberty street. 




LUBRICATORS. 

DREYFUS' transparent Self-act 
ing Oi'ers, for all sorts of Machinery 
and Shafting, are reliable in all seasons, 
saving 75—% ner cent. The SELF-ACT- 
ING LIJISUTCATOR for Cylinders is 
now adopted by over 150 R. K. in th«* U.S., 
and bv hundreds of stationary engines. 
NATHAN & DUETFUS,10SLibcrtyst.,N.Y. 



SOTER-HEATHRS 

e fuel, 
any boiler. 



Save fuel, and supply DRY steam. Easily attached 10 
HENRY W.BULKLEY, Engineer. 



1 Liberty St., New York. 



FortestingOvens. Botlei 
ilues, Blast furaaces, 
Super-Heated Steam, Oil Stills. &c. 

Address HENRY W. BULKLEY, 

98 Liberty St., New York. 



Pyrometers. 



BEACH'S Scroll Sawing Machines.— I 
est and best In use. For Illustrated CatalOj 
Price List, send to II. L. BEACH. 90 Fulton St., N 



N. Y. PLASTER WORKS, 

Tl/f ANUFACTUREHS of Calcined and Land Plaster, Marble Dust, Terra Alba,&c.,&c. 
jj. 1 Double Extra Phieter is unsurpassed. Every Barrel warranted. 



)ur Quarries are in Nova Scotia. 



Our 



WORKS. 469, 471 & 473 CHERRY STREET, NEW YORK. 



ATOYE'S MILL FURNISHING WORKS 
J3| are the largest in the United States. They make 
Burr Millstones, Portable Mills, fe nut Machines, ['ackers, 
Mill Picks, Water Wheels, Pullfeys i?:id Gearing, specially 
adapted to Hour mills. Send for ctcalOKuc. 

.1. T. NOYE & SON, Uuffalo, N. Y. 



A GENTS WANTED— Anybody can make 
/TJL 't pay. FirBt class articles for Office and House. 
hold use. Manufacturer's prices, and enormous profits. 
Address, for circular. J AS. H. WHITE. Newark, N.J. 




C CHAMPION SPRING MATTRESS— The 
J latest and best improvement. Do you want a 
healthy and comfortable bed:-' Here It is. The softest, 
easiest, cheapest, most popular, and durable Spring Bed 
In market. Sold by all leading dealers. No stock com- 
plete without it. Wholly composed of tenacious tem- 
pered steel springs, so united that the pressure is equally 
distributed. Easily moved or carried about the house. 
Can be lifted, turned, or rolled up like * blanket. Both 
sides alike. No frame. no wooden slaU,no straps. May 
be used on floor without bedstead. No under bed re- 
quired. Needs only lulf thickness of hair mai tress. The 
regular size double bed, 4 ft, 6 in. oy 6 it., contains UW 
steel upholstery springs and weigns only thirty 
lbs. More springs tor your money in ttiis bed rfian in any 
other. Warranted noiseless. Any sizes made to order 
Send for pi.torial circular. Retail price of double bed, 
SKI. Shipped, ly single bed or quantity, to oil parte of 
the world. Liberal di«count to the traue. Agents want- 
ed. F. C. BEACH <fe CO.. Makers, 102 Chambers St., cor. 
Church New York. 



MORRIS, TASKER & CO., 

MANUFACTUKEUS OP 

AMERICAN CHARCOAL IRON 

Boiler Tubes. 

WR0UGHT-IR0N TUBES 

AND FITTINGS, FOR GAS, STEAM 

WATER, AND OIL. 

Supplies, Machinery foi 



83»~Steam and GaB Fitters 
Coal Gaa Works, &c. &c. 

NO. 15 GOLD ST. 



NEW YORK. 



BUILDERS! 



END foe Book Catalogue. 
ICKNELL.27 Warren st.,N.Y 



Machinist's Tools, 

EXTRA HEAVY AND IKPF.OVED. 

LUCIUS W. POND, MANUFACTURER 

Worcester, Mass. 
Warerooms, 98 Liberty Street. New York. 

A.. C. yTI-BBINS. Agent. 



I NDEPCNDENT 

BOILER FEEDERS 

SEND FOR ILLUSTRATED CATALOGUE 



HAMILTON. OHIO. 



SILICATE OF SODA. 

HODGES, COOLIDGE & CO.. BOSTON, MASS. 




THE 

LATEST IMPROVEMENT 

IN 

LUBRICATORS 

This NEEDLK-VALVE OIL FEEDER for 
Locnnotive and Stationary Engines has 
met with great success. Master Mechanics 
will be furnished with Sample Cups by 
addressing 

CINCINNATI BRASS WORKS. 





For ShratbiOR, Roofing, Deafening, Carpet Lining, and as a substitute fur Plastering, heud for Sample; 
ind Circulars to B. K. J1al« k Co.. ft! ,V fi« Park Place, N. Y.. or 1;ock lirvr.p. Pa pp. it < o., Chicaffo. 



SILICATE OF SODA. 

L. & J. W, FKUCHTWANGKH NEW YORK. 



ANTED — A Gentleman to travel and 
solicit trade order*, for the sale of Babbit .Metals, 
Brass Castings, Car Work, Metals and Metal Goods gen- 
erally. To one woo can guarantee a trade, we will nay 
any reasonable salary demanded Have no objection for 
him to Travel in connection with other goods. One who 
enn influence Railroad work preferred. Address 

"T LJBAL," 1522 Poplar St., Philadelphia, Pa. 



.£> SCHLENKER'S PATENT — '< 

Bolt Cutter 

New Invention. Address, 
i Howard Iron Works, Buffalo. N.Y. 



RANSOM SYPHON CONDENSER perfects 
and maintains vacuum on Steam Engines at cost of 
one per cent its value, and by its use Vacuum Pans are 
run with full vacuum without Air Pump. Send to WM. 
ALLEN, 51 Chardon St., Boston, for a personal call, or 
he Company, at Buffalo, N. Y., for a circular. 



EIVERVIEW ACADEMY, Poughkeepsie, 
j N.Y.— Work recommences Sept. 11. Boys, "Fall in.' 



$72.00 EACH WEEK. 

Agents wanted everywhere. Business strictly legitimate. 
Particulars free. Address, J. WORTH & Co.. St. Louis, Mo. 



MACHINERY, i 



NEW and »d-HANI).-- 

Send for Circular. Chas.PLACK 
is CO. W Vesey st., New York. 



.WENDELL'S PATENT DOOR STOP. 

I J.UUU #5 perday. Samples, 25 Cts. 
Wendell & Francis, 4^6 "Walnut St. Phila. 



PORTABLE STEAM ENGINES, COMBIN- 
ing the maximum of efficiency, durability and econ- 
omy, with the minimum of weight and price. They are 
widely and favorably known, more than 1,000 being in 
use. All warranted satisfactory or no sale. Descriptive 
circulars sent on application. Address 

THE J. C. IIOADLEY CO. Lawrence, Mass. 
Liberty St., lNcw York. 



THE 

SCIENCE RECORD 

FO K 

1873. 

A. Compendium of the Scientific Proerepa and Dtecove 

ries of the Preceding * ear. Illustrated with 

over 150 Engravings. fiOO pages, 

octavo. Price, $2. 

rpHlS NEW AND 

1 splendid book embracf s 
the most Interesting Facts 
and »i8COvenes in the vari- 
ous Arts and Sciences that 
have transpired during the 
preceding year exhibiting in 
one view the General Prog- 
icss of the World in the fol- 
lowing »epartments: 
1.— CHUMISTKif AND MET- 

Al.LUKGV. 
2— MECHANICS AND EN- 

GINKERING. 
3.— ELECTRICITY, LIGHT, 

HEAT, SOUND. 
4.-TECHKOLOGY.— Embra- 
cing New and Useful In- 
ventions and Discoveries 
relating to THE AUTS: 
5— BOTANY AND HORTI- 
CULTURE. 
6— AGRICULTURE. 
t.—HO RAL AND HOUSE 

HOLD ECONOMY. 
8.-MArERIA MEDICA, 

THERAPEUTICS, HY- 
& G1ENE 

f 9.-NATURAL HISTORY 
g AND ZOOLOGY. 

S 10 & 11.— METEOROLOGY, 
"i. TERRESTRIAL PHYS- 

ICS, GEOGRAPHY. 
MINERALOGY. 



WI1AL.EN TUEBTNE, .No risks to purcnaser. 
Pamphlet sent free. Sktii Wualen. Baliston Spa, K Y. 



PqqG T'Vlic "R^T" ^ vou ilre a ^ 00 ' or ft lunatic; 
L ABO 1111Q Uy but if you are sane, and wish to 
make money, fman or woman,) get a postal card now 
and send v >ur address. 

AGENTS £>Qjk n Wnolr ° ne Party Orders 
MARE «p,7U ll T» CCK. l.OOOTAULES. 
Eukeka Portable Table Co., St. Lodis, Mo. 



BUEEK'S WATCHMAN'S TIME DE- 
TECTOR.— Important for al. large Corporations 
and Manufacturing concerns— capaole of controlling 
with the utmost accuracy the motion cf a watchman or 



Satrolmau, as the same reaches different stations of his 
eat. Send for a Circular. J. E. BUERK, 

P.O.Box 1,052 Boston, M'bs. 
N. B.— This detector Is covered by two U. S. Patents 
Parties using or selling these instruments without au 
thorlty from me will be dealt with according to law. 




PORTLAND CEMENT, 

From the best London Manufacturers. For pale bv 
JAMES BRAND, 55 Cliff St., N. Y. 
A Practical Treatise on Cement furnished for 25 cent; 



^^gmga23HggESZZ33EI35 



NEW, USEFUL, VALUABLE! 

PeToted to bomecnjoTm^ut. instruction, improMiment 

aaOil'uatraiJoiisanJ intiuiiig 1 IU> Helen- 
. description and price of Tool C'hcau i 
Amateur Luttica. Tools utf MochiiicH ; .Jc-IkI Steam £n- 
i.cjteamboats. Sailing Veaaels ; Mathematical natru- 
.a Jicroacopea ; ;hnnical Cabinets, «ic. .Iso icri.t 
ui_!iemicai.:xperimcntaand realise on prepariug b- 
Ijecta for Microscope instructions or making 'ret r Kcrotl Work ~ ' 
I riome talent, aivlillusiraiiona ■fllDiiseful i.arlor equi.iiu-s iz '_ 
I Cages, Hook fclielvesj Ilraekcta. flower Siauds, Writing Dettaa, W«il 
i receipt of 2&Q., and with rim order i or ftl.i 
1 copies lo refund price of Cook fiw 




I Baskets, etc. Mailed" o 

I worth of Designs will send e. 

CEOHGK TARR. Hun 



SIXTH EDITION EJrTIETH THOUSAND 



RON PLAMERS, EISHINE 



Drills, and other Machinists' Tools, of superior quai 
' " * iw. For Descrip 
MAVUFACTUH 



--Jg. 
tion and Price address NEW 
ING Cf>. New Havea, Conn. 



LATHES 

erior qua 
»r Descrii 



THE BANT) SA W! 



S3T T. V. Carpenter, 
8ox773, New York city 



Advertising Agent. Audres 




THREE PIiT POOF ING, 

In Use Ten Y ears. 
A good article, well recommended, and suitable for 
either steep or flat roofs. Send for Circular and Sam 
pies. MICA ROOFING Co., 73 Maiden Lane, New York. 



P R I C E R EDUCED 




MAHOGANY, 

ROSEWOOD, WALNUT, WHITE HOLLY 

SATIN WOOD HUNGARIAN ASH, AND 

ALL KINDS OF WOODS, 

IN LOGS, PLANK, BOARDS, AND VENEERS. 

GEO. W. READ & CO., 

Mill and Yard, 1S6 to S0C Lewis St., cor. 6th St., E. K.,K. Y 
£f/~ Orders by mall promptly and faithfully exeeuted. 
32*~ Enclose lie. stamp for Ca talogue and Price List. 



DOUBLE ACTING 
B UGKET-1'L UNGEE 

SteamPnmps 

AliWAYS REUABIiE. 

YALLEY MACHINE COMPANY, 
Easthampton, Maes. 
Emeky Wheel Machinery 

for grm ding Tools and Metals, triun- 
mlng Saws.cleaning Casiings.grind- 
ing Planer Knives perfectly straight 
— uuequaled for the sterling quality 
of its material and workmanship, 
the durability of every nan. \MFR- 
rCAN TWIST I HULL "no MR ANY, 
Factory, Woousocket, K. I., store, 95 Liberty -i', N.Y. 





The Pulsometer or Magic Pump. 




The simplest, most durable and effective 
steam pump now m use. Adapted to all 
situations and performs all the funct ona 
of a steam pump without us consequent 
wear and care. No machinery anout it. 
Nothing to wear out. Will pump gritty 
or muddy water without wear or miury to 
its parts. It cannot get out of order. 

C. HENRY HALL & CO., 
30 Cortlandi Street, 
New York City. 



AMERICA! SAff CO., 

No. 1 Ferry St., New York. 

Movable-Toothed Circular Saws, 

PERFORATED CROSS-CUT, 

AND 

SOLID SAVYS. 

ALSO, 
1VENS ifc IIIMIIIKES PATENT 

Eccentric-Geared Power Press. 



P. BLAISDELL & CO, 

M.VNDFACTUKEnS OF TOE BEST 

Patent Drill Presses, with Quick 
Return Motion, 

In the LUarkct, alHo other Alacliinisi Tools. 

Send foe Cuts. 

W'lItCESTEl!, MASS. 



Its ORIGIN and 

ISTORY, with Engravings of the Oldest 

Machine, sent gratis. Address RICHARDS.LOX- 
DON & KELLEY 22(1 St. (above Arch), Philadelphia. 
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-GEOLOG , E AND 
-ASTRONOMY 
— BIOtiKAi'HT. 



Every person who desires to De well Informed concern- 
Ing the Progress •{ the Arts and Sciences should have-a 
copy of Science Record foe 1873. It is a most la- 
tcrestlng and valuable Boot, and should havea place In 
every Household, in every Library. 

600 pages. Octavo. Handsomely Bound. Over 150 En- 
gravings. Price, $2. 

Sent Dy mail to all parts of the country, on receipt of 
the price. A liberal discount to the trade and to oan- 
vassers. For sale at all the principal Bookstores. 

MUXN & CO., Publishers, 

37 Park Row, New York City. 

Thi SCIENTIFIC AMERICAN will be sent one year 
and one copy of SCIENCE RECORD FOR 1313, on 
receipt of $4-50. 

SCIENCE RECORD FOR 18*2, uniform vrttb the 
above., Price %%. Library binding, $2.50. 



1,000 IN USE. 

Address 
HOOT STEAM EN. 
(JINE CO., 

2d Av.&28th Street, 
New York. 
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Working Models 



And Experimental 
order by 



Machinery, Metal 

J. F. WERNER. Hi Con rer st., N 



or Wood, made to 
Y. 



HOUSTON'S PATENT 

TURBINE WATER WHEEL 

Siitii>'«"*r, Strouffcst, fllicapest, Hest. 




In tlie lest at Holyolcc, in 
1872. the Houston gave the 
highest percentage evej' 
sliow n iu a reliable lest and 
the highest. ave*ag;e re- 
Hiilts ever obtained. In 
practical use It is everywheie 
demonstrating its superior- 
ity over all others Emer- 
son's full report furnished on 
application. Send for Circu- 
lar. 

MERRTLL & HOUSTON 
IKON WORKS, 

ileloit, Wisoonsin. 



THE STANDARD MAKE! 

£PT" Lmery Wheels and Rmery Grinding Machinery. 
THE TANITE CO., Stro lids bur tf, Pa. 




Universal Wood Wovber. 

Hofizontol and Upright Boiiuff Machines. 

Et^** Superior to any In use. 
MeBETH.BENTEL & MARGEDANT, Hamilton.Ohio. 




TERMS. 

One copy, one year $8.WJ 

Onecopy, six months 1.50 

One copy, tour months 1.00 

One copy of Scientific American for one year, and 

one copy of engraving, "Men of Progress"' - 10.C0 
One copy of Scientific American for one year, and 

one copy of " Science Liecord," for 1873 - - 4.50 

Remit by poBtal order, draft or express. 
The postage on thp Scientific American is five cents per 

quarter, payable at thi* office where received. Canada 

subscribers must remit, with subscription, 25 cents ex'ia 

to pay postage. 
A-ddressall letters and make ail l/ost Office orden, of 

drafts payable to 

MUNN & OO., 

87 PARK ROW NEW YOTtF 



THE "Scientific American " ip printed with 
CHA8.ENEU JOHNSON &0<). -8 INR. Tentoand 
Lombard etB.. Philadelphia »Ud59 Gold St.. New Tori'. 
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